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Safety Fuse Link Terminals
Certain electrical & control systems require protection by fuses. 
Techna offers fuse terminals with built-in safety fuse links.  
The terminal has a hinged carrier that has a specially designed 
space for cartridge type glass fuses. The fuse can be engaged or 
disengaged by the movement of the carrier.
Choice of safety fuse terminals with offline indication is available 
[CF4UL, CAFL4UL]. 

A specially designed built in circuit gives LED indication in the event 
of a fuse blow out. This enables quick identification of a fault. 
Note: that the application of indicator terminals must take into 
account the residual current flow.
Note: fuse terminals are supplied without fuses.
Important: the disconnecting device (hinged carrier) is not suitable 
for interrupting the load. The supply must be switched off before 
operating the hinged carrier.

Model Ttec CF4U Ttec CF4UL Ttec CAFL4U
Terminal Block Pitch 8 mm 8 mm 9 mm

Terminal H x W 50.3 x 57 mm 50.3 x 57 mm 55.3 x 72 mm

Connection Possibility as per IEC UL - CSA IEC UL - CSA IEC UL - CSA

Stranded Wire 0.25 - 4 mm2 22 - 10 AWG 0.25 - 4 mm2 22 - 10 AWG 0.25 - 4 mm2 22 -10 AWG

Solid Wire 0.25 - 6 mm2 22 - 8 AWG 0.25 - 6 mm2 22 - 8 AWG 0.25 - 6 mm2 22 -8 AWG

Wire Stripping Length 9.5 mm 9.5 mm 9.5 mm

Type of Connection 2 screw clamps equipped  
with fuse carrier

2 screw clamps equipped  
with fuse carrier

2 screw clamps equipped  
with fuse carrier

Fuse Size 5 x 20 / 5 x 25 mm 5 x 20 / 5 x 25 mm 1/4” x 1 1/4” mm

LED Indicator Voltage 6-60 V AC/DC or 110-240 V AC/DC

Ratings as per IEC60947-7-3 UL-1059 CSA22.2-158 IEC60947-7-3 UL-1059 CSA22.2-158 IEC60947-7-3 UL-1059 CSA22.2-158

Voltage 1000 V 600 V 600 V 1000 V 600 V 600 V 1100 V 600 V 600 V

Current 6.3 A 10 A 10 A 6.3 A 10 A 6.3 A 6.3 A 16 A 16 A

Torque 0.5 Nm 7 lb-in 7 lb-in 0.5 Nm 7 lb-in 7 lb-in 0.5 Nm 7 lb-in 7 lb-in

Certification

Rated Impulse Voltage/ 
Pollution Degree 5 KV/3 5 KV/3 5 KV/3

Model Ttec CAFL4UN Ttec CAFL4UL Ttec DDFL4U
Terminal Block Pitch 9 mm 9 mm 8 mm

Terminal H x W 50 x 72 mm 55.3 x 72 mm 67.4 x 88 mm

Connection Possibility as per IEC UL - CSA IEC UL - CSA IEC UL - CSA

Stranded Wire 0.25 - 4 mm2 22 -10 AWG 0.25 - 4 mm2 22 -10 AWG 0.25 - 4 mm2 22 -10 AWG

Solid Wire 0.25 - 6 mm2 22 -8 AWG 0.25 - 6 mm2 22 -8 AWG 0.25 - 6 mm2 22 -8 AWG

Wire Stripping Length 9.5 mm 9.5 mm 9.5 mm

Type of Connection 2 screw clamps equipped  
with fuse carrier

2 screw clamps equipped  
with fuse carrier

4 screw clamps equipped  
with fuse carrier

Fuse Size 1/4” x 1 1/4” mm 1/4” x 1 1/4” mm 5 x 20 / 5 x 25 mm

LED Indicator Voltage 24V AC / DC, 48V AC / DC 
110V AC / DC, 220V AC / DC

Ratings as per IEC60947-7-3 UL-1059 CSA22.2-158 IEC60947-7-3 UL-1059 CSA22.2-158 IEC60947-7-3 UL-1059 CSA22.2-158

Voltage 1100 V 600 V 600 V 1100 V 600 V 600 V 800 V 600 V 600 V

Current 6.3 A 16 A 16 A 6.3 A 16 A 16 A

Torque 0.5 Nm 7 lb-in 7 lb-in 0.5 Nm 7 lb-in 7 lb-in 0.5 Nm 7 lb-in 7 lb-in

Certification

Rated Impulse Voltage/ 
Pollution Degree 5 KV/3 5 KV/3 5 KV/3

6.3 32 6.3 35 6.3 35
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