
Digital Angle Level

IP54 Magnet Auto-inversion Hold Battery Calibration 

DIGILEVEL 250
Digital Angle Level

Visible clearlyin the dark and light

Automatic digit inversionfor overhead measurements



Bright in the dark Strong in the field V-groove & Magnet

Visible clearly even in the dark,
as well as in the light, with green
LED display.

IP54 Water and dust resistance
features allows to work in tough
field.

Built-in magnet on the base
enables users to hold to variety
of metal surfaces.

Low battery
IndicatorAuto digit inversion 3 units degree(ﾟ)／slope(%)／(mm/m)

25cm
approx.
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Your local authorized dealer is

Specifications subject to change without notice
©2019 Myzox Co., Ltd. All rights reserved.

Features

● Compact body 254mm
● Clearly visible LED display
● Water and dust resistance IP54
● High accurate 360° measuring
● 3 units degree(°)／slope(%)／(mm/m)
● Automatic digit inversion LED display
● Data hold
● 0 setting
● 0°／90° beeper function
● Low battery indicator
● V-groove & magnet on the base
● Auto-power off approx. 3 minutes
● Self-calibration

Resolution
Reading accuracy
Accuracy
Measuring range
Operating temp.
Power
Size
Weight

：0.05°・0.08%・1mm/m
：±0.1° (0°／90°) ±0.2° (Other)
：H ±0.5mm/m V ±0.75mm/m
：4 × 90° (0 ~ 360°)
：0 ~ +40℃
：AAA alkaline battery × 2
：254 × 27 × 59mm
：approx. 372g (excl. battery)  

Specifications

Standard Accessories

■AAA alkaline battery × 2 ■Carrying case
Code No. Product Name Model

DGL-250222370 Digital Angle Level

For building block walls, plumbing, equipment installation, etc.
COMPACT BODY WITH VISIBLE DISPLAY


