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PMR Radio Dispatcher Unit

Voice Solutions

Clear-Tel P.M.R. Radio Dispatcher allows the user to employ a hand-held radio as a stand alone desk workstation. The 
unit is designed for use in command/control and dispatch environments. The unit is simple to use and has the ability to 
use a range of external accessories. 

Basic Specification.
Material: Robust Steel Construction.

Colour: Textured black paint.

Width:              215mm

Depth:              180mm  
With cradle:     220mm

Height:              55mm (F), 120mm (R). 140mm. 
With cradle:     140mm

Weight:             3Kg. 

Dispatcher Cradle Options: 
Sepura, Motorola and Eads Tetra radios. 

Built in loudspeaker, microphone and push-to-talk 
switch. Accessory port on front panel. 
Optional push-to-talk connection on rear panel. 
External antenna connection (BNC) on rear panel. 

Digital Recorder and data port on rear panel 

Optional Accessories. 
100-240Vac to 12Vdc power supply. 12Vdc lead (cigar 
lighter type). P.T.T. footswitch. 
Desk microphone. 
Desk microphone with P.T.T. switch. Handset with P.T.T. 
switch. 
Handset cradle. 
Fist microphone. 
Headset. 
Digital Recorder 

Additional. 
The workstation automatically charges / maintains the radio 
battery during use. 
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