
Minimize Scale & Corrosion in Water Piping & Equipment
The High Cost of     
Scale and Corrosion
The formation of scale and general 
corrosion on equipment surfaces 
restricts water flow, clogs 
equipment and reduces system 
efficiency. The result can be costly - 
increase energy consuption, greater 
downtime, additional maintenance 
and reduced equipment life.

The amount of energy wasted by  
a hot water system with only 3mm 
(1/8") of scale

The significant impact tht lime 
scale and corrosion have on the 
life span of equipment

25%
INCREASE!

45%
DECREASE!
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An Innovative Approach to Water 
Conditioning
ION Enterprises ScaleBuster® (known as ISB®) 
uses unique dielectric characteristics to inhibit scale in 
general pipework, heating and plumbing equipment, 
appliances and process equipment. Designed for 
industrial, commercial and municipal applications, the 
proprietary technology works effectively and efficiency 
- without chemicals, power or moving parts. The 
hydraulic conditions present during operation force the 
precipitation of solid crystlas in the water. This process 
prevents scale from forming, and conditions the water 
to absorb scale already attached to internal piping and 
equipment surfaces. The patented Dry Contact anode 
prevents corrosion downstream of the ScaleBuster.

How It Works
Cavitation within the ION ScaleBuster conditioner 
produces violent pressure changes which break the 
bicarbonates in solution which precipitates less 
soluble carbonates. By doing so, the treated water 
becomes less saturated and, therefore, is able to 
disolve old deposits over a period of time.

ScaleBuster Advantages
* Proven worldwide since 1990

* Significant Installed Base of over
   300,000 units

* Reduces Operation Costs and
   chemical use

* Decreases energy consumption

* Minimize Downtime and Maintenance

* Increases Lifespan of equipment

* Safe, Chemical-Free operation, no 
   special storage or handling requirements

* Long-Acting treatment

* Installation flexibility

A Chemical-Free Flocculant
The patented construction of its turbulence 
chamberrs alters the static balance within the 
ScaleBuster. This neutralizes charged 
particles, causing them to flocculate.

In normal "straight through" systems, the 
particles are swept through and dispersed 
without being noticed. in recirculating systems 
or those that contain settlement areas, filtration 
or flushing commonly used to remove these 
treatment by-products.

Certified for Potable Water
ScaleBuster technology has met the stringent 
criteria of major standards organizations in 
Germany, United Kingdom, USA, the EU, 
France and more.

Laser Particle Analysis
This technique was used in the development of the ION ScaleBuster and EnviroTower 
technologies to determine the optimal precipitate size. The large particles it produces 
are much slower to re-disolve in the water, extending its beneficial treatment effect 
and allowing removal in some applications.

Tested and certified by WQA 
    to NSF/ANSI 61 & 372
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