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GDL-TP TECHNICAL SPECIFICATIONS

 Outer tube Ø 60.3 x 2.7mm

  Inner tube with permanent 
anti-disengagement protection Ø 48.3 x 4mm

  Open thread Zinc-plated cast-iron Ø 60mm nut with 
turning handle

  Unloosable steel pin S 355 Ø 14mm zinc-plated with 
bevelled edge

  Articulated endplates Length 115mm thickness 5mm 
attachment using HM16 x 90 bolts + HM16 nut in Ø 
17mm hole

  Finishing Hot-dip galvanising

OPTIONS
  1 single galvanised-steel nut Ø 60mm with adjusting 
handle Ø 16mm with 2 TP adaptors (patented system)

  Removable anti-disengagement protection for the 
inner tube

 Bespoke endplates available on request

 Coloured collar nuts available

OPTIONS
  1 single galvanised-steel nut Ø 76mm with adjusting 
handle Ø 18mm with 2 TP adaptors (patented system)

  Removable anti-disengagement protection for the 
inner tube

 Bespoke endplates available on request

 Coloured collar nuts available

RAS-TP TECHNICAL SPECIFICATIONS

 Outer tube Ø 76.1 x 2.7mm

  Inner tube with permanent 
anti-disengagement protection Ø 60.3 x 3.6mm

  Open thread Two bichromate-plated cast-iron 
nut GS Ø 18mm and two 16 TP adaptors (patented)

  Unloosable steel pin S 355 Ø 16mm zinc-plated

  Articulated endplates Length 180mm attachment 
using HM16 x 110 bolts or HM16 x 120 bolts + HM16 
nut in Ø 17mm hole

  Finishing Hot-dip galvanising

Stock    List Hire List Sale
Code Description Sizes SWL Rate £ Rate £

045063 Swivel Head Prop Plate N/A 34kn 0.59 17.84

075401 Push-Pull Prop TP 305 Std 1.8-3.05m 34kn 1.71 51.41

075413 Push-Pull Prop TPE 350 2.0-3.50m 34kn 1.82 54.58

075400 Push-Pull Prop TP 405 Std 2.25-4.05m 34kn 2.08 62.30

075402 Push-Pull Prop TP 455 RF 2.55-4.55m 34kn 2.32 69.56

075414 Push-Pull Prop TP 605 Std 3.5-5.95m 34kn 2.96 88.91

075406 Push-Pull Prop TP 705 Std 4.5-7.05m 34kn 3.79 113.70
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TP 1000 TECHNICAL SPECIFICATIONS

 Outer tube Ø 101.6 x 3.6mm

  Inner tube 88.9 x 3.2mm

  Base strut Ø 60.3 x 3.6mm

  Reducing outer tube size Ø 48 or 60mm

  Pin Ø 18 length 100 steel S 235

  Open thread

  Galvanised-steel screw Ø 76mm bichromate plating 
with adjusting handle Ø 18mm and 2 TP adaptors 
(patented technology)

  Customised endplates available on request 
(RAS-TP plates or spider plates 170mm long or 
bespoke plates)

  Finishing Hot-dip galvanising

RAS-TP 830 TECHNICAL SPECIFICATIONS

 Outer tube Ø 76.1 X 2.7mm

  Permanent anti-disengagement protection for the 
inner tube Ø 60.3 x 3.6mm

  Open thread Two bichromate-plated cast-iron 
nut GS Ø 76mm with turning handle Ø 18mm

  Integrated steel pin Ø 16mm zinc-plated steel S 355

  Articulated endplates Length 180mm attachment 
using HM16 x 110 bolts or HM16 x 120 bolts + HM16 
nut in Ø 17mm hole

  Finishing Hot-dip galvanising

Stock    List Hire List Sale
Code Description Sizes SWL Rate £ Rate £

075408 Push-Pull Prop TP 830 Std 5.9-8.3m 34kn 6.56 196.88

075410 Push-Pull Prop TP 1000 RF 6.0-10.0m 34kn 11.90 356.85

075417 Special Basket: TP 1000 only N/A 34kn 7.46 223.80

OPTIONS
  1 single galvanised-steel nut Ø 76mm with adjusting 
handle Ø 18mm with 2 TP adaptors (patented system)

  Removable anti-disengagement protection for the 
inner tube

 Bespoke endplates available on request

 Coloured collar nuts available
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