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PIPE LOADING  

SPREADER  
For dockside loading  



The RAM Automated 

Universal Pipe Spreader 

is designed to be used with:  

Å ship cranes 

Åmobile harbour cranes 

Å overhead cranes 

for dockside ship loading 

PIPE LOADING SPREADER 



PIPE LOADING SPREADER 

Designed and engineered 

for flexibility to suit a wide 

range of pipe diameter and 

pipe lengths 

Equipped with 4 telescopic 

spreader beams fixed on 

sliding construction it enables 

the Pipe Spreader to handle 

a wide range of pipe 

lengths. 



PIPE LOADING SPREADER 

The 2 end beams can be 

moved left and right using 

hydraulic actuators to cater 

for different diameter 

pipesé 

éwhile the 2 center 

spreader beams can also 

move to cater for handling 

4 small diameter pipes  



The 2 central beams can 

be removed allowing it to 

handle 2 or 3 large diameter 

pipes per lift 
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PIPE LOADING SPREADER 

A removable end 

manipulator is fitted on 

each telescopic arm of the 

spreader for engaging the 

pipe for lifting. 

A specially designed 

mechanical sensing 

assembly is incorporated to 

the end manipulator to 

ensure safe lifting. 



PIPE LOADING SPREADER 

Light pressure is applied 

to the pipe being clamped 

activating an LED indicator 

signaling the operator & 

surrounding environment 

that the pipe is securely 

clamped & can be hoisted 



PIPE LOADING SPREADER 

The Pipe carrying arms of 

the end manipulator are 

equipped with purpose built 

special padding rings for 

damage free safe lifting of 

each pipes 

This special padding is 

provided at all possible 

spreader and pipe 

interaction joints. 



PIPE LOADING SPREADER 

The Spreader is controlled 

using a hand held wireless 

controller to perform all 

functions of the Pipe 

Spreader  


