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Multimedia Solutions are proud to introduce a new range of HDMI distribution and extender accessories for the 
professional installer.  Designed to be different, with unique useful features these HDMI distribution components 
ensure your customers get maximum high definition enjoyment from their HDMI source whether satellite, cable, DVD 
or catch-up-TV. 
These HDMI accessories employ the latest high quality components assembled using the latest SMD technology and 
housed where necessary in a pressed steel indoor housing for the highest level of signal screening.  All models where 
power is required are supplied with a 5V 1.0A switch-mode-power-supply in a UK standard plug top. 
 
MM10-102A (121760) 
HD 2-way splitter HDMI 1.4v HDCP 1.4 4K2K 30Hz (fps) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model MM10-102A   1 x 2 HDMI splitter  
Input HDMI 1.4a female  
Output 2 x HDMI outputs female 
HDCP Protocol HDCP1.4 
HDMI 1.4a format 3D support for all 3D formats up to 297MHz TMDS Clock speed. 
Resolution  support 1080p @120Hz : 1080p 3D @60Hz  : 4K x 2K at 30Hz (30fps) 
Deep Colour Support 30bit : 36bit : 48bit per pixel 
Digital Audio Format DTS-HD/Dolby True HD/LPCM 7.1/DTS/Dolby-AC3/DSD 
Frequency Bandwidth 2.97Gbps 
*EDID Mode Copy output 2 to input : Auto mode compare output 1 and 2 EDID 
Power requirement 5V / 1.0A  PSU adapter included with UK standard plug top  : Max consumption 5W 

ESD Protection ±8kV (air gap discharge) : ±4kV (contact discharge) 

Dimension / Weight 60 x 70 x 20mm / 125g 

Operation temperature 00C to 400C 

Data and information 


