
Easy to monitor

Dual-Channel Conductivity 
Controller - type 8860

•	 Displays μS, mS, KΩ, MΩ, PPM 
•	 AC or DC supply 
•	 Up to 2 sensor inputs 
•	 Up to 2 Open Collector outputs and 4 
	 relay outputs 
•	 Up to 3 active current outputs 
•	 % reject, % recovery, and ratio  
	 functions 

Conductivity Integral System with 9900 
Transmitter

•	 Local display for sensor mounted 	
	 instruments 
•	 Provides 4-20 mA output 
•	 “At a glance” visibility 
•	 “Dial-type” digital bar graph 
•	 NEMA 4X/IP65 

Conductivity/Resistivity Electrodes 
type 2818-2823

•	 0.055-400 000 μS (0.02-200 000 ppm) 	
	 (18.2 MΩ - 1 KΩ) 
•	 316 SS or Titanium (Hastelloy-C also 	
	 available upon request) 
•	 Reversible threads or sanitary flange 	
	 connections 
•	 Connect to 2850 sensor electronics 

DryLoc Conductivity Sensor Electronics 
type 2850

•	 0.055-400 000 μS (0.02-200 000 ppm) 	
	 (18.2 MΩ - 1 KΩ) 
•	 PBT or CPVC 
•	 Integral systems connect to the 2839 	
	 series electrodes or 2819 series 
	 electrode via special order 
•	 4-20 mA or digital (S3L) 

Conductivity Electrodes Sensor 
type 2839-2842

•	 0.055-200 000 μS (0.02-100 000 ppm) 	
	 (18.2 MΩ - 1 KΩ) 
•	 316 SS and PEEK 
•	 Dual threaded NPT or ISO 
•	 Connection to Conductivity/Resistivity 
	 instruments or 2850 sensor  
	 electronics 
•	 NIST Certificate

SmartPro transmitter 
type 9900
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4-20 mA or digital (S3L)

Conductivity/resistivity sensors and instruments

Temperature sensors and instruments

  Dual-Channel ProcessPro’s -3 are still available

SmartPro transmitter 
 type 9900

•	 Multi-Parameter input selection  
•	 Large auto-sensing backlit display  
•	 „Dial-type“ digital bar graph  
•	 Optional field upgradable relays  
•	 Selectable error mode for current  
	 outputs, 3.6 mA or 22 mA  
•	 Optional Relay, Direct Conductivity / 	
	 Resistivity, HART modules 4 to 20 mA 	
	 Output Module are available 
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