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GALAXY

GALAPSI

GALABAT

   Upper protection

    l.e.D. (light emitting DioDes)

   non-slip tipgrip temples

  non-slip briDge

Ideal in the dark, GALAXY protects the eyes and frees up users hands for greater efficiency.

POWER LED

suPPlied WitH

Microfibre cloth
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GALAXY
GALAPSI 2C-1,2  1 FT K    EN166 FT  

GALABAT - - -
GALAXY

GAlAPsi GAlABAt

3660740003715

36607400203719

C

Optical class symbols:

1. Continuous work

Mechanical strength symbols:

F.    Low energy impact, resists a 6 mm, 0.86 g ball at 45 m/s 
 Maximum protection for glasses.
t.    The letter T, immediately after the mechanical strength symbol, 

authorises use for high speed particles at extreme temperatures.
Others symbols:

K.    Resistance to surface damage by fine particles (optional)
  European standard   Manufacturer name

eN 166: guaranteed minimum resistance of the protective eyewear against 
everyday risks including dropping the protective eyewear onto the ground, 
ageing by light exposure, exposure to heat or corrosion etc.
F.    Low energy impact, resists a 6 mm, 0.86 g ball at 45 m/s 
 Maximum protection for glasses.
t.    The letter T, immediately after the mechanical strength symbol, authorises 

use for high speed particles at extreme temperatures.
  European standard   Manufacturer name

Bollé safety product approval certificates to Ce standards will be 
sent on request.

MARQUAGES DES OCULAIRES MARQUAGES DE LA MONTURE

CHARACteRistiCs

LEnsEs pc - 2,2 mm - curve 8

FRAmE pc

TEmPLEs pc + tpe

sTRAP non applicable

FOAm eVA

sPARE LEnsEs no

POWER LED

Clear Anti-scratch(K) / Anti-fog

Batteries

MOdel VeRsiONs ReFeReNCes leNs MARKiNG FRAMe MARKiNG COAtiNGs

LENS MARKING FRAME MARKING

CLEANING AND STORAGE

individual plastic 
bag

45 safety spectacles 
per inner box

PACKAGiNG ANd eAN13 COde

CleANiNG: The lenses should be cleaned regularly. Bollé Safety recommends only using 
the B-clean lens cleaning system.

MAiNteNANCe: Pitted, scratched or damaged lenses must be replaced by replacing the 
complete product. If the frame is damaged also replace the complete product. After each 
use it is recommended to keep the spectacles or goggles in a microfiber pouch or rigid case.

stORAGe: All products must be stored in a dry and clean environment.

(6 batteries) 3660740003753 

(pack of 50 x6 batteries)
3660740103750


