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For steel pipes: 
Our well-known compression fitting is available from 17.2 mm to 114.3 mm and that is for 
the fluids water, gas (outside buildings), compressed air, heating oil.

Basic information and different executions are given on page 3 – 24.

For black steel pipes: 
Our solution, if welding is not possible for safety reasons:

We offer compression fittings from 20 mm to 108 mm in various versions for black steel 
pipes: page 3 – 24.

Spare parts: 
Spare parts or conversion kits are given directly after the concerned product range:

Spare parts or conversion kits for our malleable cast iron compression fittings for steel, 
black steel and PE pipes are listed on page 22. Spare parts for our HTB series on 
page 33 and replacement seals for our seal clamps on page 39.

The Complete Product Range

HTB for Gas: 
The high temperature-resistant compression fitting for the installation for gas is available 
from 21.3 mm to 114.3 mm. For exact information on the intent and purpose of HTB, on 
the available versions and tips on the assembly procedure, refer to page 25 – 34.

Sealing clamps: 
The classic one for sealing holes, cracks and porous spots in water-carrying steel pipes 
from 17.2 mm to 114.3 mm. 

Page 35 – 39

Tapping clamps: 
The tapping clamps made of cast malleable iron are best suited for installing additional 
branches in water-carrying steel pipes. 

Page 35 – 39

For PE-pipes: 
The Gebo compression fitting is available not only as pipe connection for PE pipes, but 
also as steel -PE transition.  
Our product line has everything from 21.3 mm respectively 20 mm to 114.3 mm 
respectively 110 mm.

You can find all information on this topic on page 3 – 24.

24h-case: 
24 products for 24h !

The case contents six different compression fittings in two versions, sealing clamps in 
malleable castings in three different sizes, five brass sealing clamps and three stainless 
steel sealing clamps, and various conversion kits for PE and boiling pipe.

Page 39.
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The cast malleable iron compression fittings

Things to know about our cast malleable iron compression fittings:

Materials used:
	 Fitting body:	 Cast Malleable iron EN-GJMB 350-10, EN 1562			 

	 Cone nut / Flange:	 Cast Malleable iron EN-GJMB 350-10, EN 1562	

	 Compression ring:	 Galvanised steel, St 52, DIN EN 10025 respectively brass, CuZn 39 Pb3 (partly used  
	 for cast malleable iron compression fittings for PE pipe and black steel pipe)

	 Washer:	 Galvanised steel, St 37-3, DIN 1623-2 

	 Seal:	 NBR

	 Galvanisation:	 Hot-dip galvanising of the fitting body, flange plates and cone nuts  
	 (Hot dip galvanising according to DIN EN 10242)

		  All provisions of the drinking water regulations are followed.

		  The requirements of surfaces occurring in the course of machining is galvanically  
	 zinc coated according to DIN 50961.

		  Steel compression rings and washers are also galvanically zinc coated according  
	 to DIN 50961.

	 Connecting threads: 	conforming to ISO 7/1 respectively DIN EN 10226/1 (formerly DIN 2999)

Areas of application:
Repairs to existing pipelines and new installations of pipes for the fluids water, gas, compressed air, heating oil 
(conforming to DIN 51603-1)

	 Compression fittings of cast malleable iron for steel pipe: 
Threaded pipes conforming to DIN EN 10255 (formerly DIN 2440/2441) and DIN 2442

	 Typical  
Areas of application:	Drinking water installation 
	 Domestic connection lines in the gas and drinking water supply 
	 Fire extinguisher pipes 
	 Piping for compressed air 
	 Heating oil pipes 
	 cooling agents (partly)

	 Compression fittings of cast malleable iron for black steel pipe: 
Black steel pipes conforming to DIN EN 10220 (formerly DIN 2448 and 2458)

	 Typical  
Areas of application:	Heating systems 
	 Oil filling pipes

	 Compression fittings of cast malleable iron for PE pipe: 
according to DIN 8074/8075 and cross-linked polyethylene pipes conforming to DIN 16893

	 Typical  
Areas of application:	Domestic connection pipes in the gas and drinking water supply

Subject to technical changes.

Specialities:
Our cast malleable iron compression fittings are also suitable for use in heating installations. 
The seals used allow operating temperatures of 80 °C. 
However, in the interest of corrosion protection, galvanised components conforming to DIN EN 12502 T3  
should not be subjected to temperatures higher than 60 °C.

Our compression fittings are:
	 suitable for the permanent use

	 restrained, that means resistant to tensile and shearing strength

	 bending possible up to 3°, for couplings 2 x 3° = 6°

	 suitable as potential balancing

	 time saving as threading and welding is not necessary
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The cast malleable iron compression fittings  A + AF
with male threads

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

17.2 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5,  
Oil PN 6, VdS PN 12.5

	 Tests:  
Water: W534, DVGW-Reg.-Nr.: DW-8511AU2216 
Gas: DIN 3387-1,DVGW-Reg.-Nr.: NG-4502AP1454  
VdS-tested from DN 25 (Fire extinguisher lines) 
Heating oil: Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil up to 2" (follow TRBF !)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

76.1 mm – 114.3 mm:

	 Pressure stages: Water PN 16, Gas PN 5, Compressed air PN 10

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2217;  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1491; VdS-tested (Fire extinguisher lines)

70 mm – 108 mm:

	 Pressure stages: Water PN 6, Compressed air PN 10

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 
12.5, Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, 
App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, Oil 40 °C

75 mm – 110 mm:

	 Fluids: Water, Compressed air

	 Pressure stages: Water, Compressed air PN 10

The use of support sleeves is necessary (see page 39).

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

20 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages:  
Water: PE80 and PE-Xa PN 12.5, PE100 PN 16  
Gas: PE80, PE100 and Pe-Xa PN 4  
Compressed air: PE80, PE-Xa PN 10, PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 DVGW –  
Reg.No. DV – 7501BL0525

�

  10	 3/8" x 17.2	 01.150.00.00	 
  15	 1/2" x 21.3	 01.150.00.01	
  20	 3/4" x 26.9	 01.150.00.02	
  25	 1" x 33.7	 01.150.00.03	
  32	 1 1/4" x 42.4	 01.150.00.04	 
  40	 1 1/2" x 48.3	 01.150.00.05	 
  50	 2" x 60.3	 01.150.00.06	 
  65	 2 1/2" x 76.1	 01.220.00.07		
  80	 3" x 88.9	 01.220.00.08		
100	 4" x 114.3	 01.220.00.09

	 Connecting threads	
x Pipe Outer-Ø		

DN [mm]	 Item No.	

�

  15	 1/2" x 20.0	 02.150.00.0120
  20	 3/4" x 25.0	 02.150.00.0225
  25	 1" x 31.8	 02.150.00.03318
  32	 1 1/4" x 38.0	 02.150.00.0438
  32	 1 1/4" x 44.5	 02.150.00.04445
  40	 1 1/2" x 51.0	 02.150.00.0551
  50	 2" x 57.0	 02.150.00.0657
  50	 2" x 63.5	 02.150.00.06635
  65	 2 1/2" x 70 	 02.220.00.70
  65	 2 1/2" x 82.5 	 02.220.00.07825
100	 4" x 108 	 02.220.00.108

	 Connecting threads	
x Pipe Outer-Ø				  

DN [mm]	 Item No.	

�

  15	 1/2" x 20 	 03.153.00.0120
  20	 3/4" x 25 	 03.153.00.0225
  25	 1" x 30 	 03.153.00.0330
  25	 1" x 32 	 03.153.00.0332
  32	 1 1/4" x 38	 03.153.00.0438
  32	 1 1/4" x 40 	 03.153.00.0440
  40	 1 1/2" x 50 	 03.153.00.0550
  50	 2" x 63 	 03.153.00.0663
  65	 2 1/2" x 75 	 03.220.00.0775
  80	 3" x 90 	 03.220.00.0890
100	 4" x 110 	 03.220.00.09110

	 Connecting threads	
x Pipe Outer-Ø				  

DN [mm]	 Item No.	
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The cast malleable iron compression fittings  
A + AF

Compression fitting for steel pipe and black steel pipe

17.2 mm – 60.3 mm and 20 mm – 63.5 mm 76.1 mm – 114.3 mm and 70 mm – 108 mm

Compression fitting for PE pipe incl. support sleeve

20 mm – 63 mm 75 mm – 110 mm

Dimensions and weights

		  Steel pipe	 Black steel pipe	 PE pipe		  Installation	 Wrench size	 Corner	 Depth of
	 Connecting	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 insertion 
	 threads R	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

�

�

  10	 3/8"	   17.2	 0.2					       82	   31.5	   34	 25	   55
  15	 1/2"	   21.3	 0.3	   20.0	 0.3	   20.0	 0.3	 100	   41	   44	 30	   70
  20	 3/4"	   26.9	 0.5	   25.0	 0.5	   25.0	 0.5	 100	   50	   54	 30	   70
  25	 1"	   33.7	 0.6	   31.8	 0.6	   30.0	 0.6	 100	   55	   60	 35	   65
						        32.0	 0.6	 100	   55	   60	 35	   65
  32	 1 1/4"	   42.4	 1.0	   44.5	 0.9	   38.0	 1.0	 115	   70	   76	 40	   70
						        40.0	 1.0	 115	   70	   76	 40	   70
  40	 1 1/2"	   48.3	 1.1	   51.0	 1.1	   50.0	 1.1	 115	   75	   81	 40	   75
  50	 2"	   60.3	 1.7	   57.0	 1.6	   63.0	 1.6	 130	   90	   97	 40	   85
				      63.5	 1.6			   130	   90	   97	 40	   85
  65	 2 1/2"	   76.1	 3.2	   70.0	 3.3	   75.0	 3.2	 155	 100	 150	 50	   95
  80	 3"	   88.9	 4.5			     90.0	 4.5	 170	 120	 160	 50	 105
100	 4"	 114.3	 6.0	 108.0	 6.5	 110.0	 6.0	 170	 135	 185	 50	 105



Subject to technical changes.

The cast malleable iron compression fittings  I + IF
with female threads

70 mm – 108 mm:

	 Pressure stages: Water PN 6, Compressed air PN 10

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, 
Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, 
App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm  
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, Oil 40 °C

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

17.2 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5;  
Oil PN 6, VdS PN 12.5

	 Tests:  
Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1454  
VdS-tested from DN 25 (Fire extinguisher lines) 
Heating oil: Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil up to 2" (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

76.1 mm – 114.3 mm:

	 Pressure stages: Water PN 16, Gas PN 5, Compressed air PN 10

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2217 
Gas: DIN 3387-1, DVGW-No.: NG-4502AP1491; VdS-tested (Fire extinguisher lines)

6

75 mm – 110 mm:

	 Fluids: Water, Compressed air

	 Pressure stages: Water, Compressed air PN 10

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

20 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages: Water: PE80 and PE-Xa PN 12.5,  
PE100 PN 16; Gas: PE80, PE100 and Pe-Xa PN 4; 
Compressed air: PE80, PE-Xa PN 10; PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 
DVGW – Reg.No. DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

  10	 3/8" x 17.2	 01.150.01.00	 
  15	 1/2" x 21.3	 01.150.01.01	
  20	 3/4" x 26.9	 01.150.01.02	
  25	 1" x 33.7	 01.150.01.03	
  32	 1 1/4" x 42.4	 01.150.01.04	  
  40	 1 1/2" x 48.3	 01.150.01.05	  
  50	 2" x 60.3	 01.150.01.06	  
  65	 2 1/2" x 76.1	 01.220.01.07
  80	 3" x 88.9	 01.220.01.08
100	 4" x 114.3	 01.220.01.09

	 Connecting threads	
x Pipe Outer-Ø		

DN [mm]	 Item No.	

�

  15	 1/2" x 20.0	 02.150.01.0120
  20	 3/4" x 25.0	 02.150.01.0225
  25	 1" x 31.8 	 02.150.01.03318
  32	 1 1/4" x 38.0	 02.150.01.0438
  32	 1 1/4" x 44.5 	 02.150.01.04445
  40	 1 1/2" x 51.0 	 02.150.01.0551
  50	 2" x 57.0 	 02.150.01.0657
  50	 2" x 63.5 	 02.150.01.06635
  65	 2 1/2" x 70 	 02.220.01.70
  65	 2 1/2" x 82.5	 02.220.01.07825
100	 4" x 108 	 02.220.01.108

	 Connecting threads	
x Pipe Outer-Ø				  

DN [mm]	 Item No.	

�

  15	 1/2" x 20 	 03.153.01.0120
  20	 3/4" x 25	 03.153.01.0225
  25	 1" x 30 	 03.153.01.0330
  25	 1" x 32 	 03.153.01.0332
  32	 1 1/4" x 38	 03.153.01.0438
  32	 1 1/4" x 40 	 03.153.01.0440
  40	 1 1/2" x 50 	 03.153.01.0550
  50	 2" x 63 	 03.153.01.0663
  65	 2 1/2" x 75	 03.220.01.0775
  80	 3" x 90 	 03.220.01.0890
100	 4" x 110 	 03.220.01.09110

	 Connecting threads	
x Pipe Outer-Ø				  

DN [mm]	 Item No.	
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The cast malleable iron compression fittings  
I + IF
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Dimensions and weights

Compression fitting for steel pipe and black steel pipe

17.2 mm – 60.3 mm and 20 mm – 63.5 mm 76.1 mm – 114.3 mm and 70 mm – 108 mm

Compression fitting for PE pipe incl. support sleeve

20 mm – 63 mm 75 mm – 110 mm

		  Steel pipe	 Black steel pipe	 PE pipe		  Installation	 Wrench size	 Corner	 Depth of
	 Connecting	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 insertion 
	 threads R	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

�

�

  10	 3/8"	   17.2	 0.2					       82	   31.5	   34	 25	   55
  15	 1/2"	   21.3	 0.3	   20.0	 0.3	   20.0	 0.3	 100	   41	   44	 30	   70
  20	 3/4"	   26.9	 0.6	   25.0	 0.5	   25.0	 0.5	 100	   50	   54	 30	   70
  25	 1"	   33.7	 0.6	   31.8	 0.6	   30.0	 0.6	 100	   55	   60	 35	   65 
						        32.0	 0.6	 100	   55	   60	 35	   65
  32	 1 1/4"			     38.0	 1.0	   38.0	 1.0	 115	   70	   76	 40	   65
		    42.4	 1.0	   44.5	 0.9	   40.0	 1.0	 115	   70	   76	 40	   70
  40	 1 1/2"	   48.3	 1.1	   51.0	 1.1	   50.0	 1.1	 115	   75	   81	 40	   75
  50	 2"	   60.3	 1.6	   57.0	 1.6	   63.0	 1.6	 130	   90	   97	 40	   85
				      63.5	 1.6			   130	   90	   97	 40	   85
  65	 2 1/2"	   76.1	 3.2	   70.0	 3.4	   75.0	 3.3	 155	 100	 150	 50	   95
  80	 3"	   88.9	 4.0			     90.0	 4.5	 170	 120	 160	 50	 105
100	 4"	 114.3	 5.4	 108.0	 6.0	 110.0	 6.1	 170	 135	 185	 50	 105



The cast malleable iron compression fittings  O + OF
clamping on both sides

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

17.2 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5,  
Oil PN 6, VdS PN 12.5

	 Tests:  
Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1454  
VdS-tested from DN 25 (Fire extinguisher lines); Heating oil: Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air,  
Heating oil up to 2" (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

76.1 mm – 114.3 mm:

	 Pressure stages: Water PN 16, Gas PN 5, Compressed air PN 10

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2217 
Gas: DIN 3387-1, DVGW-No.: NG-4502AP1491; VdS-tested (Fire extinguisher lines)

70 mm – 108 mm:

	 Pressure stages: Water PN 6, Compressed air PN 10

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, 
Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, 
App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, Oil 40 °C

8 Subject to technical changes.

75 mm – 110 mm:

	 Fluids: Water, Compressed air

	 Pressure stages: Water PN 10, Compressed air  
PN 10

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

20 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages:  
Water: PE80 and PE-Xa PN 12.5, PE100 PN 16 
Gas: PE100 PN 10, PE80 PN 4, PE-Xa PN 8 
Compressed air: PE80 and PE-Xa PN 10, PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 
DVGW – Reg.No. DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

  10	   17.2 x 17.2 (3/8")	 01.150.02.00	 
  15	   21.3 x 21.3 (1/2")	 01.150.02.01	 
  20	   26.9 x 26.9 (3/4")	 01.150.02.02	
  25	   33.7 x 33.7 (1")	 01.150.02.03	
  32	   42.4 x 42.4 (1 1/4")	 01.150.02.04	 
  40	   48.3 x 48.3 (1 1/2")	 01.150.02.05	 
  50	   60.3 x 60.3 (2")	 01.150.02.06	 
  65	   76.1 x 76.1 (2 1/2")	 01.220.02.07
  80	   88.9 x 88.9 (3")	 01.220.02.08
100	 114.3 x 114.3 (4")	 01.220.02.09

	 Pipe Outer-Ø		  	
DN [mm]	 Item No.	

�

  15	   20.0 x 20.0 	 02.150.02.20
  20	   25.0 x 25.0 	 02.150.02.25
  25	   31.8 x 31.8 	 02.150.02.318
  32	   38.0 x 38.0	 02.150.02.38
  32	   44.5 x 44.5 	 02.150.02.445
  40	   51.0 x 51.0 	 02.150.02.51
  50	   57.0 x 57.0 	 02.150.02.57
  50	   63.5 x 63.5 	 02.150.02.635
  65	   70.0 x 70.0 	 02.220.02.70
100	 108.0 x 108.0	 02.220.02.108

	 Pipe Outer-Ø				     
DN	 [mm]	 Item No.		

�

	 Steel-PE-Transitions:
  15	   21.3 x 20 	 03.154.02.0120
  20	   26.9 x 25 	 03.154.02.0225
  25	   33.7 x 32 	 03.154.02.0332
  32	   42.4 x 38	 03.154.02.0438
  32	   42.4 x 40	 03.154.02.0440
  40	   48.3 x 50 	 03.154.02.0550
  50	   60.3 x 63 	 03.154.02.0663
  65	   76.1 x 75 	 03.220.02.0775
  80	   88.9 x 90 	 03.220.02.0890
100	 114.3 x 110 	 03.220.02.09110
	 PE-PE-Transitions:
  15	   20 x 20	 03.155.02.20
  20	   25 x 25 	 03.155.02.25
  25	   30 x 30	 03.155.02.30
  25	   32 x 32 	 03.155.02.32
  32	   38 x 38	 03.155.02.38
  32	   40 x 40	 03.155.02.40
  40	   50 x 50	 03.155.02.50
  50	   63 x 63 	 03.155.02.63
  65	   75 x 75	 03.220.02.75
  80	   90 x 90 	 03.220.02.90
100	 110 x 110 	 03.220.02.110

	 Pipe Outer-Ø				     
DN	 [mm]	 Item No.		



Subject to technical changes.

The cast malleable iron compression fittings  
O + OF

9

Dimensions and weights

Compression fitting for steel pipe and black steel pipe

17.2 mm – 60.3 mm and 20 mm – 63.5 mm 76.1 mm – 114.3 mm and 70 mm – 108 mm

Compression fitting for PE pipe incl. support sleeve

20 mm – 63 mm 75 mm – 110 mm

	 Steel pipe	 Black steel pipe	 PE pipe		  Installation	 Wrench size	 Corner	 Depth of
	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 insertion 
	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

�

�

  10	   17.2	 0.2					       85	   31.5	   34	 25	 35
  15	   21.3	 0.4	   20.0	 0.5	   20.0	 0.5	 120	   41	   44	 30	 50
  20	   26.9	 0.7	   25.0	 0.7	   25.0	 0.7	 120	   50	   54	 30	 50
  25	   33.7	 0.8	   31.8	 0.8	   32.0	 0.8	 120	   55	   60	 35	 50
  32	   42.4	 1.3	   44.5	 1.1	   40.0	 1.3	 130	   70	   76	 40	 55
  40	   48.3	 1.5	   51.0	 1.3	   50.0	 1.5	 130	   75	   81	 40	 55
  50	   60.3	 2.2	   57.0	 2.4	   63.0	 2.2	 145	   90	   97	 40	 65
			     63.5	 2.3			   145	   90	   97	 40	 65
  65	   76.1	 5.1	   70.0	 5.5	   75.0	 5.1	 190	 100	 150	 50	 75
  80	   88.9	 6.8			     90.0	 6.0	 190	 120	 160	 50	 85
100	 114.3	 7.6	 108.0	 7.7	 110.0	 7.6	 190	 135	 185	 50	 85



The cast malleable iron compression fittings  T + TF
clamping on both sides with female outlet

1

2

3

1

2
3

70 mm – 108 mm:

	 Pressure stages: Water PN 6, Compressed air PN 10

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, 
Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, 
App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C; Oil: 40 °C

1

2

3

1

2
3

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

17.2 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5, Oil PN 6

	 Tests:  
Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1454 
Heating oil: Building approval DIBT,  
App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil up to 2" (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

76.1 mm – 114.3 mm:

	 Pressure stages: Water PN 16, Gas PN 5, Compressed air PN 10

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2217; Gas: DIN 3387-1, DVGW-No.: NG-4502AP1491

10 Subject to technical changes.

1

2

3

1

2
3

75 mm – 110 mm:

	 Fluids: Water, Compressed air

	 Pressure stages: Water, Compressed air PN 10

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

20 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages: Water: PE80 and PE-Xa PN 12.5, 
PE100 PN 16; Gas: PE80, PE100 and Pe-Xa PN 4; 
Compressed air: PE80, PE-Xa PN 10, PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 DVGW – Reg.No. 
DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

  10	   17.2 x 17.2 x 3/8"	 01.150.04.00
  15	   21.3 x 21.3 x 1/2"	 01.150.04.01
  20	   26.9 x 26.9 x 3/4"	 01.150.04.02
  25	   33.7 x 33.7 x 1"	 01.150.04.03
  32	   42.4 x 42.4 x 1 1/4"	 01.150.04.04
  40	   48.3 x 48.3 x 1 1/2"	 01.150.04.05
  50	   60.3 x 60.3 x 2"	 01.150.04.06
  65	   76.1 x 76.1 x 2 1/2"	 01.220.04.07
  80	   88.9 x 88.9 x 3"	 01.220.04.08
100	 114.3 x 114.3 x 4"	 01.220.04.09

	 Pipe Outer-Ø [mm]  
	 x Connecting threads  
DN	  1  x 2  x 3 	 Item No.

�

  15	   20.0 x 20.0 x 1/2"	 02.150.04.20
  20	   25.0 x 25.0 x 3/4"	 02.150.04.25
  25	   31.8 x 31.8 x 1"	 02.150.04.318 
  32	   38.0 x 38.0 x 1 1/4"	 02.150.04.38
  32	   44.5 x 44.5 x 1 1/4"	 02.150.04.445
  40	   51.0 x 51.0 x 1 1/2"	 02.150.04.51
  50	   57.0 x 57.0 x 2"	 02.150.04.57
  50	   63.5 x 63.5 x 2"	 02.150.04.635
  65	   70.0 x 70.0 x 2 1/2"	 02.220.04.70
100	 108.0 x 108.0 x 4"	 02.220.04.108

	 Pipe Outer-Ø [mm]  
	 x Connecting threads	  
DN	  1  x 2  x 3 	 Item No.

�

	 Steel-PE-Transitions:
  15	   21.3 x 20 x 1/2"	 03.154.04.0120
  20	   26.9 x 25 x 3/4"	 03.154.04.0225
  25	   33.7 x 32 x 1" 	 03.154.04.0332
  32	   42.4 x 38 x 1 1/4"	 03.154.04.0438
  32	   42.4 x 40 x 1 1/4" 	03.154.04.0440
  40	   48.3 x 50 x 1 1/2" 	03.154.04.0550
  50	   60.3 x 63 x 2"	 03.154.04.0663
  65	   76.1 x 75 x 2 1/2" 	 03.220.04.0775
  80	   88.9 x 90 x 3"	 03.220.04.0890
100	 114.3 x 110 x 4" 	 03.220.04.09110
	 PE-PE-Transitions:
  15	   20 x 20 x 1/2" 	 03.155.04.20
  20	   25 x 25 x 3/4" 	 03.155.04.25
  25	   30 x 30 x 1" 	 03.155.04.30
  25	   32 x 32 x 1"	 03.155.04.32
  32	   38 x 38 x 1 1/4"	 03.155.04.38
  32	   40 x 40 x 1 1/4" 	 03.155.04.40
  40	   50 x 50 x 1 1/2" 	 03.155.04.50
  50	   63 x 63 x 2" 	 03.155.04.63
  65	   75 x 75 x 2 1/2" 	 03.220.04.75
  80	   90 x 90 x 3"	 03.220.04.90
100	 110 x 110 x 4"	 03.220.04.110

	 Pipe Outer-Ø [mm] 
	 x Connecting threads  
DN	  1  x 2  x 3 	 Item No.



Subject to technical changes.

The cast malleable iron compression fittings  
T + TF

11

Dimensions and weights

Compression fitting for steel pipe and black steel pipe

17.2 mm – 60.3 mm and 20 mm – 63.5 mm 76.1 mm – 114.3 mm and 70 mm – 108 mm

Compression fitting for PE pipe incl. support sleeve

20 mm – 63 mm 75 mm – 110 mm

		  Steel pipe	 Black steel pipe	 PE pipe		  Installation	 Wrench size	 Corner	 Depth of
	 Connecting	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 insertion 
	 threads R	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

�

�

  10	 3/8"	   17.2	 0.3					       95	 31.5	   34	 25	 35
  15	 1/2"	   21.3	 0.5	   20.0	 0.5	   20	 0.5	 120	 41	   44	 30	 40
  20	 3/4"	   26.9	 0.8	   25.0	 0.8	   25	 0.8	 130	 50	   54	 30	 40
  25	 1"	   33.7	 0.9	   31.8	 0.9	   30	 0.9	 135	 55	   60	 35	 42
						        32	 0.9	 135	 55	   60	 35	 42
  32	 1 1/4"	   42.4	 1.4	   44.5	 1.4	   38	 1.5	 140	 70	   76	 40	 45
						        40	 1.5	 140	 70	   76	 40	 45
  40	 1 1/2"	   48.3	 1.6	   51.0	 1.6	   50	 1.6	 155	 75	   81	 40	 45
  50	 2"			     57.0	 2.5			   180	 90	   97	 40	 45
		    60.3	 2.5	   63.5	 2.7	   63	 2.5	 180	 90	   97	 40	 55
  65	 2 1/2"	   76.1	 6.0	   70.0	 6.4	   75	 5.5	 250	 ./.	 150	 50	 75
  80	 3"	   88.9	 6.8			     90	 7.5	 280	 ./.	 160	 50	 85
100	 4"	 114.3	 9.1	 108.0	 9.3	 110	 9.1	 280	 ./.	 185	 50	 85
										          (180 for PE)



Subject to technical changes.

The cast malleable iron compression fittings  OR
clamping on both sides, reduced

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

33.7 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5,  
Oil PN 6, VdS PN 12.5

	 Tests:  
Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1,DVGW-Reg.-No.: NG-4502AP1454; 
VdS-tested from DN 25 (Fire extinguisher lines) 
Heating oil: Building approval DIBT,  
App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, oil: 40 °C

12

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

32 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages: Water: PE80 and PE-Xa PN 12.5,  
PE100 PN 16; Gas: PE100 PN 10, PE80 PN 4, PE-Xa PN 8; 
Compressed air: PE80 and PE-Xa PN 10, PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 
DVGW – Reg.No. DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

25 x 20	 33.7 x 26.9	 01.150.02.0302 
	 (1" x 3/4")
32 x 20	 42.4 x 26.9	 01.150.02.0402 
	 (1 1/4" x 3/4")
32 x 25	 42.4 x 33.7	 01.150.02.0403 
	 (1 1/4" x 1")
40 x 25	 48.3 x 33.7	 01.150.02.0503 
	 (1 1/2" x 1")
40 x 32	 48.3 x 42.4	 01.150.02.0504 
	 (1 1/2" x 1 1/4")
50 x 32	 60.3 x 42.4	 01.150.02.0604 
	 (2" x 1 1/4")
50 x 40	 60.3 x 48.3	 01.150.02.0605 
	 (2" x 1 1/2")

	 Pipe Outer-Ø		
DN [mm]	 Item No.

upon Request			 

	 Pipe Outer-Ø		
DN [mm]	 Item No.

�

	 Steel-PE-Transitions:
20 x 25	 26.9 x 32	 03.154.02.0232
20 x 32	 26.9 x 40	 03.154.02.0240
25 x 20	 33.7 x 25	 03.154.02.0325
25 x 32	 33.7 x 40	 03.154.02.0340
25 x 40	 33.7 x 50	 03.154.02.0350
32 x 20	 42.4 x 25	 03.154.02.0425
32 x 25	 42.4 x 32	 03.154.02.0432
32 x 40	 42.4 x 50	 03.154.02.0450
32 x 50	 42.4 x 63	 03.154.02.0463
40 x 25	 48.3 x 32	 03.154.02.0532
40 x 32	 48.3 x 40	 03.154.02.0540
40 x 50	 48.3 x 63	 03.154.02.0563
50 x 32	 60.3 x 40	 03.154.02.0640
50 x 40	 60.3 x 50	 03.154.02.0650
	 PE-PE-Transitions:
20 x 25	 25 x 32	 03.155.02.2532
20 x 32	 25 x 40	 03.155.02.2540
25 x 32	 32 x 40	 03.155.02.3240
25 x 40	 32 x 50	 03.155.02.3250
32 x 40	 40 x 50	 03.155.02.4050
32 x 50	 40 x 63	 03.155.02.4063
40 x 50	 50 x 63	 03.155.02.5063

	 Pipe Outer-Ø		
DN [mm]	 Item No.
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The cast malleable iron compression fittings  
OR

Compression fitting for steel pipe and black steel pipe

33.7 mm – 60.3 mm and 20 mm – 63.5 mm

Compression fitting for PE pipe incl. support sleeve

25 mm – 63 mm

Dimensions and weights

	 Steel pipe	 Black steel pipe	 PE-Rohr		  Installation		  Corner
	 Pipe	 Pipe	 Steel/Black steel	 Pipe	 PE	 length	 Wrench	 dimension	 Depth of insertion 
	 dimension	 dimension	 Weight	 dimension	 Weight	 ~A	 size ~SW	 ~e	 min. 1	 min. 2	 max. 
DN	 [ Zoll ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

�

25 x 20	 33.7 x 26.9	 31.8 x 25.0	 0.8	 32 x 25	 0.7	 117	 55	 60	 35	 30	 50
32 x 20	 42.4 x 26.9	 44.5 x 25.0	 1.0	 38 x 25	 1.0	 130	 70	 76	 40	 30	 55
	 			   40 x 25	 1.0	 130	 70	 76	 40	 30	 55
32 x 25	 42.4 x 33.7	 44.5 x 31.8	 1.1	 32 x 38	 1.1	 130	 70	 76	 40	 35	 55
	 			   40 x 32	 1.1	 130	 70	 76	 40	 35	 55
40 x 25	 48.3 x 33.7 	 51.0 x 31.8	 1.3	 50 x 30	 1.3	 130	 75	 81	 40	 35	 55
	 			   50 x 32	 1.3	 130	 75	 81	 40	 35	 55
40 x 32	 48.3 x 42.4	 51.0 x 44.5	 1.3	 50 x 38	 1.3	 130	 75	 81	 40	 40	 55
	 			   50 x 40	 1.3	 130	 75	 81	 40	 40	 55
50 x 32	 60.3 x 42.4	 57.0 x 44.5	 2.0	 63 x 38	 2.1	 145	 90	 97	 40	 40	 65
	 			   63 x 40	 2.0	 145	 90	 97	 40	 40	 65
50 x 40	 60.3 x 48.3	 57.0 x 51.0	 2.2	 63 x 50	 2.2	 145	 90	 97	 40	 40	 65



Subject to technical changes.

The cast malleable iron compression fittings  OL
clamping on both sides, long version

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

21.3 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5,  
Oil PN 6, VdS PN 12.5

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1,DVGW-Reg.-No.: NG-4502AP1454; VdS-tested from DN 25 (Fire extinguisher lines) 
Heating oil: Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

14

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

20 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages:  
Water: PE80 and PE-Xa PN 12.5, PE100 PN 16;  
Gas: PE100 PN 10, PE80 PN 4, PE-Xa PN 8; 
Compressed air: PE 80 and PE-Xa PN 10; PE 100 PN 12.5

	 Tests: DVGW – Test standard VP 600 
DVGW – Reg.No. DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

15	 21.3 x 21.3 (1/2")	 01.150.03.01
20	 26.9 x 26.9 (3/4")	 01.150.03.02
25	 33.7 x 33.7 (1")	 01.150.03.03
32	 42.4 x 42.4 (1 1/4")	 01.150.03.04
40	 48.3 x 48.3 (1 1/2")	 01.150.03.05
50	 60.3 x 60.3 (2")	 01.150.03.06

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, oil: 40 °C � upon request

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	

�

�

�

�

�

�

	 Steel-PE-Transitions:
15	 21.3 x 20 	 03.154.03.0120
20	 26.9 x 25	 03.154.03.0225
25	 33.7 x 32 	 03.154.03.0332
32	 42.4 x 40	 03.154.03.0440
40	 48.3 x 50 	 03.154.03.0550
50	 60.3 x 63 	 03.154.03.0663
	 PE-PE-Transitions:
15	 20 x 20 	 03.155.03.20
20	 25 x 25	 03.155.03.25
25	 32 x 32 	 03.155.03.32
32	 40 x 40	 03.155.03.40
40	 50 x 50 	 03.155.03.50
50	 63 x 63 	 03.155.03.63

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	
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The cast malleable iron compression fittings  
OL

Compression fitting for steel pipe and black steel pipe

21.3 mm – 60.3 mm and 20 mm – 63.5 mm

Compression fitting for PE pipe incl. support sleeve

20 mm – 63 mm

Dimensions and weights

	 Stahlrohr	 Siederohr	 PE-Rohr		 Installation	 Wrench size	 Corner	 Depth of insertion	 D. of insertion
	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 Steel-/Bl. steel pipe	PE pipe 
	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max.	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

15	 21.3	 0.8	 20.0	 0.8	 20	 0.9	 230	 41	 44	 30	 100	 30	 50
20	 26.9	 1.2	 25.0	 1.3	 25	 1.4	 230	 50	 54	 30	 100	 30	 60
25	 33.7	 1.5	 31.8	 1.4	 30	 1.5	 230	 55	 60	 35	 100	 35	 60
					     32	 1.5	 230	 55	 60			   35	 60
32	 42.4	 1.7			   38	 2.1	 230	 70	 76	 40	 100	 40	 70
			   44.5	 1.8	 40	 1.7	 230	 70	 76	 40	 100	 40	 70
40	 48.3	 2.0	 51.0	 2.5	 50	 2.0	 230	 75	 81	 40	 100	 40	 70
50	 60.3	 3.2	 57.0	 3.3	 63	 3.3	 230	 90	 97	 40	 100	 40	 80
			   63.5	 3.3			   230	 90	 97	 40	 100	 40	 80



Subject to technical changes.

The cast malleable iron compression fittings  WO
elbow, clamping on both sides

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, oil: 40 °C

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

21.3 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5, Oil PN 6

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1,DVGW-Reg.-No.: NG-4502AP1454 
Heating oil: Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

16

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

20 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages: Water: PE80 and PE-Xa PN 12.5,  
PE100 PN 16; Gas: PE80 PN 4, PE-Xa PN 8, PE100 PN 10; 
Compressed air: PE80 and PE-Xa PN 10, PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 
DVGW – Reg.No. DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

15	 21.3 x 21.3 (1/2")	 01.150.08.01
20	 26.9 x 26.9 (3/4")	 01.150.08.02
25	 33.7 x 33.7 (1")	 01.150.08.03
32	 42.4 x 42.4 (1 1/4")	 01.150.08.04
40	 48.3 x 48.3 (1 1/2")	 01.150.08.05
50	 60.3 x 60.3 (2")	 01.150.08.06

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	

upon request

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	

�

�

�

�

�

�

	 Steel-PE-Transitions:
15	 21.3 x 20	 03.154.08.0120
20	 26.9 x 25 	 03.154.08.0225
25	 33.7 x 32	 03.154.08.0332
32	 42.4 x 40	 03.154.08.0440
40	 48.3 x 50	 03.154.08.0550
50	 60.3 x 63	 03.154.08.0663
	 PE-PE-Transitions:
15	 20 x 20 	 03.155.08.20
20	 25 x 25	 03.155.08.25
25	 32 x 32	 03.155.08.32
32	 40 x 40 	 03.155.08.40
40	 50 x 50 	 03.155.08.50
50	 63 x 63 	 03.155.08.63

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	
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The cast malleable iron compression fittings  
WO

Compression fitting for steel pipe and black steel pipe

21.3 mm – 60.3 mm and 20 mm – 63.5 mm

Dimensions and weights

Compression fitting for PE pipe incl. support sleeve

20 mm – 63 mm

	 Steel pipe	 Black steel pipe	 PE pipe	 	 Installation	 Wrench size	 Corner	 Depth of
	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 insertion 
	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 
	
15	 21.3	 0.5	 20.0	 0.8	 20	 0.5	 100	 41	 44	 30	 50
20	 26.9	 0.7	 25.0	 0.7	 25	 0.7	 105	 50	 54	 30	 50
25	 33.7	 1.0	 31.8	 1.0	 30	 1.0	 115	 55	 60	 35	 50
					     32	 1.0	 115	 55	 60	 35	 50
32	 42.4	 1.4			   38	 1.5	 125	 70	 76	 40	 55
			   44.5	 1.4	 40	 1.4	 125	 70	 76	 40	 55
40	 48.3	 1.8	 51.0	 1.9	 50	 1.9	 150	 75	 81	 40	 75
50	 60.3	 3.3	 57.0	 3.5	 63	 3.4	 170	 90	 97	 40	 85
			   63.5	 3.4			   170	 90	 97	 40	 85
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The cast malleable iron compression fittings  WA
elbow, with male thread

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, Oil: 40 °C

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

33.7 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5, Oil PN 6

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1,DVGW-Reg.-No.: NG-4502AP1454 
Heating oil: Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C
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For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

32 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages: Water: PE80 and PE-Xa PN 12.5,  
PE100 PN 16; Gas: PE80, PE100 and Pe-Xa PN 4; 
Compressed air: PE80 and PE-Xa PN 10, PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 
DVGW – Reg.No. DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

25	 1" x 33.7	 01.150.09.03
40	 1 1/2" x 48.3	 01.150.09.05
50	 2" x 60.3	 01.150.09.06

	 Connecting threads	
x Pipe Outer-Ø				  

DN [mm]	 Item No.	

upon request

	 Connecting threads	
x Pipe Outer-Ø			 

DN [mm]	 Item No.

�

25	 1" x 32	 03.153.09.0332
40	 1 1/2" x 50	 03.153.09.0550
50	 2" x 63 	 03.153.09.0663

	 Connecting threads	
x Pipe Outer-Ø				  

DN [mm]	 Item No.	
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The cast malleable iron compression fittings  
WA

Compression fitting for steel pipe and black steel pipe

33.7 mm – 60.3 mm and 20 mm – 63.5 mm

Compression fitting for PE pipe incl. support sleeve

32 mm – 63 mm

Dimensions and weights

		  Steel pipe	 Black steel pipe	 PE pipe		  Installation	 Wrench size	 Corner	 Depth of
	 Connecting	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 insertion 
	 threads R	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

25	 1"	 33.7	 0.6	 31.8	 0.6	 32.0	 0.7	 115	 55	 60	 35	 50
40	 1½"	 48.3	 1.2	 51.0	 1.2	 50.0	 1.2	 150	 75	 81	 40	 75
50	 2"	 60.3	 2.2	 57.0	 2.3	 63.0	 2.2	 170	 90	 97	 40	 85



Subject to technical changes.

The cast malleable iron end cap  EK + EKF

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

20 mm – 63.5 mm:

	 Pressure stages: Water PN 6, Compressed air PN 12.5, 
Oil PN 6

	 Tests: Heating oil: for 57 mm Building approval DIBT, 
App.-No.: Z-38.4-212

	 Fluids: Water, Compressed air, Heating oil only 57 mm 
(follow TRBF!)

	 Temperatures: Heating water: up to 80 °C, Oil: 40 °C

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

21.3 mm – 60.3 mm:

	 Pressure stages: Water PN 10 (up to 3/4") respectively  
PN 16 (from 1"), Gas PN 5, Compressed air PN 12.5,  
Oil PN 6, VdS PN 12.5

	 Tests:  
Water: W534, DVGW-Reg.-No.: DW-8511AU2216 
Gas: DIN 3387-1,DVGW-Reg.-No.: NG-4502AP1454; VdS-tested from DN 25 (Fire extinguisher lines) 
Heating oil: Building approval DIBT, App.-No.: Z-38.4-212

	 Fluids: Water, Gas (outside buildings), Compressed air, 
Heating oil up to 2" (follow TRBF!)

	 Temperatures: Drinking water: up to 25 °C; Heating 
water: up to 80 °C; Gas: –20 to +60 °C; Oil: 40 °C

20

76.1 mm:

	 Pressure stages: Water PN 16, Gas PN 5, Compressed air PN 10

	 Tests: Water: W534, DVGW-Reg.-No.: DW-8511AU2217 
Gas: DIN 3387-1, DVGW-No.: NG-4502AP1491; VdS-tested (Fire extinguisher lines)

70 mm:

	 Pressure stages: Water PN 6, Compressed air PN 10

�

15	 21.3 (1/2")	 01.150.07.01
20	 26.9 (3/4")	 01.150.07.02
25	 33.7 (1")	 01.150.07.03
32	 42.4 (1 1/4")	 01.150.07.04
40	 48.3 (1 1/2")	 01.150.07.05
50	 60.3 (2")	 01.150.07.06
65	 76.1 (2 1/2")	 01.220.07.07

	 Pipe Outer-Ø	
DN	 [mm]		  Item No.	

�

15	 20.0	 02.150.07.20
20	 25.0	 02.150.07.25
25	 31.8	 02.150.07.318
32	 38.0	 02.150.07.38
32	 44.5	 02.150.07.445
40	 51.0	 02.150.07.51
50	 57.0	 02.150.07.57
50	 63.5	 02.150.07.635
65	 70.0	 02.220.07.70

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

20 mm – 63 mm:

	 Fluids: Water, Gas, Compressed air

	 Pressure stages:  
Water: PE80 and PE-Xa PN 12.5, PE100 PN 16;  
Gas: PE100 PN 10, PE80 PN 4, PE-Xa PN 8; 
Compressed air: PE80 and PE-Xa PN 10, PE100 PN 12.5

	 Tests: DVGW – Test standard VP 600 
DVGW – Reg.No. DV – 7501BL0525

The use of support sleeves is necessary (see page 39).

�

15	 20.0	 03.153.07.20
20	 25.0	 03.153.07.25
25	 32.0	 03.153.07.32
32	 38.0	 03.153.07.38
32	 40.0	 03.153.07.40
40	 50.0	 03.153.07.50
50	 63.0	 03.153.07.63

	 Pipe Outer-Ø	
DN	 [mm]	 Item No.	
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The cast malleable iron end cap  EK + EKF
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Dimensions and weights

Compression fitting for steel pipe and black steel pipe

21.3 mm – 60.3 mm and 20 mm – 63.5 mm 76.1 mm and 70 mm

Compression fitting for PE pipe incl. support sleeve

20 mm – 63 mm 75 mm

	 Steel pipe	 Black steel pipe	 PE pipe		  Installation	 Wrench size	 Corner	 Depth of
	 Pipe		  Pipe		  Pipe		  length	 or dimension	 dimen-	 insertion 
	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 Outer-Ø	 Weight	 ~A	 Flange cover	 sion  ~e	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ] 

15	 21.3	 0.2	 20.0	 0.2	 20.0	 0.2	   51	   41	   44	 30	 40
20	 26.9	 0.4	 25.0	 0.3	 25.0	 0.4	   53	   50	   54	 30	 40
25	 33.7	 0.5	 31.8	 0.4	 30.0	 0.5	   55	   55	   60	 35	 40
					     32.0	 0.5	   55	   55	   60	 35	 40
32	 42.4	 0.8	 44.5	 0.6	 38.0	 0.8	   61	   70	   76	 40	 45
					     40.0	 0.7	   61	   70	   76	 40	 45
40	 48.3	 0.9	 51.0	 0.8	 50.0	 0.9	   63	   75	   81	 40	 50
50	 60.3	 1.3	 57.0	 1.3	 63.0	 1.3	   72	   90	   97	 40	 55
			   63.5	 1.5			     72	   90	   97	 40	 55
65	 76.1	 3.1	 70.0	 3.1	 75.0	 3.1	 118	 100	 150	 50	 90
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Cast malleable iron compression fittings  
Spare parts

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441) DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

	 3-part

	 All parts are available individually!

Spare parts set: Compression ring, 
washer and seal

For black steel pipes: DIN 2448 and 2458 Series 2 and 3

	 3-part

	 For the pipes of diameters 44.5 mm, 51 mm and 63.5 mm, only complete pipe connections can be supplied.

	 According to the size the compression rings are made of brass or galvanized steel. 

Conversion kit: Compression ring, 
washer and seal

For PE-pipes: PE80, PE100, PE-Xa-pipe conforming to DVGW – Worksheet GW 355 A2/A3 DIN 8074/75 and DIN 16893

	 3-part

	 For pipes of diameters 50 mm and 63 mm, only 
complete pipe connection can be supplied.

Conversion kit: Compression ring, 
washer and seal

�

�

�

�

  21.3 (1/2")	 01.161.48.01
  26.9 (3/4")	 01.161.48.02
  33.7 (1")	 01.161.48.03
  42.4 (1 1/4")	 01.161.48.04
  48.3 (1 1/2")	 01.161.48.05
  60.3 (2")	 01.161.48.06
  76.1 (2 1/2")	 01.161.48.07
  88.9 (3")	 01.161.48.08
114.3 (4")	 01.161.48.09

3-part		
Pipe Outer-Ø [mm]	 Item No.	

�

�

�

�

91000100
91000200
91000300
91000400
91000500
91000600
91000700
91000800
91000900

 
NBR seal		  	
Item No.	

  21.3 (1/2") 
  26.9 (3/4") 
  33.7 (1") 
  42.4 (1 1/4") 
  48.3 (1 1/2") 
  60.3 (2") 
  76.1 (2 1/2") 
  88.9 (3") 
114.3 (4")

 
Pipe Outer-Ø 
[mm]

�

�

�

�

91200100
91200200
91200300
91200400
91200500
91200600
91200700
91200800
91200900

 
Washer
Item No.

�

�

�

�

91110100
91110200
91110300
91110400
91110500
91110600
91080700
91080800
00141000

 
Compression ring
Item No.

�

�

  20.0	 02.163.48.20
  25.0	 02.163.48.25
  31.8	 02.163.48.318
  57.0	 02.163.48.57
  70.0	 02.163.48.70
108.0	 02.163.48.108

3-part		
Pipe Outer-Ø [mm]	 Item No.	

�

�

�

�

  20.0	 03.162.48.20
  25.0	 03.162.48.25
  30.0	 03.162.48.30
  32.0	 03.162.48.32
  38.0	 03.162.48.38
  40.0	 03.162.48.40
  75.0	 03.162.48.75
  90.0	 03.162.48.90
110.0	 03.162.48.110

3-part		
Pipe Outer-Ø [mm]	 Item No.	
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Cast malleable iron compression fittings  
Assembly instructions

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441) DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

	 Dimensions: 	Connection threads	 3/8"	 1/2"	 3/4"	 1"	 1 1/4"	 1 1/2"	 2"

		  Pipe outer-Ø [mm]	 17.2	 21.3	 26.9	 33.7	 42.4	 48.3	 60.3

	 Max. operating pressure/temperature: Water 16 bar, 25 °C* (80 °C); Gas: 5 bar, –20 °C to +60 °C; 
Compressed air: 12.5 bar, 70 °C; Oil: 6 bar / 40 °C, VdS PN 12.5

	 Fluids: all gases according to DVGW – Worksheet G 260, Drinking water conforming to DIN 2000

	 Certifications: Drinking water: tested according to DVGW- Worksheet W 534; for water: DVGW-Reg. No.: 
DW-8511 AU2216; for gas: tested according to DIN 3387-1, DIN DVGW Reg. No.: NG- 4502 AP 1454; for Fire 
extinguisher lines: from 1" tested according to VdS 2100-6, Reg. No.:G 4980029; for heating oil: Filling pipes 
tested, DIBT, building approval No.: Z-38-4-212

1.	 Cut the pipe end to be connected at right angles to the axis. The pipe end must be free from burr, un-deformed and without threads. Remove paint 
coating and contamination.

2.	 Slide cone nut (1), compression ring (2), washer (4) and seal (5) on the pipe end as shown.
3.	 Slide the seal (5) minimum 10 mm above the pipe end.
4.	 Slide in the pipe end with the individual elements into the sealing chamber (6) of the fitting body (7); check for perfect fit.
5.	 Thread on and tighten the cone nut (1) with the fitting body (7). Prevent the tube from turning along.

If using a torque wrench, use the following torque as guide values: 3/8" – 1" = 150 Nm · 1 1/4" – 2" = 200 Nm

*	The compression fittings are tested for drinking water up to 25 °C DVGW. The seals are suitable for a temperature up to 80 °C. In the interest of the 
corrosion protection, however the maximum operating temperature must not exceed 60 °C on galvanised parts.

Assembly procedure:
The slotted compression ring (2) design allows a straight as well as angled assembly of the pipes 
to be connected. 

Straight installation: Compression ring (2) with the marking groove side (3) in the direction of 
the cone nut (1)  
Angular installation: Compression ring with marking groove side (3) in the direction of the 
sealing chamber (6)

1 Cone nut · 2 Compression ring · 3 Marking groove · 4 Washer · 5 Seal · 6 Sealing chamber · 7 Fitting body 

* Respect the installation length! Pipes may not be inserted up to the end stop or in the case of couplings not abut.

For PE-pipes: HDPE pipe PE 80 and PE100- SDR11 conforming to DIN 8074 and 8075 DVGW Worksheet GW 335-A2 and 
cross-linked PE pipe PEXa- SDR11 DIN 16893 R1 DVGW Worksheet GW 335-A3

	 Dimensions: 	Connection thread ISO 7/1	 1/2"	 3/4"	 1"	 1 1/4"	 1 1/2"	 2"

		  Pipe outer-Ø x wall thickness [ mm ]	 20 x 1.9	 25 x 2.3	 32 x 2.9	 40 x 3.7	 50 x 4.6	 63 x 5.8

	 Max. operating pressure / temperature: Water PE 80 – 12.5 bar / 20 °C, PE100 – 16 bar / 20 °C, PEXa – 
12.5 bar / 20 °C; Gas: PE80 – 4 bar, PE100 – 10 bar, PEXa – 8 bar; Type A, I, T, WA 4 bar; Switzerland: All 
types and pipe materials 5 bar. Compressed air: PE80 – 10 bar, PE100 – 12.5 bar, PEXa – 10 bar

	 Fluids: All gases conforming to DVGW – Worksheet G 260; Water

	 Certifications: Tested for gas and water according to VP 600; DVGW Reg.-No.: DV- 7501 BL0525 – SVGW 
Reg.-No.: 07-047-6 and 0802-5303

	 Range of application: Gas, water and compressed air lines

5.	 The support sleeve must project beyond the clamping element by at least 10 mm. 
6.	 Slide in the pipe end with the individual elements into the sealing chamber (5) of the fitting body (6); check for perfect fit. 
7.	 Thread on and tighten the cone nut (1) with the fitting (6).

If using a torque wrench, use the following torque as guide values: 20 mm, 25 mm = 100 Nm · 32 – 50 mm = 140 Nm · 63 mm = 180 Nm

Assembly procedure (including support sleeve):
1.	 Cut the pipe end to be connected at right angles to the axis. 
2.	 Mark length of support sleeve on the pipe end.
3.	 Slide cone nut (1), compression ring (2), washer (3) and seal (4) on the pipe end, as shown. 

Slide in the support sleeve (7) into the pipe end.
4.	 Slide the seal (4) minimum 10 mm above the pipe end. 

1 Cone nut · 2 Compression ring · 3 Washer · 4 Seal · 5 Sealing chamber · 6 Fitting body · 7 support sleeve 

* Respect the installation length! Pipes may not be inserted up to the end stop or in the case of couplings not abut.
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Cast malleable iron compression fittings  
Assembly instructions

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

	 Dimensions: 	Connection threads			   2 1/2"		  3"		  4"

		  Pipe outer-Ø [ mm ]			   76.1		  88.9		  114.3

	 Max. operating pressure: Gas 5 bar; Water: 16 bar; Compressed air: 10 bar 

	 Temperature: Water: 25 °C* (80 °C); Gas: –20 °C to +60 °C 

	 Fluids: all gases according to DVGW – Worksheet G 260, Drinking water conforming to DIN 2000

	 Certifications: Drinking water: tested according to DVGW- Worksheet W 534, DVGW-Reg. No.: DW-8511 
AU2217; Gas: tested according to DIN 3387-1, DIN DVGW Reg. No.: NG- 4502 AP 1491; Fire extinguisher lines: 
tested for types AF, IF, OF, EKF according to VdS 2100-6, Reg. No. G4980028

	 Range of application: Installation for gas lines outside buildings, drinking water, heating, Fire extinguishing 
installations, compressed air, oil

Assembly procedure:
1.	 Cut the pipe end to be connected at right angles to the axis. The pipe end must be free 

from burr, un-deformed and without threads. Paint applications and contamination must be 
removed.

2.	 Slide flange (1), compression ring (2), washer (3) and seal (4) on the pipe end,  as shown

3.	 Slide the seal (4) minimum 10 mm above the pipe end.

4.	 Insert pipe end with the individual elements in the fitting body (5), check for perfect fit.

5.	 Thread on the flange (1) and fitting body (5) crosswise. 

Tightening torque for screws (torque wrench) 50 Nm.

After allowing a 5 minutes setting time, tighten the screws once again.

* The compression fittings are tested for drinking water up to 25 °C DVGW. The seals are suitable 
for a temperature up to 80 °C. In the interest of the corrosion protection, however the maximum 
operating temperature must not exceed 60 °C on galvanised parts.

1 Flange cover · 2 Compression ring · 3 Washer · 4 Seal · 5 Fitting body 

* Respect the installation length! Pipes may not be inserted up to the end stop or in the case of couplings not abut.

For PE-pipes: HDPE pipe PE 80 and PE100- SDR11 conforming to DIN 8074 and 8075 DVGW Worksheet GW 335-A2 and cross 
linked PE pipe PEXa- SDR11 DIN 16893 R1 DVGW Worksheet GW 335-A3

	 Dimensions: Connection thread ISO 7/1		  2 1/2"		  3"		  4"

		  Pipe outer-Ø x wall thickness [ mm ]		  75 x 6.8		  90 x 8.2		  110 x 10

	 Max. operating pressure / temperature: Water PE80 – 12.5 bar / 20 °C; PE100 – 16 bar / 20 °C; PEXa – 
12.5 bar / 20 °C

	 Compressed air: PE80 – 10 bar; PE100 – 12.5 bar; PEXa – 10 bar  

	 Fluids: Water, Compressed air

	 Range of application: Water, Compressed air

Assembly procedure (including support sleeve):
1.	 Slide flange (1), compression ring (2), washer (3) and seal (4) on the pipe end, as shown.

2.	 Insert support sleeve (7) up to the stop into the pipe end to be connected.  
Mark the length of the support sleeve on the pipe end in advance.

3.	 Slide the seal (4) minimum 10 mm above the pipe end.

4.	 Insert pipe end with the individual elements in the fitting body (5), check for perfect fit.  
The compression ring must be placed at least 10 mm before the marking of the support 
sleeve length!

5.	 Thread on the flange (1) and fitting body (5) crosswise. 

Tightening torque for screws (torque wrench) 50 Nm.

After allowing a 5 minutes setting time, tighten the screws once again.

1 Flange cover · 2 Compression ring · 3 Washer · 4 Seal · 5 Sealing chamber · 6 Fitting body · 7 Support sleeve 

* Respect the installation length! Pipes may not be inserted up to the end stop or in the case of couplings not abut.
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The HTB cast malleable iron compression 
fittings

Things to know about out high temperature-resistant cast  
malleable iron compression fittings:

Materials used:
	 Fitting body:	 Malleable casting EN-GJMB 350-10, EN 1562			 

	 Cone nut / Flange:	 Malleable casting EN-GJMB 350-10, EN 1562	

	 Compression ring:	 Galvanised steel yellow, St 52, DIN EN 10025

	 Washer:	 Galvanised steel, St 37-3, DIN 1623-2

	 O-Ring seal:	 NBR (with approval according to EN 682)

	 Fire-proof ring seal:	 Graphite DIN 3535 T6

	 Galvanisation:	 Hot-dip galvanising of the glands, flange plates and cone nuts  
	 (Hot dip galvanising according to DIN EN 10242)

		  The exposure of surfaces occurring in the course of machining is galvanically zinc  
	 coated according to DIN 50961.

 		  Steel compression rings and washers are also galvanically zinc coated according to  
	 DIN 50961. 

	 Connecting threads: 	 conforming to ISO 7/1 respectively DIN EN 10226/1 (formerly DIN 2999)

Areas of application:
Repairs to existing pipelines and new installation of pipelines for the domestic gas installation

	 High temperature-resistant compression fittings of cast malleable iron for steel pipe: 
Threaded pipe conforming to DIN EN 10255 (formerly DIN 2440/2441) and DIN 2442, as well as EN 10220 
(formerly DIN 2448/2458 Series 1)

	 Typical 
Areas of application:	 Repairs of gas lines within the house

		  New installation of gas lines within buildings

		  The HTB compression fitting is often used as a binding link between house  
	 introduction combination with main locking device and internal line installation.

		  In another application, the advantage of the axial mobility of this pipe connection  
	 can be used to balance the settlement and strains in the pipeline system.

Our HTB compression fittings:
	 fire-resistant, that means that they can withstand for 30 minutes temperatures up to 650 °C

	 suitable for long term use

	 restrained, that means resistant to tensile and shearing strength

	 bending possible up to 3 °, for couplings 2 x 3° = 6°

	 suitable as potential balancing
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The HTB cast malleable iron compression 
fittings  AT + AFT  with male threads

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

21.3 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

Dimensions and weights

76.1 mm – 114.3 mm:

	 Pressure stages: Gas PN 1

	 Tests:  
Gas: DIN 3387-1, DVGW-No.: NG-4502AP1474

Compression fitting for steel pipe

21.3 mm – 60.3 mm 76.1 mm – 114.3 mm

�

  15	 1/2" x 21.3	 01.180.00.01	
  20	 3/4" x 26.9	 01.180.00.02	
  25	 1" x 33.7	 01.180.00.03	
  32	 1 1/4" x 42.4	 01.180.00.04	
  40	 1 1/2" x 48.3	 01.180.00.05	
  50	 2" x 60.3	 01.180.00.06	
  65	 2 1/2" x 76.1	 01.225.00.07
  80	 3" x 88.9	 01.225.00.08
100	 4" x 114.3	 01.225.00.09

	 Connecting threads	
x Pipe Outer-Ø		

DN [mm]	 Item No.	

				    Installation	 Wrench size
	 Connecting	 Pipe		  length	 or dimension	 Corner	 Depth of insertion 
	 threads  R	 Outer-Ø	 Weight	 ~A	 Flange cover	 dimension  ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

  15	 1/2"	   21.3	 0.3	 100	   41	   44	 30	   70
  20	 3/4"	   26.9	 0.5	 100	   50	   54	 30	   70
  25	 1"	   33.7	 0.6	 100	   55	   60	 35	   65
  32	 1 1/4"	   42.4	 0.8	 115	   70	   76	 40	   70
  40	 1 1/2"	   48.3	 1.1	 115	   75	   81	 40	   75
  50	 2"	   60.3	 1.7	 130	   90	   97	 40	   85
  65	 2 1/2"	   76.1	 3.2	 155	 100	 150	 50	   95
  80	 3"	   88.9	 4.6	 170	 120	 160	 50	 105
100	 4"	 114.3	 6.1	 170	 135	 180	 50	 105



Subject to technical changes.

Dimensions and weights

21.3 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

76.1 mm – 114.3 mm:

	 Pressure stages: Gas PN 1

	 Tests:  
Gas: DIN 3387-1, DVGW-No.: NG-4502AP1474

27

21.3 mm – 60.3 mm

Compression fitting for steel pipe

76.1 mm – 114.3 mm

The HTB cast malleable iron compression 
fittings  IT + IFT  with female threads

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and  
DIN 2448/DIN 2458 Series 1, ISO 65

�

  15	 1/2" x 21.3	 01.180.01.01	
  20	 3/4" x 26.9	 01.180.01.02	
  25	 1" x 33.7	 01.180.01.03	
  32	 1 1/4" x 42.4	 01.180.01.04	
  40	 1 1/2" x 48.3	 01.180.01.05	
  50	 2" x 60.3	 01.180.01.06	
  65	 2 1/2" x 76.1	 01.225.01.07
  80	 3" x 88.9	 01.225.01.08
100	 4" x 114.3	 01.225.01.09

	 Connecting threads	
x Pipe Outer-Ø		  	

DN [mm]	 Item No.	

				    Installation	 Wrench size	 Corner	 Depth of
	 Connecting	 Pipe		  length	 or dimension	 dimension	 insertion 
	 threads  R	 Outer-Ø	 Weight	 ~A	 Flange cover	 ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

  15	 1/2"	   21.3	 0.4	 100	   41	   44	 30	   70
  20	 3/4"	   26.9	 0.6	 100	   50	   54	 30	   70
  25	 1"	   33.7	 0.6	 100	   55	   60	 35	   65
  32	 1 1/4"	   42.4	 1.0	 115	   70	   76	 40	   70
  40	 1 1/2"	   48.3	 1.2	 115	   75	   81	 40	   75
  50	 2"	   60.3	 1.7	 130	   90	   97	 40	   85
  65	 2 1/2"	   76.1	 3.2	 155	 100	 150	 50	   95
  80	 3"	   88.9	 4.1	 170	 120	 160	 50	 105
100	 4"	 114.3	 5.3	 170	 135	 180	 50	 105



Subject to technical changes.28

The HTB cast malleable iron compression 
fittings  OT + OFT  for clamping on both sides

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

Dimensions and weights

21.3 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

76.1 mm – 114.3 mm:

	 Pressure stages: Gas PN 1

	 Tests:  
Gas: DIN 3387-1, DVGW-No.: NG-4502AP1474

Compression fitting for steel pipe

21.3 mm – 60.3 mm 76.1 mm – 114.3 mm

�

  15	   21,3 x 21,3 (1/2")	 01.180.02.01	
  20	   26,9 x 26,9 (3/4")	 01.180.02.02	
  25	   33,7 x 33,7 (1")	 01.180.02.03	
  32	   42,4 x 42,4 (1 1/4")	 01.180.02.04	
  40	   48,3 x 48,3 (1 1/2")	 01.180.02.05	
  50	   60,3 x 60,3 (2")	 01.180.02.06	
  65	   76,1 x 76,1 (2 1/2")	 01.225.02.07
  80	   88,9 x 88,9 (3")	 01.225.02.08
100	 114,3 x 114,3 (4")	 01.225.02.09

Pipe Outer-Ø		  	
DN [mm]	 Item No.	

				    Wrench size
	 Pipe		  Installation	 or dimension	 Corner	 Depth of insertion 
	 Outer-Ø	 Weight	 length  ~A	 Flange cover	 dimension  ~e	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

  15	   21.3	 0.5	 100	 41	   44	 30	   70
  20	   26.9	 0.7	 100	 50	   54	 30	   70
  25	   33.7	 0.8	 100	 55	   60	 35	   65
  32	   42.4	 1.4	 115	 70	   76	 40	   70
  40	   48.3	 1.6	 115	 75	   81	 40	   75
  50	   60.3	 2.2	 130	 90	   97	 40	   85
  65	   76.1	 5.2	 155	 ./.	 150	 50	   95
  80	   88.9	 6.0	 170	 ./.	 160	 50	 105
100	 114.3	 7.6	 170	 ./.	 180	 50	 105



1

2

3

1

2
3

Dimensions and weights

21.3 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

76.1 mm – 114.3 mm:

	 Pressure stages: Gas PN 1

	 Tests:  
Gas: DIN 3387-1, DVGW-No.: NG-4502AP1474
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Compression fitting for steel pipe

21.3 mm – 60.3 mm 76.1 mm – 114.3 mm

The HTB cast malleable iron compression 
fittings  TT + TFT  outlet with female thread, clamping on both sides

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and  
DIN 2448/DIN 2458 Series 1, ISO 65

�

  15	   21.3 x 21.3 x 1/2"	 01.180.04.01
  20	   26.9 x 26.9 x 3/4"	 01.180.04.02
  25	   33.7 x 33.7 x 1"	 01.180.04.03
  32	   42.4 x 42.4 x 1 1/4"	 01.180.04.04
  40	   48.3 x 48.3 x 1 1/2"	 01.180.04.05
  50	   60.3 x 60.3 x 2"	 01.180.04.06
  65	   76.1 x 76.1 x 2 1/2"	 01.225.04.07
  80	   88.9 x 88.9 x 3"	 01.225.04.08
100	 114.3 x 114.3 x 4"	 01.225.04.09

	 Pipe Outer-Ø [mm]  
	 x Connecting threads  
DN	  1  x 2  x 3 	 Item No.

				    	 Wrench size
	 Connecting	 Pipe		  Installation	 or dimension	 Corner	 Depth of insertion 
	 threads  R	 Outer-Ø	 Weight	 length  ~A	 Flange cover	 dimension  ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

  15	 1/2"	   21.3	 0.5	 125	 41	   44	 30	   70
  20	 3/4"	   26.9	 0.8	 138	 50	   54	 30	   70
  25	 1"	   33.7	 0.9	 145	 55	   60	 35	   65
  32	 1 1/4"	   42.4	 1.4	 148	 70	   76	 40	   70
  40	 1 1/2"	   48.3	 1.7	 162	 75	   81	 40	   75
  50	 2"	   60.3	 2.5	 190	 90	   97	 40	   85
  65	 2 1/2"	   76.1	 6.0	 260	 ./.	 150	 50	   95
  80	 3"	   88.9	 7.5	 290	 ./.	 160	 50	 105
100	 4"	 114.3	 9.1	 290	 ./.	 180	 50	 105
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The HTB cast malleable iron compression 
fittings  OLT + ORT  clamping on both sides, long version · clamping on both sides, reduced

21.3 mm – 60.3 mm

Dimensions and weights

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

21.3 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

Compression fitting for steel pipe

�

15	 21.3 x 21.3 (1/2")	 01.180.03.01
20	 26.9 x 26.9 (3/4")	 01.180.03.02
25	 33.7 x 33.7 (1")	 01.180.03.03
32	 42.4 x 42.4 (1 1/4")	 01.180.03.04
40	 48.3 x 48.3 (1 1/2")	 01.180.03.05
50	 60.3 x 60.3 (2")	 01.180.03.06

	 Pipe Outer-Ø		
DN [mm]	 Item No.

				    Wrench size
	 Pipe		  Installation	 or dimension	 Corner	 Depth of insertion 
	 Outer-Ø	 Weight	 length  ~A	 Flange cover	 dimension  ~e	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

15	 21.3	 0.7	 230	 41	 44	 30	 100
20	 26.9	 1.2	 230	 50	 54	 30	 100
25	 33.7	 1.3	 230	 55	 60	 35	 100
32	 42.4	 2.0	 230	 70	 76	 40	 100
40	 48.3	 2.6	 230	 75	 81	 40	 100
50	 60.3	 3.1	 230	 90	 97	 40	 100

�

25 x 20	 33.7 x 26.9	 01.180.02.0302  
	 (1" x 3/4")
32 x 20	 42.4 x 26.9 	 01.180.02.0402 
	 (1 1/4" x 3/4")
32 x 25	 42.4 x 33.7	 01.180.02.0403 
	 (1 1/4" x 1")
40 x 25	 48.3 x 33.7	 01.180.02.0503 
	 (1 1/2" x 1")
40 x 32	 48.3 x 42.4	 01.180.02.0504 
	 (1 1/2" x 1 1/4")
50 x 32	 60.3 x 42.4	 01.180.02.0604 
	 (2" x 1 1/4")
50 x 40	 60.3 x 48.3	 01.180.02.0605 
	 (2" x 1 1/2")

	 Pipe Outer-Ø		
DN [mm]	 Item No.

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), 
DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

33.7 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

				    Wrench size
			   Installation	 or dimension	 Corner	 Depth of insertion 
	 Pipe Outer-Ø	 Weight	 length  ~A	 Flange cover	 dimension  ~e	 min. 1	 min. 2	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	

25 x 20	 33.7 x 26.9	 0.8	 117	 55	 60	 35	 30	 50
32 x 20	 42.4 x 26.9	 1.1	 130	 70	 76	 40	 30	 55
32 x 25	 42.4 x 33.7	 1.1	 130	 70	 76	 40	 35	 55
40 x 25	 48.3 x 33.7 	 1.3	 130	 75	 81	 40	 35	 55
40 x 32	 48.3 x 42.4	 1.5	 130	 75	 81	 40	 40	 55
50 x 32	 60.3 x 42.4	 2.1	 145	 90	 97	 40	 40	 65
50 x 40	 60.3 x 48.3	 2.1	 145	 90	 97	 40	 40	 65

21.3 mm – 60.3 mm

Dimensions and weights

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

Compression fitting for steel pipe



For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

33.7 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

Dimensions and weights

33.7 mm – 60.3 mm

Compression fitting for steel pipe

21.3 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

21.3 mm – 60.3 mm

Compression fitting for steel pipe

Dimensions and weights
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The HTB cast malleable iron compression 
fittings  WOT + WAT  elbow, clamping on both sides · elbow with male threads

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and  
DIN 2448/DIN 2458 Series 1, ISO 65

�

15	 21.3 x 21.3 (1/2")	 01.180.08.01
20	 26.9 x 26.9 (3/4")	 01.180.08.02
25	 33.7 x 33.7 (1")	 01.180.08.03
32	 42.4 x 42.4 (1 1/4")	 01.180.08.04
40	 48.3 x 48.3 (1 1/2")	 01.180.08.05
50	 60.3 x 60.3 (2")	 01.180.08.06

	 Pipe Outer-Ø		
DN [mm]	 Item No.

				    Wrench size
	 Pipe		  Installation	 or dimension	 Corner	 Depth of insertion 
	 Outer-Ø	 Weight	 length  ~A	 Flange cover	 dimension  ~e	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

15	 21.3	 0.5	 100	 41	 44	 30	 50
20	 26.9	 0.8	 105	 50	 54	 30	 50
25	 33.7	 1.0	 115	 55	 60	 35	 50
32	 42.4	 1.6	 125	 70	 76	 40	 55
40	 48.3	 1.9	 150	 75	 81	 40	 75
50	 60.3	 3.1	 170	 90	 97	 40	 85

�

25	 1" x 33.7	 01.180.09.03
40	 1 1/2" x 48.3	 01.180.09.05
50	 2" x 60.3	 01.180.09.06

	 Connecting threads x		
DN	 Pipe Outer-Ø [mm]	 Item No.

				    	 Wrench size
	 Connecting	 Pipe		  Installation	 or dimension	 Corner	 Depth of insertion 
	 threads  R	 Outer-Ø	 Weight	 length  ~A	 Flange cover	 dimension  ~e	 min.	 max. 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

25	 1"	 33.7	 0.6	 115	 55	 60	 35	 50
40	 1 1/2"	 48.3	 1.3	 150	 75	 81	 40	 75
50	 2"	 60.3	 2.0	 170	 90	 97	 40	 85
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The HTB cast malleable iron end cap  EKT + EKFT

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

21.3 mm – 60.3 mm:

	 Pressure stages: Gas PN 5

	 Tests:  
Gas: DIN 3387-1, DVGW-Reg.-No.: NG-4502AP1417

	 Fluid: Gas

	 Temperatures: Gas: –20 to +60 °C

Dimensions and weights

76.1 mm:

	 Pressure stages: Gas PN 1

	 Tests: Gas: DIN 3387-1, DVGW-No.: NG-4502AP1474

Compression fitting for steel pipe

21.3 mm – 60.3 mm 76.1 mm

�

15	 21.3	 (1/2")	 01.180.07.01
20	 26.9	 (3/4")	 01.180.07.02
25	 33.7	 (1")	 01.180.07.03
32	 42.4	 (1 1/4")	 01.180.07.04
40	 48.3 	(1 1/2")	 01.180.07.05
50	 60.3	 (2")	 01.180.07.06
65	 76.1	 (2 1/2")	 01.225.07.07

	 Pipe Outer-Ø		
DN [mm]		 Item No.

				    Wrench size
	 Pipe		  Installation	 or dimension	 Corner	 Depth of insertion 
	 Outer-Ø	 Weight	 length  ~A	 Flange cover	 dimension  ~e	 min.	 max. 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 ~SW [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

15	 21.3	 0.2	   51	   41	   44	 30	 40
20	 26.9	 0.4	   53	   50	   54	 30	 40
25	 33.7	 0.5	   55	   55	   60	 35	 40
32	 42.4	 0.8	   61	   70	   76	 40	 45
40	 48.3	 0.9	   63	   75	   81	 40	 50
50	 60.3	 1.4	   72	   90	   97	 40	 55
60	 76.1	 3.2 	 118	 100	 150	 50	 90
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HTB cast malleable iron compression fittings  
Spare parts

	 Fire-proof design

	 Caution: HTB clamping and sealing elements 
may only be used in compression fittings, 
which bear a distinct yellow marking „HTB for 
Gas“ and have yellow galvanised cone nuts.

	 These compression fittings have special dimensions 
in the sealing chamber area. A flexible-sealing 
Gebo compression fitting can never be converted to 
an HTB gland, as this voids the warranty.

Spare parts: O-Ring, graphite ring, washer and compression ring

�

�

�

�

  21.3 (1/2")	 91020100
  26.9 (3/4")	 00062700
  33.7 (1")	 00062800
  42.4 (1 1/4")	 00062900
  48.3 (1 1/2")	 00063000
  60.3 (2")	 00063100
  76.1 (2 1/2")	 00063900
  88.9 (3")	 00064000
114.3 (4")	 00064100

O-Ring		
Pipe Outer-Ø [mm]	 Item No.

�

�

�

�

  21.3 (1/2")	 91010100
  26.9 (3/4")	 91010200
  33.7 (1")	 91010300
  42.4 (1 1/4")	 91010400
  48.3 (1 1/2")	 91010500
  60.3 (2")	 91010600
  76.1 (2 1/2")	 22560700
  88.9 (3")	 22560800
114.3 (4")	 22560900

Graphite ring		
Pipe Outer-Ø [mm]	 Item No.

�

�

�

�

  21.3 (1/2")	 91200100
  26.9 (3/4")	 91200200
  33.7 (1")	 91200300
  42.4 (1 1/4")	 91200400
  48.3 (1 1/2")	 91200500
  60.3 (2")	 91200600
  76.1 (2 1/2")	 91200700
  88.9 (3")	 91200800
114.3 (4")	 91200900

Washer		
Pipe Outer-Ø [mm]	 Item No.

�

�

�

�

  21.3 (1/2")	 18110100
  26.9 (3/4")	 18110200
  33.7 (1")	 18110300
  42.4 (1 1/4")	 18110400
  48.3 (1 1/2")	 18110500
  60.3 (2")	 18110600
  76.1 (2 1/2")	 91080700
  88.9 (3")	 91080800
114.3 (4")	 00141000

Compression ring		
Pipe Outer-Ø [mm]	 Item No.
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HTB cast malleable iron compression fittings 
Assembly instructions

For steel pipes: DIN EN 10255 (DIN 2440, 2441, 2442) and DIN 2448/1 and 2458/1, ISO 65

	 Dimensions: 	Connection threads		  1/2"	 3/4"	 1"	 1 1/4"	 1 1/2"	 2"

		  Pipe Outer-Ø [mm]		  21.3	 26.9	 33.7	 42.4	 48.3	 60.3

	 Max. operating pressure: Gas: 5 bar

	 Temperature: –20 °C to +60 °C. Higher thermal loading capacity up to 650 °C for 30 minutes.

	 Fluid: All gases conforming to DVGW – Worksheet G 260

	 Certifications: Tested for gas according to DIN 3387-1 and thermal loading capacity according to DIN 3389, 
DIN DVGW Reg. NG- 4502 AP 1417

	 Range of application: Installation for gas lines within buildings.

Assembly procedure:
1.	 Cut the pipe end to be connected at right angles to the axis. The pipe end must be free 

from burr, un-deformed and without threads. Paint applications and contamination must be 
removed.

2.	 Slide cone nut (1), compression ring (2), washer (3), graphite ring (4) and O-ring (5) on the 
pipe end as shown.

3.	 Slide O-ring (5) at least 10 mm beyond the pipe end.

4.	 Insert the pipe end with the individual elements in sealing chamber (6) of the fitting body (7); 
check for perfect fit.

5.	 Thread on and tighten the cone nut (1) with the fitting body (7).

Caution: In order to avoid damage to the seal element, neither the pipe nor the fitting body 
should rotate during assembly.

If using a torque wrench, use the following torque as guide values:  
1/2" – 1" = 150 Nm · 1 1/4" – 2" = 200 Nm

1 Cone nut · 2 Compression ring · 3 Washer · 4 Graphite ring · 5 O-Ring · 6 Sealing chamber · 7 Fitting body 

* Respect the installation length! Pipes may not be inserted up to the end stop or in the case of couplings not abut.

For steel pipes: DIN EN 10255 (DIN 2440, 2441, 2442) and DIN 2448/1 and 2458/1, ISO 65

	 Dimensions: 	Connection threads 			   2 1/2"		  3"		  4"

		  Pipe Outer-Ø [ mm ]			   76.1		  88.9		  114.3

	 Max. operating pressure: Gas: 1 bar

	 Temperature: –20 °C to +60 °C. Higher thermal loading capacity up to 650 °C for 30 minutes

	 Fluid: All gases conforming to DVGW – Worksheet G 260

	 Certifications: Tested for gas according to DIN 3387-1 and thermal loading capacity according to DIN 3389, 
DIN DVGW Reg. NG- 4502 AP 1474

	 Range of application: Installation for gas lines within buildings.

Assembly procedure:
1.	 Cut the pipe end to be connected at right angles to the axis. The pipe end must be free 

from burr, un-deformed and without threads. Paint applications and contamination must be 
removed.

2.	 Slide cone nut (1), compression ring (2), washer (3), graphite ring (4) and O-ring (5) on the 
pipe end as shown.

3.	 Slide O-ring (5) at least 10 mm beyond the pipe end.

4.	 Insert pipe end with the individual elements in the fitting body (6); check for perfect fit.

5.	 Thread on and tighten the flange (1) with the fitting body (6).

6.	 Thread on the flange (1) and fitting body (6) crosswise. Tightening torque for screws (torque 
wrench) 50 Nm. 

After allowing a 5 minutes setting time, tighten the screws once again.

1 Flange cover · 2 Compression ring · 3 Washer · 4 Graphite ring · 5 O-Ring · 6 Fitting body 

* Respect the installation length! Pipes may not be inserted up to the end stop or in the case of couplings not abut.
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The cast malleable iron sealing and tapping 
clamps

Things to know about our sealing and tapping clamps made  
of cast malleable iron:

Materials used:
	 Sealing clamps top part:	 GGG40 (cast iron with spheroidal graphite) DIN EN 1563

	 Sealing clamps bottom part:	GGG40 (cast iron with spheroidal graphite) DIN EN 1563

	 Socket screws:	 Galvanised steel, DIN 912, Strength 8.8

	 Sealing sleeve:	 EPDM, KTW-approved

	 Galvanisation:	 Galvanic zinc coating conforming to DIN 50961

	 Connection thread:	 conforming to ISO 7/1 respectively DIN EN 10226/1 (formerly DIN 2999)

Areas of application:
	 Sealing clamps made of cast malleable iron for steel pipe: 

Threaded pipe conforming to DIN EN 10255 (formerly DIN 2440/2441) and DIN 2442, as well as DIN EN 10220 
(formerly DIN 2448/2458 Series 1)

	 Typical 
Areas of application:	 Sealing of holes caused by mechanical damage in water pipes 

		  Sealing of corrosion holes in water pipes

		  Short term sealing of oil-free compressed air pipes

		  Sealing of cracks on frost damage in water pipes

		  In the cold water area an installation under plaster is possible (pressure test necessary)

	 Tapping clamps made of cast malleable iron for steel pipe: 
Threaded pipe conforming to DIN EN 10255 (formerly DIN 2440/2441) and DIN 2442, as well as DIN EN 10220 
(formerly DIN 2448/2458 Series 1)

	 Typical 
Areas of application:	 Tapping clamps for drinking water pipelines for additional branches

		  Tapping clamps of heating pipes for additional branches

Specialities:
For the centre drilling process, we recommend using keyhole saws to avoid damage to the turns of the threads.
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The cast malleable iron sealing clamps  DS
to seal holes, cracks, porous spots

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and DIN 2448/DIN 2458 Series 1, ISO 65

17.2 mm – 114.3 mm:

	 Pressure stages: Water PN 16

	 Fluid: Water

	 Temperatures: drinking water: up to 25 °C; 
heating water: up to 90 °C

Sealing clamp for steel pipe

17.2 mm – 114.3 mm

Dimensions and weights

�

  10	   17.2 (3/8")	 01.260.28.00	 
  15	   21.3 (1/2")	 01.252.28.01	 
  20	   26.9 (3/4")	 01.252.28.02	
  25	   33.7 (1")	 01.252.28.03	
  32	   42.4 (1 1/4")	 01.252.28.04	 
  40	   48.3 (1 1/2")	 01.252.28.05	 
  50	   60.3 (2")	 01.252.28.06	 
  65	   76.1 (2 1/2")	 01.252.28.07	 
  80	   88.9 (3")	 01.252.28.08	 
100	 114.3 (4")	 01.252.28.09	 

Pipe Outer-Ø		  	
DN [mm]	 Item No.	

			   Installation		   
	 Pipe Outer-Ø	 Weight	 length  ~A	 ~B	 ~C 
DN	 [ mm ]	 [ kg ]	 [ mm ]	 [ mm ]	 [ mm ] 

  10	   17.2	 0.3	   70	   28	   53
  15	   21.3	 1.1	 134	   45	   84
  20	   26.9	 1.1	 134	   50	   88
  25	   33.7	 1.3	 134	   57	   98
  32	   42.4	 1.5	 134	   70	 105
  40	   48.3	 1.6	 134	   75	 112
  50	   60.3	 1.8	 134	   90	 122
  65	   76.1	 2.2	 134	 105	 139
  80	   88.9	 3.0	 134	 115	 155
100	 114.3	 3.0	 134	 140	 194



	 Outlet internal	 Pipe		  Installation length		   
	 threads  Rp	 Outer-Ø	 Weight	 ~A	 ~B	 ~C	 ~D	 ~E 
DN	 ISO 7/1	 [ mm ]	 [ kg ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	 [ mm ]	  

  10	 3/8"	   17.2	 0.2	   70	   28	   53	   36	 22
  15	 1/2"	   21.3	 0.3	   70	   33	   60	   50	 31
  20	 1/2"	   26.9	 0.4	   70	   40	   70	   55	 32
  25	 1/2"	   33.7	 0.5	   70	   46	   74	   61	 37
	 3/4"		  0.5	   70	   46	   74	   61	 37
  32	 3/4"	   42.4	 0.6	   80	   57	   86	   75	 45
  40	 3/4"	   48.3	 1.0	 100	   66	   94	   85	 48
  50	 1"	   60.3	 1.2	 100	   80	 109	 100	 60
  65	 1"	   76.1	 2.0	 100	 100	 140	 115	 65
	 1 1/4"		  2.0	 100	 100	 140	 115	 65
	 1 1/2"		  2.0	 100	 100	 140	 115	 65
  80	 1"	   88.9	 2.4	 100	 115	 150	 131	 75
	 1 1/4"		  2.4	 100	 115	 150	 131	 75
	 1 1/2"		  2.4	 100	 115	 150	 131	 75
	 2"		  3.2	 135	 115	 150	 136	 75
100	 1"	 114.3	 2.9	 100	 140	 187	 160	 90
	 1 1/4"		  3.3	 100	 140	 187	 160	 90
	 1 1/2"		  3.3	 100	 140	 187	 160	 90
	 2"		  4.4	 135	 140	 187	 165	 90
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17.2 mm – 114.3 mm:

	 Pressure stages: Water PN 16

	 Fluid: Water

	 Temperatures: drinking water: up to 25 °C; 
heating water: up to 90 °C

Tapping clamp for steel pipe

17.2 mm – 114.3 mm

Dimensions and weights

The cast malleable iron tapping clamps  ANB
outlet with female threads

For steel pipes: DIN EN 10255 (formerly DIN 2440/2441), DIN 2442 and  
DIN 2448/DIN 2458 Series 1, ISO 65

�

  10	 17.2 x 3/8"	 01.261.28.0000
  15	 21.3 x 1/2"	 01.261.28.0101
  20	 26.9 x 1/2"	 01.261.28.0201
  25	 33.7 x 1/2"	 01.261.28.0301
  25	 33.7 x 3/4"	 01.261.28.0302
  32	 42.4 x 3/4"	 01.261.28.0402
  40	 48.3 x 3/4"	 01.261.28.0502
  50	 60.3 x 1"	 01.261.28.0603
  65	 76.1 x 1"	 01.261.28.0703
  65	 76.1 x 1 1/4"	 01.261.28.0704
  65	 76.1 x 1 1/2"	 01.261.28.0705
  80	 88.9 x 1"	 01.261.28.0803
  80	 88.9 x 1 1/4"	 01.261.28.0804
  80	 88.9 x 1 1/2"	 01.261.28.0805
  80	 88.9 x 2"	 01.261.28.0806
100	 114.3 x 1"	 01.261.28.0903
100	 114.3 x 1 1/4"	 01.261.28.0904
100	 114.3 x 1 1/2"	 01.261.28.0905
100	 114.3 x 2"	 01.261.28.0906

	 Pipe Outer-Ø [mm] x	
DN	 Connecting threads	 Item No.
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Sealing and tapping clamps   
Assembly instructions

For steel pipes: DIN EN 10255 (DIN 2440, 2441, 2442) and DIN 2448/1 and 2458/1, ISO 65 or lines with 
corresponding outer diameters

	 Dimensions: 	

	 Pipe Outer-Ø [mm ]	 17,2	 21,3	 26,9	 33,7	 42,4	 48,3	 60,3	 76,1	 88,9	 114,3 
		  (3/8")	 (1/2")	 (3/4")	 (1")	 (1 1/4")	 (1 1/2")	 (2")	 (2 1/2")	 (3")	 (4")

	 Max. operating pressure / temperature: Water: 16 bar / 60 °C, 6 bar / 90 °C; Compressed air: 16 bar / 70 °C

	 Fluid: Drinking water: up to 25 °C; Heating water: up to 90 °C, oil-free compressed air

	 Range of application: The sealing clamps are suitable for sealing holes and cracks caused, for example, by 
corrosion damage or mechanical damage. The sealing conforms to the KTW Recommendations and is 
approved for drinking water !

Assembly procedure:
1.	 Clean the pipe (5) around the damaged location.

2.	 Place the sealing sleeve (2) around the pipe (5).

3.	 Rotate the slot of the sealing sleeve (2) on the opposite site of the damaged location.  
Cover the damaged location as much as possible with the sleeve (2).

4.	 Join bottom part (3) to the sleeve (2).

5.	 Join top part (1) to the sleeve (2).

6.	 Thread in the socket screws (4).

7.	 Tighten socket screws (4) with Allen key „crosswise“.

1 Top part sealing clamp · 2 Sealing sleeve · 3 Bottom part sealing clamp · 4 Socket screw · 5 Pipe

For steel pipes: DIN EN 10255 (DIN 2440, 2441) DIN 2442 and DIN 2448/1 and 2458/1, ISO 65 or lines  
with corresponding outer diameters

	 Dimensions: 	

	 Pipe Outer-Ø [mm ]	 17,2	 21,3	 26,9	 33,7	 42,4	 48,3	 60,3	 76,1	 88,9	 114,3 
		  (3/8")	 (1/2")	 (3/4")	 (1")	 (1 1/4")	 (1 1/2")	 (2")	 (2 1/2")	 (3")	 (4")

	 Outlet	 3/8"	 1/2"	 1/2"	 1/2"	 3/4"	 3/4"	 1"	 1"	 1"	 1" 
					     3/4"				    1 1/4"	 1 1/4"	 1 1/4" 
									         1 1/2"	 1 1/2"	 1 1/2" 

	 Outlet: female thread Rp ISO 7/1 								        2"	 2"

	 Max. operating pressure / temperature: Water 10 bar / 60 °C, 6 bar / 90 °C; Compressed air: 10 bar  / 70 °C

	 Fluid: Drinking water: up to 25 °C; Heating water: up to 90 °C, oil-free compressed air

	 Range of application: The tapping clamps are suitable for subsequently adding a branch. The sealing 
conforms to the KTW Recommendations and is approved for drinking water !

Assembly procedure:
1.	 Clean pipe (5) at the desired centre drilling location.

2.	 Place the sealing sleeve (2) around the pipe (5).

3.	 Rotate the sealing sleeve (2) such that the pre-machined hole is placed in the sealing sleeve at  
the centre drilling.

4.	 Join top part (1) on the sleeve (2) such that the outlet is covered with the hole in the sleeve (2).

5.	 Place the bottom part (3) around the sleeve (2).

6.	 Thread in the socket screws (4).

7.	 Tighten socket screws (4) with Allen key „crosswise“.

8.	 Drill with a suitable tool.

1 Top part tapping clamp with female thread outlet · 2 Sealing sleeve with hole · 3 Bottom part tapping clamp · 4 Socket screw · 5 Pipe

Sealing 

clamps

Tapping 

clamps

toothing   



Sealing and tapping clamps 
Spare parts
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�

�

  60.3	(2")	 25060600
  76.1	(2 1/2")	 25060700
  88.9	(3")	 25060800
114.3	(4")	 25060900

		
Pipe Outer-Ø [mm]	 Item No.

�

�

21.3	 (1/2")	 25060100
26.9	 (3/4")	 25060200
33.7	 (1")	 25060300
42.4	 (1 1/4")	 25060400
48.3	 (1 1/2")	 25060500

		
Pipe Outer-Ø [mm]	 Item No.

	 for the cast malleable iron sealing clamp

Rubber sealing sleeves

The 24 h-case

	 24 products for 24 h

	 Numerous solutions for almost all problems

	 Direct assistance for your customers

	 Tuning or conversion for the individual need

The support sleeves for plastic pipes made of 
PE80, PE100 and PE-Xa

�

�

20 x 1,9	 60	 03.354.75.2019
25 x 2,3	 65	 03.354.75.2523
32 x 2,9	 70	 03.354.75.3230
40 x 3,7	 75	 03.354.75.4037
50 x 4,6	 80	 03.354.75.5046
63 x 5,8	 90	 03.354.75.6358

Pipe Outer-Ø x
Wall thickness	 length		
[mm]	 [mm]	 Item No.

Support sleeves made of brass 
Pipe series 5, SDR 11

�

�

�

�

�

�

�

�

�

�

�

�

�

230421	 24 h-case
		
Contents of the box:
01.252.28.02		 Sealing clamp, DS, 3/4"		  1
01.252.28.03		 Sealing clamp, DS, 1"		  1
01.252.28.04		 Sealing clamp, DS, 1 1/4"		  1
01.150.00.02		 Typ A, 3/4" for steel pipe		  1
01.150.00.03		 Typ A, 1" for steel pipe		  1
01.150.01.01		 Typ I, 1/2" for steel pipe		  1
01.150.01.02		 Typ I, 3/4" for steel pipe		  1
01.150.01.03		 Typ I, 1" for steel pipe		  1
02.150.00.04445	 Typ A, 1 1/4" x 44,5			  1 
		  for black steel pipe
50.01.033037.06	� Unifix Mini, 60 long, 			  1 

33–37 mm Pipe Outer-Ø
50.01.042045.06	� Unifix Mini, 60 long, 			  1 

42–45 mm Pipe Outer-Ø
50.01.048051.06	� Unifix Mini, 60 long, 			  1 

48–51 mm Pipe Outer-Ø
04.620.60.12		  Brass sealing clamp 		  1 
		  for 12 mm copper tube
04.620.60.15		  Brass sealing clamp 		  1 
		  for 15 mm copper tube
04.620.60.18		  Brass sealing clamp 		  1 
		  for 18 mm copper tube
04.620.60.22		  Brass sealing clamp 		  1 
		  for 22 mm copper tube
04.620.60.28		  Brass sealing clamp 		  1 
		  for 28 mm copper tube
91000100		  Seal 21.3 mm (1/2")		  1
91000200		  Seal 26.9 mm (3/4")		  1
91000300		  Seal 33.7 mm (1")	 1
91000400		  Seal 42.4 mm (1 1/4")		  1
02.163.48.20		  Conversion kit 20 mm		  1
02.163.48.25		  Conversion kit 25 mm		  1
02.163.48.318	 Conversion kit 31.8 mm		  1

 
Item No.		  Description� Content
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