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MW-Com-172 Comm Caddy 

Technical Specifications         

Antenna Ports 1 – GPS SMA Female, 2 – Modem SMA Female for Main and Diversity antennas 

SIM Slot  Full-Size SIM (1FF) 

Modem Slot 1 – Full-Size Mini PCIe Slot 

SD Card Slot 1 – Full-Size SDXC SD Card Slot 

GPS Module 1 – High Sensitivity SiRF GPS module with connection up to 20 satellites for the most accurate geo-reference 

Software  Direct communication inside MCU, Windows-based Connect Manager for PC 

OS Support Windows 7/ Linux  

Approvals FCC, CE, Mil-STD-810F 

Environmental -30 °C ~ 80 °C / 80% RH 

Power Supply USB 2.0 Powered on PC, 12vdc direct power connection on MCU 

Dimensions 60mm W × 107mm L × 22mm H 

 

All specifications are subject to change without prior notice. 

The Mobile Witness Comm Caddy is compact and rated for harsh environments where high heat and 

vibrations are present. The Comm Caddy is certified for M2M communication by Verizon, the most reliable 

4G-LTE network nationwide. 

 
Standard Features 

 Designed for M2M communication 

 4G-LTE powered by VERIZON 

 USB 2.0 communication cord for PC use 

 

Extended Features with Mobile Witness MCU 

 Built-In GPS with external antenna 

 Built-In SD card for mirror recording 

 Secure Mobile AMP connector for the most 
reliable connection on the road 

 

Antennas 

Multiple choices for the best antenna according to the deployment; stick, high dB-gain with magnetic mounting base.  


