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Multiple Connection 
Terminal Blocks

CMC multiple connection terminal 
blocks are a reliable solution for 
the problem posed by multiple 
connection in wiring systems. 
Conventionally, for multiple  
connections, either wires are 
looped or cross connecting aids 
are used. 

CMC terminal blocks provide.
• Multiple connection points 
   in a single terminal block.
• Further multiplication of 
   connections through bridging 
   points in the terminal blocks.

Note:
Comb links can only be used in 
the upper level clamping unit of 
the terminal block.

Model Ttec CTS35UN Ttec CTS50/70N Ttec CTS95/120N
Terminal Block Pitch 16 mm 20.5 mm 27 mm

Terminal H x W 59.2 x 50.5 mm 71.1 x 77.3 mm 83 x 84.5 mm

Connection Possibility as per IEC UL - CSA IEC UL - CSA IEC UL - CSA

Stranded Wire 4 - 35 mm2 12 - 4 AWG 10 - 70 mm2 8 - 2/0 AWG 25 - 120 mm2 2 - 250 kcmil

Solid Wire 10 - 70 mm2 8 - 2/0 AWG 25 - 120 mm2 2 - 250 kcmil

Wire Stripping Length 18 mm 18 mm 24 mm

Type of Connection 2 screw clamps and 1 tapped   
hole for cross connection 2 screw clamp connection 2 screw clamp connection

Ratings as per IEC60947-7-1 UL-1059 CSA22.2-158 IEC60947-7-1 UL-1059 IEC60947-7-1 UL-1059

Voltage 1100 V 600 V 600V 1600 V 1000 V 2000 V 1000 V

Current 125 A 130 A 130 A 192 A 160 A 269 A 240 A

Torque 2.5 Nm 25 lb-in 25 lb-in 3.0 Nm 35 lb-in 6.0 Nm 90 lb-in

Certification

Rated Impulse Voltage/ 
Pollution Degree 8 KV/3 8 KV/3 8 KV/3

Model Ttec CMC1-2 Ttec CMC2-2
Terminal Block Pitch 6 mm 6 mm

Terminal H x W 49.5 x 46.5 mm 53.4 x 65 mm

Connection Possibility as per IEC UL - CSA IEC UL - CSA

Stranded Wire 0.25 - 4 mm2 22 - 10 AWG 0.25 - 4 mm2 22 - 10 AWG

Solid Wire 0.25 - 6 mm2 22 - 8 AWG 0.25 - 6 mm2 22 - 8 AWG

Wire Stripping Length 9 mm 9 mm

Type of Connection 3 screw clamps and 1 tapped   
hole for cross connection

4 screw clamps and 2 tapped   
holes for cross connection

Ratings as per IEC60947-7-1 UL-1059 CSA22.2-158 IEC60079-7 IEC60947-7-1 UL-1059 CSA22.2-158 IEC60079-7

Voltage 630 V 600 V 600 V 400 V 630 V 600 V 600 V 500 V

Current 32 A 35 A 35 A 28 A 32 A 35 A 35 A 28 A

Torque 0.5 Nm 7 lb-in 7 lb-in 0.5 Nm 0.5 Nm 7 lb-in 7 lb-in 0.5 Nm

Certification

Rated Impulse Voltage/ 
Pollution Degree 8 kV/3 6 kV/3


