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Max frequency = 600Hz

Type E (N.P.N)       10-30Vdc
Current sink
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Type E2 (P.N.P)       10-30Vdc
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Type E3 (N.P.N  + P.N.P –

 

3 wire) 
10-30Vdc Bi-polar
Current sink/source

Type N (Namur) 8-2 Vdc

 

(1KΩ)
Intrinsically safe circuits

7.5 –

 

30 Vdc

 

when used outside
The hazardous areas

Max frequency = 2000Hz

Max frequency = 1300Hz

Type W 20-240V  AC/DC
(1 to 30 PPR only) Max frequency = 

25Hz (AC) 1000Hz (DC)
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Type E2 Q (Quadrature) 
1 to 40 PPR inclusive

CH “A”

 

Leads CH “B”
for clockwise rotation
viewed from shaft end 
of encoder
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Type E3 Q (Quadrature) 
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Type E4 (N.P.N + P.N.P.-

 

2 Wire)  
10-30Vdc Bi-polar
Current sink/source

Max frequency = 600Hz

SSE 2000/3000

AE 1000

AE 2000

AE 3000

PE 4000

Electrical Output Signal Configuration
Product type –

 

Output type dependant upon chosen pulse rate

+

+

-

-
A

B

+(-)

- (+)

Brown

Blue
Load

Max frequency = 1500Hz
Type Z (2 Wire Non Polarized)       
10-30Vdc

WE 5000

PWE 6000
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