
FIRE SAFETY SITE STORAGE 
For safe storage of flammable liquids and materials 



The ultra-secure walk-in hazardous storage unit for 
fixed installation. The range is the perfect solution 
for storing larger quantities of chemicals  
or flammable substances. Manufactured to an 
exacting standard throughout, this heavy-duty  
walk-in storage unit features a high-security 
anti-tamper door, fixed internal shelving and an 
innovative open steel floor, which allows spillages to 
drain directly into the sump. The range can also be 
customised to suit your exact requirements.

Heavy Duty Flammable Storage Unit

FS01
 — Internal: 1125x1110x1980 

External: 1210x1270x2190

 — Weight: 280kg

 — Sump: 120L

FS04
 — Internal: 1900x2912x1977 

External: 2000x3066x2175

 — Weight: 760kg

 — Sump: 600L

FS02
 — Internal: 1085x1710x1980 

External: 1210x1860x2190

 — Weight: 370kg

 — Sump: 195L

FS05
 — Internal: 1900x3912x1977 

External: 2000x4066x2175

 — Weight: 940kg

 — Sump: 800L

FS03
 — Internal: 1900x1912x1977 

External: 2000x2060x2175

 — Weight: 570kg

 — Sump: 400L

FS06
 — Internal: 1900x5066x1977 

External: 2000x6066x2175

 — Weight: 1300kg

 — Sump: 1000L

FEATURES
 — Built to spec for 30min fire resistance 

 — Meets all legislation for storing fuel or chemicals

 — Fork lifting skids and crane lifting eyes for transportation

 — Ventilation to prevent build up of fumes

 — Fixed internal shelving in all sizes

 — Raised and removable open steel floor



The medium-duty hazardous substance cabinet that complies with all relevant COSHH regulations. The range 
is purpose-built for the indoor safe storage of flammables and chemicals, including paint and other hazardous 
substances. Fully compliant with all legislation relating to the control of substances hazardous to health (COSHH),  
this robust range of cabinets features a liquid-tight sump to contain spillages, as well as galvanized shelves for 
maximum durability.

Features

 — Reinforced doors with 2-point locking flush handles

 — Liquid-tight sump to contain spillages

 — Designed for storing flammables or chemicals, as defined by COSHH guidelines

 — Spill retaining galvanized shelves

 — Suitable for storing fuels or chemicals

 — Fitted with hazardous warning signs

 — Built to specification for 30 minute fire resistance

Medium Duty COSHH Cabinets



CABTF01
 — Internal: 440x395x840 

External: 450x465x905

 — Weight: 31kg

 — Sump: 17L

CABTF03
 — Internal: 890x395x840 

External: 900x465x900

 — Weight: 28kg

 — Sump: 30L

CABTF05
 — Internal: 1190x395x1740 

External: 1200x465x1800

 — Weight: 68kg

 — Sump: 45L

CABS01
 — 900x460x500 

(Suitable for 
CABTF02/03/04/06)

 — Weight: 10kg

 — Sump: n/a

CABTF02
 — Internal: 890x395x640 

External: 900x465x700

 — Weight: 21kg

 — Sump: 30L

CABTF03C
 — Internal: 890x395x840 

External: 900x465x1010

 — Weight: 33kg

 — Sump: 30L

CABTF06
 — Internal: 890x395x1140 

External: 900x465x1200

 — Weight: 41kg

 — Sump: 30L

CABS02
 — Dimensions: 460x460x500

 — Weight: 10kg

 — Sump: n/a

CABTF02C
 — Internal: 890x395x640 

External: 900x465x810

 — Weight: 26kg

 — Sump: 30L

CABTF04
 — Internal: 890x395x1740 

External: 900x465x1800

 — Weight: 55kg

 — Sump: 35L

CABTF07
 — Internal: 335x245x640 

External: 350x315x700

 — Weight: 13kg

 — Sump: 7L

CABS03
 — Dimensions: 350x300x500 

(Suitable for CABTF07)

 — Weight: 5kg

 — Sump: n/a

Medium Duty COSHH Cabinets


