
Fabric Event 
Displays

Tension Fabric Display System

Intelligent, reconfigurable graphics for 
events and exhibitions
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Set apart by its simplicity, and as robust 
as it is versatile, our tension fabric system 

allows for the simple creation of large 
scale graphic displays, backdrop areas and 
space structures for a vast range of event 

and exhibition applications.

Combining tension graphics and precision 
engineered aluminium frames, the Unibox 
Tension Fabric System is a modular display 

solution that adapts to changing needs. 

Available in multiple depths, the system 
can be tailored to meet your requirements 
and floor space, and can even be used to 

create ceiling hung displays.

Tension Fabric 
Display System
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Combining a comprehensive range of extruded aluminium 
profiles, connectors, tension fabric graphics, LED 

lightboxes and accessories. Our modular exhibition stands 
consist of hundreds of individual elements, offering a 

virtually endless amount of options – limited only by the 
imagination of your designer. 

What’s more, our modular system can also be 
reconfigured and used time and time again, lowering the 

overall cost of exhibiting. 

Modular 
System
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LEDGE 65
With precision–engineered aluminium frames 
and fabric graphics that can be changed quickly 
and easily without relying on visual merchandising 
teams, our impactful, large-scale retail lightboxes 
help to drive footfall, generate sales, and enhance 
brand awareness. 
 
Unibox light boxes use solid-state, LED lighting. 
This allows us to maintain a compact footprint, 
high brightness levels, and perfectly even light 
distribution across the large, interchangeable 
graphic surface.

1. Assuming Power Supply efficiency of 80%          2. Can vary +/- 1000K
3. Power Factor is dependent on Power Supply Unit and Load             4. Based on Manufacturers data at 55 degrees celcius

Technical Details

Operating Voltage

LED

Drive Current

Power Factor

Luminous Flux

LED Colour Temperature2

Operating Frequency

LED Quantity

PCB Power Consumption

Total Power Consumption1

LED Operating Voltage

LED Lifetime4

110V~240V AC

Flexible Linear

6A per square metre

>0.9 Typical3

3024 lm per square metre

6000K

50~60Hz

432 per metre

35W per square metre

42W per metre

12V DC

>36,000 hours

65mm

Unibox’s Tension Fabric System allows for the insertion 
of bespoke graphics with silicone edging that stretches 
across the surface of the frame, leaving no creases.  

Tension Fabric
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Unique, dual plate connectors distribute the mechanical 
loads of TFS at the frame corners, ensuring the frame 
stays rigid and the angle consistent at all times.

Reliability
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With in-house CNC technology and aluminium 
bending machinery, we ensure your display is built 
to exact requirements.

Capability
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Unibox partnered with Whiteroom, to provide a 
large scale graphic display solution for Liv, the new 

cycling brand dedicated to women.

This graphic display was a particular 
challenge, as it combined 3D Tension Fabric 
System, which allows graphics to seamlessly 

wrap around corner, with custom curved 
aluminium profiles to complement the brand 

aesthetic/stand visuals.

The result was a visually striking stand, that 
helped generate increased footfall to the 
space, providing the perfect platform for 

Liv’s launch.

Visit our website for the full case study
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After a successful previous collaboration, Wolf & 
White approached Unibox to assist in creating a 

ceiling-hung banner for Tangle Teezer.

Wolf 
and 

White

This challenge was perfect for our 3D 
Tension Fabric System, which allows graphics 

to seamlessly wrap around corners.

We then modified the profile to incorporate 
eye-bolts, allowing the structure to be 

suspended above the POS unit underneath.

Visit our website for the full case study



Wolf 
and 

White
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 HQ: 
Greenside Way, Middleton, Manchester, M24 1SW 

LDN:
Finsbury Business Centre, Bowling Green Lane, 

Clerkenwell, London, EC1R 0NE

0161 655 2121 
info@unibox.co.uk
www.unibox.co.uk

Get In Touch


