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Data output format detailed description
RS232 and RJ-45 data output format
 Simplified data output format (Terse)
Adopt text format., Data consist of『read times,antenna number and tag type and
tag ID』. For example:
4, 1, 4, 1115 F268 81C3 C012
6, 1, 4, 0100 0100 0002 0709
Antenna number: 1 mean antenna1 read; 2 mean antenna 2 read; 4 mean
antenna3 read; 8 mean antenna 4 read; 6 mean antenna 2 and antenna 3 read..
other values analogy, below defination are same.
Tag type: 01H, 01H-ISO18000-6B，02H-EPCC1，04H-EPCC1G2，08H-EM4442.
03H represent Simultaneously read ISO18000-6B and EPCC1. And so on
 Standard data output format (Standard)
Adopt text format. Data consist of 『first read time, last read time, read times,
antenna number, tag type and tag ID』eg.
Disc:2003/01/21 09:00:51, Last:2003/01/21 09:00:51, Count:4, Ant:1, Type:4,
Tag:1115 F268 81C3 C012
Disc:2003/01/21 11:00:10, Last:2003/01/21 11:00:10, Count:6, Ant:1, Type:4,
Tag:0100 0100 0002 0709

Simplified output mode test
Reader Settings

Serial Tools receive tag ID from reader, same tag ID data display text and
hexadecimal below.
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Standard output mode test
Reader Settings

Serial Tools receive tag ID from reader, same tag ID data display text and
hexadecimal below:

Text format

Hexadecim

al, each

data is

166Bytes,

end with

0D 0A（CR

LF）
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ASCll Table

http://www.stronglink-rfid.com

