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Bottom Trawl NetBottom Trawl Net

A four-panel version of the Aleutian Cod Trawl is 

primarily used where more headrope height is 

required.

Features:

 Four-seam design increases headrope height.

 Low-stretch, high-strength riblines support 

codend loads.

 Small bottom wings for low maintenance. 

 Net may be !tted with varying footrope styles 

adjusted to particular !sh species and grounds.

 Constructed using high-grade polyethylene 

netting which allows for greater durability and 

strength.

Aleutian Cod Combination Trawl

* Other sizes and types of  nets are also available

Size

Recommended 

Horse Power

Length
Maximum Design Dimensions                                                                                  

at Transducer

Headrope Footrope Width Height Width Height

HP ft ft fm fm m m

66/87 350 66.0 87.0 4.4 2.0 8.1 3.7

74/102 600 74.0 102.0 5.0 2.5 9.2 4.5

83/119 850 82.7 119.0 5.7 2.6 10.5 4.8

91/140 1200 91.0 140.0 6.1 2.6 11.1 4.8

108/166 1500 107.8 165.3 7.3 3.3 13.4 6.0

118/184 2000 118.7 183.3 8.0 3.4 14.6 6.2

132/201 2800 132.5 201.7 9.0 3.9 16.4 7.2


