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Description 
Panel mount momentary push buttons.  Each kit includes 2 buttons, serrated lock washers and nuts.  
Buttons are sealed with flying leads. 
 

 
 

 
 
 
Features 

• IP68 rated 
• Normally open 
• Flying leads, 20” 
 
 

Kit Contents 
• 1x Blue Button with o-ring, lock washer and nut 
• 1x Yellow Button with o-ring, lock washer and nut 
• User Instructions 

 
Specifications 

• Current rating: 200mA (DC) 
• Electrical Life: 500,000 cycles 
• Mechanical Life: 1,000,000 Cycles 
• Ingress protection: IP68 – Dust Tight, 

Waterproof 
• Mounting type: Panel Mount, Circular, 

13.60mm Diam Cutout 
• Operating Temperature: -30 to 85 deg C 
• Voltage Rating: 50V (DC) 

 

 
 

 
 

 

 
  

Note: a 35/64” drill bit may be used. 
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Wiring Schematic 
 

 
 
  
Warranty Statement 
 Advanced Engine Management Inc. warrants to the consumer that all AEM High Performance products 
will be free from defects in material and workmanship for a period of twelve (12) months from date of the 
original purchase. Products that fail within this 12-month warranty period will be repaired or replaced at 
AEM’s option, when determined by AEM that the product failed due to defects in material or 
workmanship. This warranty is limited to the repair or replacement of the AEM part. In no event shall this 
warranty exceed the original purchase price of the AEM part nor shall AEM be responsible for special, 
incidental or consequential damages or cost incurred due to the failure of this product. Warranty claims to 
AEM must be transportation prepaid and accompanied with dated proof of purchase. This warranty 
applies only to the original purchaser of product and is non-transferable. All implied warranties shall be 
limited in duration to the said 12-month warranty period. Improper use or installation, accident, abuse, 
unauthorized repairs or alterations voids this warranty. AEM disclaims any liability for consequential 
damages due to breach of any written or implied warranty on all products manufactured by AEM. 
Warranty returns will only be accepted by AEM when accompanied by a valid Return Merchandise 
Authorization (RMA) number.  Product must be received by AEM within 30 days of the date the RMA is 
issued.  UEGO oxygen sensors are considered wear items and are not covered under warranty.  Please 
note that before AEM can issue an RMA for any electronic product, it is first necessary for the installer or 
end user to contact the EMS tech line at 1-800-423-0046 to discuss the problem.  Most issues can be 
resolved over the phone.  Under no circumstances should a system be returned or a RMA requested 
before the above process transpires.  AEM will not be responsible for electronic products that are 
installed incorrectly, installed in a non-approved application, misused, or tampered with.  Any AEM 
electronics product can be returned for repair if it is out of the warranty period. There is a minimum charge 
of $50.00 for inspection and diagnosis of AEM electronic parts. Parts used in the repair of AEM electronic 
components will be extra. AEM will provide an estimate of repairs and receive written or electronic 
authorization before repairs are made to the product.  
 


