Auio)Jo ' Rnck

Sensational 19 inch 1U rack mount cable tester.

FERTURES: MEMORY OPTION:

There are 2 rows of 6 LED's corresponding to each of ® There are 3 LED's indicating the state of the MEMORY
the possible connector pins and one for the screen (or option.

ground) connection. As each pin is activated, the ® If the MEMORY LED is on, then AudioJoG Rack automati-
LED's indicate all connections associated with that pin, cally scans all the connections and compares against
so that short, open and crossed circuits can be easily information held with just one press of the test button.

found. The LED's also show the possibility of high
resistance or leakage connections.

® MEMORY works in both test modes.

CONNE

3 Pole XLR Male and Female

)
® 6.35mm Jack, stereo or mono
® Single or Twin 4.4mm Bantam, stereo or mono
: i5pm:n éack,kster?; or mono SPECKICATION
ole Speakon "
& SR S E DOUBLE {SNGLE]} €NDED:
™ RCA Phono @ Continuity and Short Circuits, less than
e BNC 255K {75K} ohms
® Open Circuits (end to end and between
fr=— connected pins), greater than 255K {75K}
TEST MODES: e 500 ohms
® DOUBLE ENDED - both ends of the cable e ©@ ® Less than 2 {5} second test time
under test are plugged into AudioJoG Rack ¥ h ?_ ® L 83mm W 483mm (19") D 45mm (1U)
test is plugged into AudioJoG Rack the other l = 2
into another AudioJoG Rack or the small hand N .
held AudioJoG Pro. M
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ApoJoG Reck by CabledoG Ltd. 18 Browmere Drive, Croft, Warrington. WA3 7HT.
Tel: 01925 764 471 Fax: 01925 764 903 web www.cablejog.com



