
Technical Specifications:

_acoustic noise isolation 

halcyonics_acoustic  

enclosure series



_Available Standard Versions
	
AE_200 	 AE_600	 AE_780	 AE_900	 AE_1000

_Performance Specifications

Isolation technology:	 Multi-layer wall construction, using organic fiber board with
	 outer melamin resin surface and acoustic isolation foam based on 
	 polyether-polyurethane materials on the inside

Flame resistance acc.
FMVSS 302 / DIN 75 200:	 < 100 mm/min.

Handle(s):	� Aluminum alloy, tubular

Door lifting:	 2 Gas pressure springs

isolation performance:		  50 Hz: 13.5 dB
(tested with AE_780) 		     63 Hz: 15.7 dB
	     80 Hz: 11.3 dB
	    100 Hz: 21.7 dB
	    125 Hz: 25.0 dB
	    160 Hz: 26.4 dB
	    200 Hz: 30.7 dB
	    250 Hz: 30.5 dB
	    315 Hz: 25.3 dB
	    400 Hz: 30.3 dB	
	    500 Hz: 33.0 dB
	    630 Hz: 34.5 dB
	    800 Hz: 34.8 dB
	  1,000 Hz: 34.2 dB
	  1,250 Hz: 32.7 dB
	  1,600 Hz: 31.4 dB
	  2,000 Hz: 32.7 dB
	  2,500 Hz: 36.6 dB
	  3,150 Hz: 37.3 dB
	  4,000 Hz: 40.0 dB
	  5,000 Hz: 43.0 dB
	  6,300 Hz: 44.7 dB
	  8,000 Hz: 44.3 dB
	 10,000 Hz: 43.2 dB	

Technical Specifications:



_Other Specifications

Weight: 	 AE_200	 20 kg | 44 lbs
	
	 AE_600	 70 kg | 154 lbs
	
	 AE_780	 80 kg | 176 lbs

	 AE_900	 100 kg | 220 lbs 

	 AE_1000	 120 kg | 264 lbs	  
	
	 	
_Environmental and Operational Requirements
	
Relative humidity:	 0–90  %

Operating altitude:	 < 2,500  m | 8,100  ft
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AE_600 Outer Dimension AE_600 Internal Dimension AE_200

Technical Dimensions:

A

A = 855 mm | 33.7"
B = 787 mm | 31.0"
C =  55 mm |  2.2"
D = 700 mm | 27.6"
E = 700 mm | 27.6"
F = 150 mm |  5.9"
G = 420 mm | 16.5" 
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A = 800 mm | 31.5"
B = 270 mm | 10.6"
C =  82 mm |  3.2"
D = 140 mm |  5.5"
E = 600 mm | 23.6"
F = 600 mm | 23.6"
G = 86°
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A = 450 mm | 17.7"
B = 500 mm | 19.7"
C = 352 mm | 13.9"
D = 415 mm | 16.3"
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AE_1000

Internal Dimension

A =  942 mm | 37.1"
B =  450 mm | 17.7"
C =   82 mm |  3.2"
D =  140 mm |  5.5"
E = 1050 mm | 41.4"
F =  950 mm | 37.4"
G =   86°

Outer Dimension

A = 1000 mm | 39.4"
B =  675 mm | 26.6"
C =   55 mm |  2.2"
D = 1184 mm | 46.6"
E = 1070 mm | 42.1"
F =  150 mm |  5.9"
G =  420 mm | 16.5"

AE_900

Internal Dimension

A = 940 mm | 37.0"
B = 455 mm | 17.9"
C =  82 mm |  3.2"
D = 140 mm |  5.5"
E = 750 mm | 29.5"
F = 950 mm | 37.4"
G =  86°

Outer Dimension

A = 1000 mm | 39.4"
B =  700 mm | 27.6"
C =   50 mm |  2.0"
D =  920 mm | 36.2"
E = 1070 mm | 42.1"
F =  150 mm |  5.9"
G =  420 mm | 16.5"

AE_900

AE_780 

Internal Dimension

A = 940 mm | 37.0"
B = 395 mm | 15.6"
C =  82 mm |  3.2"
D = 140 mm |  5.5"
E = 600 mm | 23.6"
F = 780 mm | 30.7"
G =  86°

Outer Dimension

A = 1000 mm | 39.4"
B =  700 mm | 27.6"
C =   50 mm |  2.0"
D =  770 mm | 30.3"
E =  950 mm | 37.4"
F =  150 mm |  5.9"
G =  420 mm | 16.5"

AE_780 AE_1000


