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FINGERSTOCK

SPRING-LINE® Beryllium-Copper and Stainless Steel Gaskets
SPRING-LINE
Beryllium-Copper and
Stainless Steel Gaskets

SPRING-LINE beryllium-copper gaskets
combine high levels of EMI shielding effec-
tiveness with spring-finger wiping and low
closure force properties. The high perform-
ance qualities of beryllium-copper – high
tensile strength, excellent anti-corrosion
properties, and superb electrical conductiv-
ity – make it an ideal material for EMI shield-
ing over a broad frequency range.

SPRING-LINE shielding gaskets are
available standard in bright tin, brightcop-
per, and bright nickel finishes, and others
upon request. Strips can be soft soldered or
resistance welded without damage to their
working surface. SPRING-LINE profiles can
be installed by edge mounting, slot mount-
ing, using a track and plastic rivet system or
by pressure-sensitive adhesive.

Chemical Composition
Beryllium . . . . . . . . . . . 1.8-2.0%
Cobalt plus Nickel . . . . . 0.20% min.
Cobalt plus Nickel . . . . . 0.60% max.
plus Iron
Copper . . . . . . . . . . . . . Balance
General plating . . . . . . . 2 to 6 microns
thickness approx. (excluding

exotic metals)

Mechanical and Electrical Properties
Tensile strength . . . . . . 175 ksi min.
Yield strength . . . . . . . . 150 ksi min.
Hardness . . . . . . . . . . . Rockwell C38-44

Pressure-Sensitive Adhesive Tape
Acrylic adhesive
Service temperature range –55 to 230°C
(–67 to 450°F)
48 hour cure time with high peel and
shear strength
High resistance to solvents
Minimum 12-month PSA shelf life

MATERIAL SPECIFICATIONS – BERYLLIUM COPPER PER ASTM B194 UNS C17200 AND PSA TAPE

Table 1

Bright Copper Brass, Copper, Nickel-Copper
Alloys, Monel, Stainless Steel,
Silver

Bright Nickel Brass, Cadmium, Carbon Steel,
Copper, Iron, Nickel, Stainless
Steel, Tin

Bright Tin Aluminum, Aluminum Alloys,
Beryllium, Cadmium, Carbon
Steel, Chromium, Nickel, Tin,
Zinc

Gold Gold, Platinum, Gold-Platinum
Alloys, Graphite, Silver, Silver
Alloys, Paladium, Rhodeum,
Titanium, Silver Filled Coatings,
Monel, Nickel, Nickel-Copper
Alloys, AISI 300 Series Steels,
Cobalt, Nickel and Cobalt Alloys

Zinc/Clear Aluminum, Aluminum Alloys,
Chromate Zinc, Chromium, Cadmium,

Carbon Steel, Iron, Nickel,
Tin, Tin/Lead Solder

PLATING FINISH RECOMMENDED MATING
AND MOUNTING SURFACES

For additional plating options, please contact Chomerics Applications Engineering Dept.

Ordering Procedure
Standard SPRING-LINE gasket configurations are illustrated on the

following pages. Gaskets are supplied in 16 inch (406 mm) standard
lengths, with the exception of configurations 11832 and 11833, which are
supplied in 15 inch (38.1 cm) lengths. Longer length options are indicated
on each profile. Strips can also be pre-cut to custom full finger lengths
(i.e. cut lengths must fall between fingers in the slot area). Use the follow-
ing example for constructing SPRING-LINE gasket part numbers.

Example: 81-02-11816-XXXXSF-XXXXX
81 – Designates Chomerics’ SPRING-LINE product line
02 – Designates PSA mounting tape (01 designates no PSA tape)
11816 – Designates the specific gasket configuration
XXXX – Designates choice of plating finish:

2000 = Clean and bright (unplated)
3000 = Zinc/clear chromate
4000 = Bright nickel
5000 = Bright tin
9000 = Gold

SF = Soft finger variant, thickness less than standard (Optional if Shown)
ST = Stainless Steel (Optional if Shown)
XXXXX – Designates length assigned by Chomerics

Table

Table 2



TWIST SERIES

Additional profiles are available.
Request information.

PART NO. 81-02-14235-XXXX
PART NO. 81-02-14235-XXXXSF
PART NO. 81-02-14235-XXXXST

PART NO. 81-02-14347-XXXX
PART NO. 81-02-14347-XXXXSF
PART NO. 81-02-14347-XXXXST

.150 (3.81) FINGER
.165 (4.19) PITCH

 16 (406) TYP.
 24 (610) MAX.

PSA
0.070 (1.78)

0.180
 (4.57)

0.160 (4.06)

8

PART NO. 81-02-11840-XXXX

MTL THICKNESS 0.006 (0.152)

PART NO. 81-02-11823-XXXX

MTL THICKNESS 0.003 (0.076)

PART NO. 81-02-11824-XXXX

MTL THICKNESS 0.004 (0.102)

PART NO. 81-02-11825-XXXX

MTL THICKNESS 0.003 (0.076)

PART NO. 81-02-11826-XXXX

MTL THICKNESS 0.003 (0.076)

ALL PURPOSE
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All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

continued(mm dimensions in parentheses)

SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

MTL THICKNESS 0.003 (0.076)
SF (SOFT FINGERS) MTL THICKNESS 0.002 (.051)

ST (STAINLESS STEEL) MTL THICKNESS 0.002 (.051)
MTL THICKNESS 0.003 (0.076)

SF (SOFT FINGERS) MTL THICKNESS 0.002 (.051)
ST (STAINLESS STEEL) MTL THICKNESS 0.002 (.051)
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SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

(mm dimensions in parentheses)

PART NO. 81-02-11816-XXXX

MTL THICKNESS 0.003 (0.076)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

PART NO. 81-02-14449-XXXX

MTL THICKNESS 0.003 (0.076)

MTL THICKNESS 0.004 (0.102)

SF (SOFT FINGERS) MTL THICKNESS 0.002 (.051)

PART NO. 81-02-11816-XXXXSF

TWIST SERIES continued

PART NO. 81-02-14450-XXXXPART NO. 81-02-14689-XXXX

MTL THICKNESS 0.005 (0.127)

Dimensions
Chomerics Part Number A B C Material MTL Thickness
81-02-11818-XXXX 0.228 (5.80) 0.031 (0.80) 0.142 (3.60) BE/CU 0.003 (0.076)
81-02-11818-XXXXSF 0.228 (5.80) 0.031 (0.80) 0.142 (3.60) BE/CU 0.002 (0.051)
81-02-11818-XXXXST 0.228 (5.80) 0.031 (0.80) 0.142 (3.60) STAINLESS STEEL 0.002 (0.051)
81-02-14615-XXXX 0.200 (5.10) 0.030 (0.762) 0.140 (3.56) BE/CU 0.003 (0.076)

A

C

B

0.080 (2.03) FINGER

16 (406) TYP.

24 (609) MAX.

0.095 (2.41) PITCH

Dimensions
Chomerics Part Number A B C Material MTL Thickness
81-02-14616-XXXX 0.300 (7.60) 0.070 (1.78) 0.150 (3.81) BE/CU 0.003 (0.076)
81-02-14616-XXXXSF 0.300 (7.60) 0.070 (1.78) 0.150 (3.81) BE/CU 0.002 (0.051)
81-02-11817-XXXX 0.340 (8.64) 0.070 (1.78) 0.180 (4.57) BE/CU 0.003 (0.076)
81-02-11817-XXXXSF 0.340 (8.64) 0.070 (1.78) 0.180 (4.57) BE/CU 0.002 (0.051)
81-02-11817-XXXXST 0.340 (8.64) 0.070 (1.78) 0.180 (4.57) STAINLESS STEEL 0.002 (0.051)
81-02-14502-XXXX 0.470 (11.9) 0.070 (1.78) 0.310 (7.87) BE/CU 0.003 (0.076)

A

C

B

0.150 (3.81) FINGER

16 (406) TYP.

24 (609) MAX.

0.165 (4.19) PITCH



SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

PART NO. 81-01-11841-XXXX
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All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

continued
(mm dimensions in parentheses)

PART NO. 81-01-11828-XXXX

MTL THICKNESS 0.005 (0.127)

Additional profiles are available. Request information.

4

PART NO. 81-01-14334-XXXX
PART NO. 81-01-14334-XXXXSF
PART NO. 81-01-14334-XXXXST

MTL THICKNESS 0.006 (0.152)
SF (SOFT FINGERS) MTL THICKNESS 0.0035 (0.089)
ST (STAINLESS STEEL) MTL THICKNESS 0.004 (0.102)

PART NO. 81-01-11831-XXXX

MTL THICKNESS 0.005 (0.127)

EDGE MOUNT

Chomerics Part Number A B Panel Thickness Finger Pitch Thickness C Max Length
81-01-14688-XXXX 0.23 0.03 0.06 0.080 0.095 0.003 0.10 18

(5.84) (0.762) (1.52) (2.03) (2.41) (0.076) (2.54) (457)
81-01-14686-XXXX 0.23 0.03 0.03 0.080 0.095 0.003 0.10 18

(5.84) (0.762) (0.762) (2.03) (2.41) (0.076) (2.54) (457)
81-01-14687-XXXX 0.23 0.03 0.04 0.080 0.095 0.003 0.10 18

(5.84) (0.762) (1.02) (2.03) (2.41) (0.076) (2.54) (457)
81-01-14350-XXXX 0.38 0.07 0.06 0.150 0.165 0.003 0.14 24

(9.65) (1.78) (1.52) (3.81) (4.19) (0.076 (3.56)) (610)

*Lances optional on all profiles below. Add L to the end
of the part number (i.e. 81-01-14350-2000L)

See Table Below for
Dimensions

Chomerics Part Number A B Panel Thickness Finger Pitch Thickness C Max Length
81-01-14399-XXXX 0.16 0.03 0.060 0.080 0.095 0.003 0.10 18

(4.06) (0.762) (1.52) (2.03) (2.41) (0.076) (2.54) (457)
81-01-14507-XXXX 0.16 0.03 0.050 0.080 0.095 0.003 0.10 18}

(4.06) (0.762) (1.27) (2.03) (2.41) (0.076) (2.54) (457)
81-01-14685-XXXX 0.16 0.03 0.040 0.080 0.095 0.003 0.10 18

(4.06) (0.762) (1.02) (2.03) (2.41) (0.076) (2.54) (457)
81-01-14493-XXXX 0.16 0.03 0.030 0.080 0.095 0.003 0.10 18

(4.06) (0.762) (0.762) (2.03) (2.41) (0.076) (2.54) (457)
81-01-14457-XXXX 0.22 0.07 0.060 0.150 0.165 0.003 0.14 18

(5.59) (1.78) (1.52) (3.81) (4.19) (0.076) (3.56) (457)
81-01-14456-XXXX 0.22 0.07 0.050 0.150 0.165 0.003 0.14 18

(5.59) (1.78) (1.27) (3.81) (4.19) (0.076) (3.56) (457)

*Lances optional on all profiles below. Add L to the end
of the part number (i.e. 81-01-14456-2000L)

See Table Below for
Dimensions

MTL THICKNESS 0.004 (0.102)

1.00  (2.54) 
(Example Only-Not to Scale)

R.04 
(1.02) 
TYP.

16” (408) TYP.  MAX. (See Table)  

R.04 
(1.02) 
TYP.

16” (408) TYP. MAX. (See Table)

1.00” (2.54)
(Example Only-Not to Scale)



EDGE MOUNT continued

PART NO. 81-01-11830-XXXX

MTL THICKNESS 0.004 (0.102)

PART NO. 81-01-14537-XXXX
PART NO. 81-01-14537-XXXXSF

MTL THICKNESS 0.005 (0.127)
SF (SOFT FINGERS) MTL THICKNESS 0.003 (0.076)

PART NO. 81-01-14454-XXXX
PART NO. 81-01-14454-XXXXSF

MTL THICKNESS 0.0035 (0.089)
SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)
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All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

continued

(mm dimensions in parentheses)

5

PART NO. 81-01-11827-XXXX

‘D’ LANCES, .500 PITCH

PART NO. 81-01-11829-XXXX

MTL THICKNESS 0.005 (0.127)

Additional profiles are available. Request information.

SF (SOFT FINGERS) MTL THICKNESS 0.003 (0.076)
MTL THICKNESS 0.005 (0.127)

WITH D-LANCES
PART NO. 81-01-14380-XXXX
PART NO. 81-01-14380-XXXXSF

PART NO. 81-01-14403-XXXX
PART NO. 81-01-14403-XXXXSF

MTL THICKNESS 0.005 (0.127)
SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)

PART NO. 81-01-14453-XXXX
PART NO. 81-01-14453-XXXXSF

MTL THICKNESS 0.0035 (0.089)
SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)

MTL THICKNESS 0.005 (0.127)
RECOMMENDED PANEL THICKNESS 0.040 (1.02)

WITHOUT D-LANCES
PART NO. 81-01-14711-XXXX
PART NO. 81-01-14711-XXXXSF

16.0 (406) TYP .

24.0 (610) MAX.

EDGE MOUNT

FOR P ANEL

THICKNESS

0.05 (1.27) 

.20 

(5.08)

"D" LANCE TYP .
.10 

(2.57)

.310 

(7.87)

.135 (3.43) FINGER 

.182 (4.62) PITCH
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SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

EDGE MOUNT continued

*Lances optional on all profiles below. Add L to the end of the part number (i.e. 81-01-14411-2000L)

Dimensions Panel
Chomerics Part Number A B Thickness Material MTL Thickness

81-01-14411-XXXX 0.08 (2.03) 0.42 (10.67) 0.040 (1.02) BE/CU 0.005 (0.127)
81-01-14381-XXXX 0.08 (2.03) 0.42 (10.67) 0.050 (1.27) BE/CU 0.005 (0.127)
81-01-14383-XXXX 0.08 (2.03) 0.42 (10.67) 0.060 (1.52) BE/CU 0.005 (0.127)
81-01-14617-XXXX 0.10 (2.50) 0.30 (7.62) 0.045 (1.14) BE/CU 0.005 (0.127)
81-01-14618-XXXX 0.10 (2.50) 0.30 (7.62) 0.050 (1.27) BE/CU 0.005 (0.127)
81-01-14619-XXXX 0.10 (2.50) 0.30 (7.62) 0.065 (1.65) BE/CU 0.005 (0.127)
81-01-14620-XXXX 0.10 (2.50) 0.30 (7.62) 0.070 (1.78) BE/CU 0.005 (0.127)
81-01-14624-XXXX 0.11 (2.79) 0.45 (11.43) 0.045 (1.14) BE/CU 0.005 (0.127)
81-01-14625-XXXX 0.11 (2.79) 0.45 (11.43) 0.050 (1.27) BE/CU 0.005 (0.127)
81-01-14626-XXXX 0.11 (2.79) 0.45 (11.43) 0.065 (1.65) BE/CU 0.005 (0.127)
81-01-14627-XXXX 0.11 (2.79) 0.45 (11.43) 0.070 (1.78) BE/CU 0.005 (0.127)
81-01-14623-XXXX 0.12 (3.05) 0.42 (10.67) 0.040 (1.02) BE/CU 0.005 (0.127)
81-01-14623-XXXXSF 0.12 (3.05) 0.42 (10.67) 0.040 (1.02) BE/CU 0.0035 (0.089)
81-01-14351-XXXX 0.12 (3.05) 0.42 (10.67) 0.060 (1.52) BE/CU 0.005 (0.127)
81-01-14351-XXXXSF 0.12 (3.05) 0.42 (10.67) 0.060 (1.52) BE/CU 0.0035 (0.089)
81-01-14410-XXXX 0.12 (3.05) 0.42 (10.67) 0.090 (2.29) BE/CU 0.005 (0.127)
81-01-14410-XXXXSF 0.12 (3.05) 0.42 (10.67) 0.090 (2.29) BE/CU 0.0035 (0.089)
81-01-14621-XXXX 0.14 (3.56) 0.42 (10.67) 0.030 (0.76) BE/CU 0.005 (0.127)
81-01-14621-XXXXSF 0.14 (3.56) 0.42 (10.67) 0.030 (0.76) BE/CU 0.0035 (0.089)
81-01-14341-XXXX 0.14 (3.56) 0.42 (10.67) 0.050 (1.27) BE/CU 0.005 (0.127)
81-01-14341-XXXXSF 0.14 (3.56) 0.42 (10.67) 0.050 (1.27) BE/CU 0.0035 (0.089)
81-01-14498-XXXX 0.14 (3.56) 0.42 (10.67) 0.060 (1.52) BE/CU 0.005 (0.127)
81-01-14498-XXXXSF 0.14 (3.56) 0.42 (10.67) 0.060 (1.52) BE/CU 0.0035 (0.089)
81-01-14622-XXXX 0.16 (4.06) 0.42 (10.67) 0.060 (1.52) BE/CU 0.005 (0.127)
81-01-14622-XXXXSF 0.16 (4.06) 0.42 (10.67) 0.060 (1.52) BE/CU 0.0035 (0.089)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.
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PART NO. 81-01-14404-XXXX
PART NO. 81-01-14404-XXXXSF

MTL THICKNESS 0.0035 (0.089)
SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)

PART NO. 81-01-14340-XXXX

MTL THICKNESS 0.005 (0.127)

PART NO. 81-01-14332-XXXX

MTL THICKNESS 0.005 (0.127)

PART NO. 81-01-14323-XXXX

MTL THICKNESS 0.005 (0.127)
RECOMMENDED PANEL THICKNESS 0.060 (1.52)



HOOK-ON

SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued
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(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

PART NO. 81-01-11832-XXXX

MTL THICKNESS 0.003 (0.076)

PART NO. 81-01-11833-XXXX

MTL THICKNESS 0.003 (0.076)

RIVET & TRACK

PART NO. 81-01-11901-XXXX
PART NO. 81-01-11839-XXXX

MTL THICKNESS 0.004 (0.102)

PART NO. 81-02-14452-XXXX
PART NO. 81-02-14452-XXXXSF

MTL THICKNESS 0.0035 (0.089)

MTL THICKNESS 0.0035 (0.089)

PART NO. 81-02-14368-XXXX
PART NO. 81-02-14368-XXXXSF
PART NO. 81-02-14368-XXXXST

MTL THICKNESS 0.0035 (0.089)
SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)
ST (STAINLESS STEEL) MTL THICKNESS 0.002 (0.051)

SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)

SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)

PART NO. 81-02-14274-XXXX
PART NO. 81-02-14274-XXXXSF
PART NO. 81-02-14274-XXXXST

ST (STAINLESS STEEL) MTL THICKNESS 0.002 (0.051)

7

LARGE ENCLOSURE

PART NO. 81-01-14552-XXXX
PART NO. 81-01-14552-XXXXR

MTL THICKNESS 0.002 (0.051)
R (Integral Retaining Tab at Each End)

MTL THICKNESS 0.004 (0.102)



PART NO. 81-02-11834-XXXX

MTL THICKNESS 0.003 (0.076)

PART NO. 81-02-14289-XXXX
PART NO. 81-02-14289-XXXXSF
PART NO. 81-02-14289-XXXXST

MTL THICKNESS 0.0035 (0.089)

PART NO. 81-02-14346-XXXX
PART NO. 81-02-14346-XXXXSF
PART NO. 81-02-14346-XXXXST

MTL THICKNESS 0.0035 (0.089)
SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)
ST (STAINLESS STEEL) MTL THICKNESS 0.002 (0.051)

US Headquarters TEL +(1) 781-935-4850 FAX +(1) 781-933-4318 • www.chomerics.com
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continued

NO SNAG

(mm dimensions in parentheses)

SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

Additional profiles are available. Request information.

PART NO. 81-02-14330-XXXX

MTL THICKNESS 0.0035 (0.089)

SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)
ST (STAINLESS STEEL) MTL THICKNESS 0.002 (0.051)

8

Chomerics Part Number A B C Finger Pitch Thickness Max Length
81-02-14455-XXXX 0.21 0.08 0.13 0.042 0.060 0.002 16

(5.33) (2.03) (3.30) (1.07) (1.52) (0.051) (406)
81-02-14310-XXXX 0.21 0.08 0.13 0.169 0.187 0.002 16

(5.33) (2.03) (3.30) (4.29) (4.75) (0.051) (406)
81-02-14310-XXXXST 0.21 0.08 0.13 0.169 0.187 0.002 16

(5.33) (2.03) (3.30) (4.29) (4.75) (0.051) (406)
81-02-14311-XXXX 0.28 0.11 0.18 0.169 0.187 0.002 24

(11.18) (2.79) (4.57) (4.29) (4.75) (0.051) (610)
81-02-14294-XXXX 0.32 0.11 0.21 0.169 0.187 0.002 18

(8.13) (2.79) (2.79) (4.29) (4.75) (0.051) (457)
81-02-14306-XXXX 0.37 0.13 0.21 0.225 0.250 0.002 16

(9.40) (3.30) (5.33) (5.72) (6.35) (0.051) (406)
81-02-14337-XXXX 0.60 0.22 0.28 0.343 0.375 0.0035 24

(15.24) (5.59) (11.18) (8.71) (9.53) (0.089) (610)
81-02-14337-XXXXSF 0.60 0.22 0.28 0.343 0.375 0.002 24

(15.24) (5.59) (11.18) (8.71) (9.53) (0.051) (610)
81-02-14432-XXXX 0.80 0.32 0.44 0.343 0.375 0.004 24

(20.32) (8.13) (11.18) (8.71) (9.53) (0.102) (610)
81-02-14315-XXXX 1.10 0.40 0.78 0.460 0.500 0.005 18

(27.94) (10.16) (19.81) (11.68) (12.70) (0.127) (457)



US Headquarters TEL +(1) 781-935-4850 FAX +(1) 781-933-4318 • www.chomerics.com
Europe TEL +(44) 1628 404000 FAX +(44) 1628 404090

Asia Pacific TEL +(852) 2 428 8008 FAX +(852) 2 423 8253
South America TEL +(55) 11 3917 1099 FAX +(55) 11 3917 0817

(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

NO SNAG (Continued)

PART NO. 81-02-14451-XXXX
PART NO. 81-02-14451-XXXXSF

MTL THICKNESS 0.0035 (0.089)

PART NO. 81-02-11821-XXXX

PART NO. 81-02-14308-XXXX

MTL THICKNESS 0.0035 (0.089)

PART NO. 81-02-14432-XXXX

MTL THICKNESS 0.004 (0.102)

SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

SF (SOFT FINGERS) MTL THICKNESS 0.0025 (0.064)
MTL THICKNESS 0.004 (0.102)

0.610
(15.4) 

0.280 
(7.11)

0.220
(5.59)

PSA

16.0 (406) TYP. MAX.
 

.343 (8.71) FINGER 

 

.375 (9.53) PITCH

PART NO. 81-02-11820-XXXX

PART NO. 81-02-14461-XXXX

16 (406) TYP . MA X.

0.225 (5.72) FINGER

0.250 (6.35) PITCH
0.205 (5.21)

0.130 (3.30) ±.010

PSA

0.370 (9.40)

PART NO. 81-02-14348-XXXX

MTL THICKNESS 0.0035 (0.089)

PART NO. 81-02-11822-XXXX

MTL THICKNESS 0.003 (0.076)

0.250 (6.35) 

PITCH

0.225 (5.72)

 FINGER

8

0.130

(3.30)

16  (406) TYP . MAX.

0.200 (5. 08)0.060

(1.52)
0.370 (9.40 )

PSA  WITH

EXTENDED LINER

0.080 (2.03)

PART NO. 81-02-14200-XXXX

MTL THICKNESS 0.002 (0.051)

PART NO. 81-02-11819-XXXX

MTL THICKNESS 0.004 (0.102)

9

MTL THICKNESS 0.005 (0.127)MTL THICKNESS 0.004 (0.102)
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SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

continued
(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

10

SLOT MOUNT

NO SNAG (Continued)

PART NO. 81-02-14464-XXXX

MTL THICKNESS 0.003 (0.076) MTL THICKNESS 0.003 (0.076)

PART NO. 81-02-14467-XXXX

Alternating Slot Design
Chomerics PanelInstalledStandard
Part Number A B Finger Pitch Thickness C D (Max) Width Height Length

81-01-30ASP-XXXX
0.32 0.11 0.169 0.187 0.0035 0.095 0.270 0.030-0.050 0.07 18
(8.13) (2.79) (4.29) (4.75) (0.089) (2.41) (6.86) (0.762-1.27) (1.78) (457)

81-01-30ASP-XXXXSF
0.32 0.11 0.169 0.187 0.002 0.095 0.270 0.030-0.050 0.07 18
(8.13) (2.79) (4.29) (4.75) (0.051) (2.41) (6.86) (0.762-1.27) (1.78) (457)

81-01-31ASP-XXXX
0.37 0.13 0.232 0.250 0.002 0.095 0.320 0.030-0.050 0.09 18
(9.40) (3.30) (5.89) (6.35) (0.051) (2.41) (8.13) (0.762-1.27) (2.29) (457)

81-01-32ASP-XXXX
0.60 0.22 0.250 0.282 0.005 0.140 0.520 0.060-0.070 0.15 18
(15.24) (5.59) (6.35) (7.16) (0.127) (3.56) (13.21) (0.152-1.78) (3.81) (457)

81-01-32ASP-XXXXSF
0.60 0.22 0.250 0.282 0.003 0.140 0.520 0.060-0.070 0.15 18
(15.24) (5.59) (6.35) (7.16) (0.076) (3.56) (13.21) (0.152-1.78) (3.81) (457)

30 Profile Option (Example)

AS Alternating Slot Design
HS Alternating Hook Slot Design
P Pattern Option (1 through 5)

XXXX Finish Option

ALTERNATING SLOT GASKETS

PART NUMBERING
SYSTEM

81-01-30ASP-XXXX-LENGTH
81-01-30HSP-XXXX-LENGTH

No.1 Repeating Finger Pattern No.2 Repeating Finger PatternNo.2 Repeating Finger Pattern No.3 Repeating Finger Pattern

No.4 Repeating Finger Pattern No.5 Repeating Finger Pattern

Notes: Standard ordering length is approximately 18 in. (457mm). All standard lengths will begin and end with a full finger.
Please contact Chomerics Applications Engineering Department for other panel sizes
Installed height specified in the table above is typical when installed with the range of panel widths given and
with dimension D approximately at Max. Actual installed height may vary with each application.

FULL FINGER

SEMI FINGER, NO SLOT

Pattern No. 1 shown in this examplePattern No. 1 shown in this example



SLOT MOUNT (Continued)
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SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

PART NO. 81-01-11835-XXXX

MTL THICKNESS 0.005 (0.127)

Note - available in
single finger only

PART NO. 81-01-14186-XXXX

MTL THICKNESS 0.004 (0.102)

MTL THICKNESS 0.005 (0.127)

PART NO. 81-01-14187-XXXX

Note - available in
single finger only SLOT

SLOT

PART NO. 81-01-14413-XXXX

MTL THICKNESS 0.0035 (0.089)

Available with Track and Rivet System using either a .125” diameter hole,
a .136” diameter hole or a .140” x .200” slotted hole

PART NO. 81-01-14215-XXXX

MTL THICKNESS 0.002 (0.051)

PART NO. 81-01-14309-XXXX

MTL THICKNESS 0.0035 (0.089)

SF (SOFT FINGERS) MTL THICKNESS 0.002 (.051)

SF (SOFT FINGERS) MTL THICKNESS 0.002 (.051)

continued(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

PART NO. 81-01-14413-XXXXSF

PART NO. 81-01-14309-XXXXSF

11

Alternating Hook Slot Design
Panel Installed Standard

Part Number A B Finger Pitch Thickness C D (Max) Width Height Length

81-01-33HSP-XXXX
0.32 0.11 0.169 0.187 0.0035 0.095 0.270 0.030-0.050 0.07 18
(8.13) (2.79) (4.29) (4.75) (0.089) (2.41) (6.86) (0.762-1.27) (1.78) (457)

81-01-33HSP-XXXXSF
0.32 0.11 0.169 0.187 0.002 0.095 0.270 0.030-0.050 0.07 18
(8.13) (2.79) (4.29) (4.75) (0.051) (2.41) (6.86) (0.762-1.27) (1.78) (457)

81-01-34HSP-XXXX
0.37 0.13 0.232 0.250 0.002 0.095 0.320 0.030-0.050 0.09 18
(9.40) (3.30) (5.89) (6.35) (0.051) (2.41) (8.13) (0.762-1.27) (2.29) (457)

Pattern No. 1 shown in this example

Notes: Standard ordering length is approximately 18 in. (457mm). All standard lengths will begin and end with a full finger.
Please contact Chomerics Applications Engineering Department for other panel sizes
Installed height specified in the table above is typical when installed with the range of panel widths given and
with dimension D approximately at Max. Actual installed height may vary with each application.



12

FOLD OVER

SLOT MOUNT (Continued)

PART NO. 81-01-14468-XXXX PART NO. 81-01-14291-XXXX

MTL THICKNESS 0.004 (0.102)

SPRING-LINE®Beryllium-Copper EMI Shielding Gaskets continued

MTL THICKNESS 0.003 (0.076)

PART NO. 81-02-11838-XXXX

0.059
(1. 50)

PART NO. 81-02-11837-XXXX

MTL THICKNESS 0.003 (0.076)

US Headquarters TEL +(1) 781-935-4850 FAX +(1) 781-933-4318 • www.chomerics.com
Europe TEL +(44) 1628 404000 FAX +(44) 1628 404090
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(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

Additional profiles are available.
Request information.

0.14 (3.56) 
2 PLS

8

0.60
 (15.24)

0.19
(4.83)0.187

(4.75)

PART NO. 81-01-14556-XXXX

MTL THICKNESS 0.005 (0.127)

0.187 (4.75) PITCH
0.169 (4.29) FINGER

1.478 ±0.03
(37.54 ±0.75)

0.32 
(8.13)

0.12 (3.0)

0.08 (2.0)
2 PLS

MTL THICKNESS 0.004 (0.101)

PART NO. 81-01-14557-XXXX

PART NO. 81-01-14463-XXXX

MTL THICKNESS 0.005 (0.127)

MTL THICKNESS 0.004 (0.101)



FOLD OVER (Continued)

PART NO. 81-01-14357-XXXX

MTL THICKNESS 0.005 (0.127)

PART NO. 81-01-14358-XXXX

MTL THICKNESS 0.005 (0.127)

US Headquarters TEL +(1) 781-935-4850 FAX +(1) 781-933-4318 • www.chomerics.com
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(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

PART NO. 81-01-14307-XXXX

MTL THICKNESS 0.010 (0.254)

PART NO. 81-01-14338-XXXX

MTL THICKNESS 0.004 (0.102)

GROUNDING STRIPS

PART NO. 81-01-14355-XXXX

MTL THICKNESS 0.010 (0.254)

PART NO. 81-01-14329-XXXX
PART NO. 81-01-14329-XXXXSF

24 (609) MAX. 
 

0.091 (2.31) FINGER

0.134 (3.40) PITCH

0.280
(7.11)

0.900
(22.86)

0.200
(5.08)

8

MTL THICKNESS 0.010 (0.254)
SF (SOFT FINGER) MTL THICKNESS 0.005 (0.127)

PART NO. 81-02-11836-XXXX

MTL THICKNESS 0.003 (0.076)

Additional profiles are available.
Request information.

13



GROUNDING CONTACTS
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(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

PART NO. 81-01-14420-2000ST

ST (STAINLESS STEEL) MTL THICKNESS 0.006 (0.152)

PART NO. 81-01-14422-2000ST

ST (STAINLESS STEEL) MTL THICKNESS 0.006 (0.152)

PART NO. 81-01-14421-2000ST

ST (STAINLESS STEEL) MTL THICKNESS 0.006 (0.152)

PART NO. 81-01-14359-XXXX

MTL THICKNESS 0.006 (0.152)

PART NO. 81-01-14360-XXXX

MTL THICKNESS 0.010 (0.254)

GROUNDING STRIPS (Continued)

Additional profiles are available.
Request information.
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COMPACT PCI GASKETS
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(mm dimensions in parentheses)

All dimensions are nominal. For applications where tolerances are critical, contact Chomerics’ Applications Engineering Dept.

15

PART NO. 81-01-14722-2000ST
PART NO. 81-01-14722-2000ST-3U
PART NO. 81-01-14722-2000ST-6U

PART NO. 81-01-14722-XXXX
PART NO. 81-01-14722-XXXX-3U
PART NO. 81-01-14722-XXXX-6U

MTL THICKNESS 0.002 (0.051)

PART NO. 81-01-14446-2000ST (STAINLESS STEEL)**
PART NO. 81-01-14446-2000ST-3U
PART NO. 81-01-14446-2000ST-6U

MTL THICKNESS 0.003 (0.076)
*Stainless steel versions offered unplated
**Part 81-01-14446-2000ST available only in stainless steel

NOTE: All Specifications Current as of 7/8/08, Rev.2


