
Engine	 Diameter Base	# Size Engine Diameter Base	# Size Engine Diameter Base	# Size

3.898 STD 3.898 STD 3.780 STD
3.905 007 3.905 007 3.785 005
3.917 STD 3.917 STD 3.815 035
3.927 010 3.927 010 3.825 045
3.937 020 3.937 020 3.845 065
4.000 STD 4.000 STD 3.898 STD
4.005 005 4.005 005 3.905 007
4.010 010 4.025 025 3.917 STD
4.020 020 4.030 030 3.927 010
4.025 025 4.035 035 3.937 020
4.030 030 4.040 040 4.000 STD
4.035 035 4.045 045 4.005 005
4.040 040 4.055 055 4.025 025
4.045 045 4.060 060 4.030 030
4.050 050 4.065 065 4.035 035
4.055 055 4.070 070 4.040 040
4.060 060 4.080 080 4.045 045
4.065 065 4.100 100 4.055 055
4.070 070 4.120 120 4.060 060
4.080 080 4.065 065
4.100 100 4.070 070
4.120 120 4.080 080
4.125 STD 4.100 100
4.135 010 4.120 120
4.155 030
4.165 040
4.185 060

PERFORMANCE 
1.5			1.5			3.0mm

SN9045

LS	6.0L
LS2	6.0L
LS3	6.2L
LSA	6.2L
LS9	6.2L
Hemi	6.1L

SM8531LS	4.8/5.3L

Chevy	LS1	5.7L

Chrysler	Hemi	
5.7L

SN9035

SN9040

Chevy	LS1	5.7L

Chevy	LS1	
5.7L SN9055

	Steel	Nitride	Top	Ring
1.2,	1.2,	3.0	

Martensitic	Ductile	Napier	2nd	Ring
Hastings	Flex-Vent®	Patented	Oil	Ring

1.5,	1.5,	3.0	
	Steel	Moly	Top	Ring

Martensitic	Ductile	Napier	2nd	Ring
Hastings	Flex-Vent®	Patented	Oil	Ring

	Steel	Nitride	Top	Ring
Martensitic	Ductile	Napier	2nd	Ring

SN9050LS7	7.0L

1.2			1.2			3.0mm

Chrysler	Hemi	5.7L

1.2			1.5			3.0mm

Chrysler	
Hemi	5.7L SN9060

LS	6.0L
LS2	6.0L
LS3	6.2L
LSA	6.2L
LS9	6.2L
Hemi	6.1L
SBC	350
Ford	302
Ford	351
Chy	360

SM8565

SM8560

Hastings	Flex-Vent®	Patented	Oil	Ring

1.2,	1.5,	3.0	

SM8555

LS	6.0L
LS2	6.0L
LS3	6.2L
LSA	6.2L
LS9	6.2L
Hemi	6.1L

SN9065




