
Developed for low-level, everyday use on construction
sites and for general home repairs. Walther Strong Utility
Duct Tape is ideal for holding temporary Correx plastic
sheeting or other ‘large scale’ applications with its handy
Easy Release coating.

Walther Strong Utility Duct Tape is the economical
and easy-to-use tape choice for bundling, sealing, patching
and repairs with its high Easy Tear rating.

Tip: Our Utility Duct Tape is a good all-rounder for general
construction and home repair projects.

Request your free sample pack today.

UTILITY DUCT TAPE

Applications:
• Taping down temporary sheeting for dust enclosures
• Taping down temporary protection sheets and solid boards
• Holding temporary timbers
• Damp course membrane joining

Medium Duty Utility Duct Tape

Taping down temporary protection sheets
and solid boards

Holding temporary timbers Damp course membrane joining

IF YOU’RE A PROFESSIONAL, YOU’RE USING WALTHER STRONG

Walther Strong & Company Ltd | Head Office | 12 Greycaine Road | Watford | WD24 7GG
0845 0945 310 | www.waltherstrongandco.com | enquires@waltherstrongandco.com

Taping down temporary sheeting for dust enclosuresEasy Release 8/10 Easy Tear 10/10Stickiness 6/10
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Please test the product on delicate surfaces.

For further technical advice and details please
contact the Walther Strong technical team.

UTILITY DUCT TAPE
Medium Duty Utility Duct Tape

IF YOU’RE A PROFESSIONAL, YOU’RE USING WALTHER STRONG

Manufactured by: Walther Strong & Company Ltd
| Head Office | 12 Greycaine Road | Watford | WD24 7GG | www.waltherstrongandco.com | enquires@waltherstrongandco.com

Product
Code

Cartons per Pallet
Quantity

Carton
QuantityColourLengthWidth

UT-BLK50x50P

UT-SIL50x50P

60 per pallet

60 per pallet

24 per carton

24 per carton

Black

Silver

50 meters

50 meters

50 mm

50 mm

For ordering information please contact your local distributor or call Walther Strong on 0845 0945 310
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