Size
{inch)

1.44°

.77

2.4

28

a5

4.3

Y

7.0°

10.1"

121

Resolufion

(diots)
QOVGEA
QOVEA

OVGA

LOVIGA

WOVGA

LOMGA

WVGEA

WEVGEA

WSVGEA

WEVGA

PH128128T-040-L020
PH128160T-066-L030
PH240320T-062-1-0
PH240320T-062-L060
PHE2A0320T-063-L-0
PH240320T-063-L040
PHA202407T-023-1020
PH3I202407-023-030
PHA0240TO23-1BC
PHA20240T023-1BG
PHA20240T-022-1-0
PHAZO2407-022-1090
PH4BO2T2T-DO6-LAADZ
PH4BO2TZT-006-1010
PH4BO2T2T-006-1-0Q
PH4BO2T2T-006-1130
PH4B0272T-006-1160

PH4BO2T2T-006-050

PH4B02T2T-006-080

PH4BO2TZTODE-1BA

PH4BO2T2TODE-1BB

PH4BO2T2TO0E-1BC

PH4B0272T-D06-1170

PH4802T2TO0E-IBF

PH320230T-D08-1-0

PH320240T-008-1080

PHAZ0240T-000-0C10

PHI20240T-009-1220

PHAZ0240TO0S-1BA

PHBO0280T-013-1-Q

PHEOO480T-013-1010

PHBDO4B0T-013-1030

PHBD0L30TD13-1BA

PHBOD280TO13-1BB

PHEDQSB0TON 3-IBC

PH102600TO02-1AA

PH102600TO02- 124

PHBDO4B0TO 7-18A

PH102600T004-([BADT

PH 102600 TOOE-1BA

PH102TEBTO0T-ZAA

Outline

dimensions{mm}

31.1x369x2.85
J40x4T0x24
42.32 x 6008 x 2.4
42.72 x 60.26 x 3.85
50.0 x 69.2 x 3.05
50.0 x 69.2 x 4.25
T6.0xB309x32
Th9x 618475
B402x75.38 %52
B402 x T5ABx52
76.9xB38x35
76.9x 6391475
1055 xBT 2225
10551672 x 3.8
105.5 x 672 x 5.0
105567 2x40

11512 73.0x 548

1055 x67T.2xB80

1055 x67.2 x 0.5

1055 x 672 x 357

1055 x 672 x 4.7

M5IXT30x55

1055x67T2x348

1151 x738x58

1594 x 111.0 x 8.0

1594 x 111.0x 10.5

144.0 x 104.6 % 13.0

1588 x 111.0x 0.0

1584 x111.0x9.0
164.8 x 100.0 x3.4

164.9 x 100.0 x 4.9

192,96 x 108.76 x 5.6

1650 x 100.0x 5.8

1650 x 100.0x 7.5

192,96 x108.76 x7.725
165,75 x 105.30 x 2.B5

165,75 x 10539 x 2.65

182,60 x 116,90 x 6.4

19281168264

2440 x 1430 12,4

279.0 x 209.0 8.0

Aclive Area
{rmm)

255265
28.032 x 35,04
36,72 x 48.95
36.72 x 48.96
A12x 5T 6
43215786
70.08 x 52,56
7008 x 52.58
70.08 x 52.56
70.08 x 52,56
70.08 x 52.56
70.08 x 52.56
05.04 x 53.856
095.04 x 53.858
95,04 x 53.856
95.04 x 53.856
05.04 x 53.856
05.04 x 53.856
85.04 x 53.856
05.04 x 53.856
95.04 x 53.858
85,04 x 53.856
95,04 x 53,856
85,04 x 53.858
1152 x B6.4
1152 x 86.4

1152 x 86,4

1152 x 86.4
1152 x 864
154.08 x B5.92
154.08 x B5.92
154,08 x B5.92
154.08 x B5.92
154.08 x B5.92
154.08 x B5.092
1536 x 80
1536 %90
176,64 x 0038

176.64 = 99.36

22272 % 125.28

24576 178432

Interface

B0-8 ba

80-8 ba

BO-& bt

B0-16 bt

B0-16 bit

BO-16 bit

Digital 24-bits RGB
Digital 24-hits RGB
Digital 24-blts RGE
Digital 24-biis RGBE
GPU interfaca
CPU intertace
Digital 24-bits RGE
Digital 24-bits AGE
Digital 24-bits RGB
Digital 24-bis RGE

Digital 24-bits RGB

CPU imerface
(5501963)

CPU imerface
(S5D1563)

Digital 24-bits RGE
Digital 24-bits RGEB
Dightal 24-biis AGE
Digital 24-bits AGE
Digital 24-bits RGB
Digital 24-bits RGE
Digaal 24-bits RGE
Digital 24-bits RGB

Digital 24-bits RGB
Digital 24-bits RGE
Digital 24-bits AGH
Digital 24-bits RGB
Digital 24-bita RGE
Digital 24-bits AGB
Digetal 24-bits RGE
Digital 24-bits RGR
VDS

VDS

Digital 24-bits RGE
VDS

VDS

VDS

View,
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Brighiness
[ed/m2)

160
280
150
200
300
250
400
300
400
300
250
187
320
320
240
540
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500
425
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HPOWERTIP

www.powertip.com.tw

POWERTIP

POWERTIP TECHNOLOGY CORPORATION

Introduction

Powertip Technology Corporation was established in 1991, is dedicated to be the tfrustful and professional
LCD display manufacturer in the world. Powertip at present has factories in Taiwan and China, manages
with more than 1,200 employees and 58,000 square meter shop floors, offers various product lines for
monochrome display, TFT, 3D display, LCD sign board, touch panel and embedded solution etc., to cope
with wide range application, with complete processes including glass scribing, LC filing, polarizer
attachment, COG, COB, SMT, assembly, glass to glass lamination to fulfill market demands.

* Quality Control System
ISO9001 Certificate / 1ISO14001 Certificate / ROHS / ISO TS 16949 Certificate

Business Philosophy

@ Establish Global Marketing Group

@ Innovate High Technology R&D Center

@ Establish An Efficient And Professional Manufacturing Facility
Realize Powertip Group's Future In Its Continuous Operation

Accomplish Intfemational Environmental Protection Standards.

Headquarters:

No. 8, 6th Rd., Taichung Industrial Park, 407
Taichung, Taiwan

TEL:(886)-4-23558168 FAX:(886)-4-23558166
E-mail: sales@powertip.com.tw

Homepage: http: //www.powertip.com.tw

HongKong Office:

Rm. 02, 9F Block A, Po Lung Centre, 11 Wang
Chiu Rd., Kowloon Bay, Kowloon, Hong Kong
TEL:(852)31070920 FAX:(852)31070936

USA Office:
26231 Enterprise Court Lake Forest,
CA 92630, U.S.A.

TEL:(1)-949-859-8168

Headquarters
FAX: (1)-949-859-8118

Dongguan Factory:

Display Device
For Technology

Junfa Industrial District, Dongxing Rd.,
Dongkeng, Dongguan, Guang Dong

Post code : 523445
TEL:(86)769-8338-4857
FAX:(86)769-8338-5657

Zhenjiang Factory:

No. 88, Huanyang N. Rd., Jurong Development
Zone, Zhenjiang, Jiangsu

Post code : 212400
TEL:(86)511-87285858
FAX:(86)511-87285859

Zhenjiang Factory

I Monochrome Solution
| TFT Solution

I Embedded Solution

I Projective Capacitive Touch Panel Solution

2014 /10




Product

Monochrome Solution

We offer TN,STN,FSTN,ASTN,VA,FS-LCD,a wide range of standard and custom

e ; :
A POW R T

design products .

e Character / Graphic LCD Modules
—Character LCD modules are available for 8x2,16x1,
16x2,16x4,20x2,20x4,24x2,40x2,40x4,10x2 format,

with standard or custom design solution.

—Graphic LCM with controller IC are available with
following resolutions 96x64,96x65,97x32,120x32,
122x32,128x48,128x64,240x128,240x160,256x128,
320x240.

—COG : one chip support 320 x 240 resolution.

oVA Display

—Wide viewing angle

—High contrast ratio : 400:1 1

—Wide operation temperature range : -30°C~85°C
—Support duty ratio : static 1/2, 1/4, 1/16, 1/32 duty.

eASTN

—High reliability

—High contrast ratio : 60:1
—Up to 1/240 duty

oFS LCD(Field Sequential LCD Color Display)

—Full color LED backlight.

2 IE N

s HEL
PE-2407128-001

4 o 1

;j.EI.BE!.

.-
o
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e Feature:

Embedded Solution

—Easy to use and set up.

—Expedite initial development.

—Reduce development loading and risk.

—Improved flexibility and scalability.

—Shorten product developing time-to-market.

—Long-term availability.

—Excellent optical performance without the expensive and light blocking color filter.

—Application:Signboard,toys,fitness equipments,domestic machine.

eCustom LCD Module

—Custom panel size and resolution are available.

—Value-added : Integrate peripheral components on LCD module by request.

—Total solution : Capable to integrate customer's main board on LCD module.

ARM based series

8051 series

POSENO0SS5-00

POSEQDOS5-01

POSDO0024-01

POSDO0024-02

POSDO0024-03

POSDO0024-04

POSDOO0EA-05

POSMOO013-00

POSMOO014-00

POSDO002E-00

POSD00028-02

POSDO0029-00

POSDO0029-02

POSEQDOG0-01

POSEDDOG0-03

ARM Cortex-M3

PrOCEs50r
180 MHz

ARM Cortex-M3
processor
180 MHz

ARMIZGES-S
(400MHz)

ARMSZGES-S
(400MHZ)

ARM32EE)-5
(400MHZ)

ARMIZGEJ-S
(400MHZ)

ARMIZGE-S
[400MHz)

1G Dual Core

1G Dual Core

RABATS +
CBOS1F380
48 MIPS

RABBTS +
CB051F3B0
48 MIPS

RABBTS +
CBO51F3BD
48 MIPS

RABEBTS +
CBO51F380
48 MIPS

RABETS +
CB051F3B80
48 MIPS

RABETS +
CBOS1F380
48 MIPS

16MB SDRAM+32M
Flaszh

16MB SDRAM+32M
Flash

64MB DDR2
SDRAM+128MB
NAMND Flash

64MB DDR2
SDRAM+128MB
NAMD Flash

64MB DDR2
SDRAM+128MB
NAMD Flash

64MB DDR2
SDARAM+128MB
NAMD Flash

64MB DDR2
SDRAM+128MB
NAMD Flash

RAM 512MByte,
MandFlash 4GByte

RAM 512MByte,
MandFlash 4GByte

128M-Bit
Flash+GT23L24T3Y

128M-Bit
Flash+GT23L24T3Y

128M-Bit
Flash+GT23L24T3Y

128M-Bit
Flash+GT23L24T3Y

128M-Bit
Flash+GT23L24T3Y

128M-Bit
Flash+GT23L24T3Y

Embedded Solution Product List

I B e I e e

WINCE 6.0 R3
(License not
Included )
WINCE 6.0 R3
[Licensa not
Included )
WINCE 6.0 R3

(Mot Include
License)

LINUX 3.4.98

LINUX 3.4.98

Androidd. 1

Androidd. 1

4.3°

4.3"

7

7

a7

3.5"

3.5

4.3"

43"

4-Wire
Resistive

Projected
Capacitive

4-Wire
Resistive

Projected
Capacitive

4 = wira
registance

Projected
Capacitive

Praojected
Capacitive

Projected
Capacitive

4-Wira
Resistive

Praojected
Capacitive

4 - wira
ESiSLance

Projected
Capacitive

4-Wire
Rasistive

Projected
Capacitive

L P05D00028 (3.5"TFT) —

L— POsE0004O ( 7" TFT) —

1x UART to UISB2.0 Convearter,
1x UART(11520000s),

1x SOYMMC,

Buzzer

1x LART to USB2.0 Converter,
1% LART(1152000bps),

1x SDVMMC,

Buzzer

1x USB2.0 Dewice, 1x LISB1.1 Host,
3x RS232 EthemetPOE),
1x Micro 5D, Audio

1x USB2.0 Device, 1x LISB1.1 Host,
3dx RE232.Ethernet{FOE],
1x Micro S0, Audio

1x USB2.0 Device, 1x LISB1.1 Host,
3x AS232, Ethemnet(POE),
1x Micro SD,Audio

1x USB2.0 Device, 1x LISB1.1 Host,
3x RS232.Ethermnet(POE),
1x Micro SD,Audio

1x USB2.0 Device, 1x LISB1.1 Host,
3x RS232 Ethemnet(POE),
1% Micro 5D, Audio

2xUSB, 4x RS232, Ethernet,
1 x Micra 5D, WiFi |
Audio |, Vedio

2xLISB, 4xRS232, Ethernet,
1x Micro 5D, WiF ,
HAudio |, Vedio . AV-IN

UART1 (38400bps) ,
1xUARTO ,
1x USE2.0 Device

UART1 (38400bps) ,
1xXUARATO
1x USE2.0 Device

LIART1 (38400bps) ,
1xLUARTO ,
1x USE2.0 Device

UART1 (38400bps) ,
1xUARTO

1x USBE2.0 Device

UART1 (38400bps) ,
1x=UARTO,
1% USB2.0 Device

UART1 (38400bps) ,
1xXUARTO
1x USB2.0 Device

12565 " 74.4
*17.5 mm

12565 Td.4
*18.7 mm

192.96 x 109.03
x 31.5 mm

1676 x 104.0 x
26.07 mm

192.96 x 108.76
X 26.15 mm

1676 = 104.0 x
26.01 mm

192.96 x 108.76
¥ 26.15 mm

190.5° 105.4 *
29.0 mm

23241707 "
25.5 mm

100.0 " 80.0 "
22.1 mm

100.0 * 0.0 °
21.88 mm

105.5° 80.0 "
19.82 mm

115.1 * 80.0°
20.62 mm

184 9 * 100.65
"20.15 mm

192.96 * 108.76
* 206 mm

TFT Solution

—Size : 1.447,1.777,2.47,2.87,3.57,4.3",5.7”,
7.0”,8.0”,10.1”7,12.1”

—Capacitive or resistive touch panel option.
—Wide viewing angle solution.

—Flexible design to meet customer's demand.
—High reliability and long life time guarantee.

—Sunlight readable technology for outdoor application.

Projective Capacitive
Touch Panel Solution

—Pcap technology
—One Glass Solution (OGS)
—Touch Key function
Single point & Single point+ Gesture

Sign Board
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