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•  
  

•  
70 ( 158 )

  

•  

  

•  
  

 
    

 30VAC(DC40V) 60VAC(DC80V) 80VAC(DC110V) 

(Arms) 1.5 - 8.4 

 (mA) 7 10 16 

 (KHz) 0 - 250 

 (usec) 2.5 - - 

 

 

 0 to +65˚C (+32 to +149˚F) ( ) 

 80%   ( ) 

  

 

 -10 to +80˚C (+14 to +176˚F) ( ) 

 80%   ( ) 

  

 5.9 m/s2  

 0.6 Kg 
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���

Pulse ��
�	
�

ON

OFF
ON

OFF

�� 2 sec

Pulse ��
����

ON

OFF

DIR ���
���

ON

OFF

> 2 usec
< 1 usec

< 1 usec> 5 usec

> 5 usec

< 1 usec

< 1 usec

ENA ���
���	�

ON

OFF

�

���

��

� 10 usec

� 10 usec
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•  

SW 1 SW 2 SW 3 (Arms) 

OFF OFF OFF 1.5 A 

ON OFF OFF 2.25 A 

OFF ON OFF 2.88 A 

ON ON OFF 3.42 A 

OFF OFF ON 4.06 A 

ON OFF ON 4.6 A 

OFF ON ON 5.25 A 

ON ON ON 6.0 A 

 

•  

SW 4  

ON  

OFF  

 

 

 

 

87654321
DIP ON ↓

ONOFF
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• (  1.8˚ ) 

SW 5 SW 6 SW 7 SW 8 Steps/Rev 

OFF OFF OFF OFF 40000 

ON OFF OFF OFF 20000 

OFF ON OFF OFF 10000 

ON ON OFF OFF 8000 

OFF OFF ON OFF 5000 

ON OFF ON OFF 4000 

OFF ON ON OFF 2000 

ON ON ON OFF 1000 

OFF OFF OFF ON 51200 

ON OFF OFF ON 25600 

OFF ON OFF ON 12800 

ON ON OFF ON 6400 

OFF OFF ON ON 3200 

ON OFF ON ON 1600 

OFF ON ON ON 800 

ON ON ON ON 400 

 

� 0.9˚   
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   5V  

5V 16mA

 . 

 Example: 

5 VDC R=0; 

12 VDC R=1k 1/8W; 

24 VDC R=2k  1/8W  

 

 

•  

 

  

1 ARM-  
 

( DC24V ) 

2 ARM+  
 

( DC24V ) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

�
�
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•  

 

  

  
 

1 DIR-  

  
 270Ω   

 0 ~ 0.5V  

 4 ~ 5V  

 2.5 usec  

2 DIR+  - 

3 PLS-  

  
 270Ω   

 0 ~ 0.5V  

 4 ~ 5V  

 2.5 usec  

4 PLS+  - 

5 ENA- 

 

 

  
 270Ω   

 0 ~ 0.5V  

 4 ~ 5V  

 2.5 usec  

6 ENA+  - 
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▼  current sink  

 

 

▼  current source  
 

 
 

 

Controller
+5 to 24 VDC

0 V

R

Twisted pair cable
Or

Shielded cable

Driver

R

R

0 V

0 V

PLS+
PLS-

DIR+
DIR-

ENA+
ENA-

ARM+

ARM-
DC24V

Controller
+5 to 24 VDC

R

Twisted pair cable
Or

Shielded cable

Driver

0 V

PLS+
PLS-

DIR+
DIR-

ENA+
ENA-

R

R

ARM-
DC24V
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•  

 
  

  
 

1 A+ A +  

 

2 A- A -  

3 B+ B +  

4 B- B -  

5 AC1 1 
 18VAC(DC24V)  

80VAC(DC110V)  
6 AC2 2 
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ENA  ENA  
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