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Surface Finish

Surface Finish

Surface Finish

3A /   AC 250V 5A /   AC 250V 5A /   AC 250V

‐20°C ~ +55°C ‐20°C ~ +55°C ‐20°C ~ +55°C

1 ~ 10mm 1 ~ 10mm 1 ~ 10mm

5 ~ 14Nm 5 ~ 14Nm 5 ~ 14Nm

Contact

Button

Body

Base

 RoHS

Type

Rated Voltage

Colour

Life

IK08

IP65

50,000 CyclesElectrical Life 50,000 Cycles 50,000 Cycles

Panel Thickness

Nut Torque

500,000 Cycles

3 ~ 5N

About 2.5mmOperating Distance

AC 2000V

≥1000mΩ

≤50mΩ

Circuit

Tag

Flat / High

1NO1NC 1NO1NC

The Front Shape Flat Flat

Terminal Type Tag Tag

Max. Switch Rating

1NO

Momentary

22mm

Specifications RJS103‐22L‐F‐X‐X‐BS‐XV‐67Q RJS103‐22L‐F‐C2‐X‐BS‐XV‐67QRJS1N1‐22L‐■‐R‐▽‐●‐►V‐65Q

RJS1N1‐22L‐■‐R‐▽‐●‐►V‐65Q (1NO) | (Momentary) | (Tag) | (Flat / High) | (Ring / Dot) | (IP65)

Φ22mm Panel Cut Out Diameter

The Front Shape (■):Flat / High
Terminal (◆):Tag

Operation type ( ):Momentary

Illumination (□): Ring / Dot

LED Colour (▽): 

(●) : Brushed Steel (304) / Zn‐Al Alloy (Black)

Circuit Configuration (★): 1NO

Max. Switch Rating: 3A / DC 250V

IP Rating: IP65 IK Rating: IK08

RJS103‐22L‐F‐X‐X‐BS‐XV‐67Q (1NO1NC) | (Momentary / Latching) | (Tag) | (Flat) | (Ring / Dot) | (IP67)

Illumination (□): Ring / Dot

Circuit Configuration (★): 1NO1NC

Max. Switch Rating: 5A / DC 250V

IP Rating: IP67 IK Rating: IK10

RJS103‐22L‐F‐C2‐X‐BS‐XV‐67Q (1NO1NC) | (Momentary / Latching) | (Tag) | (Flat) | (Power (C2)) | (IP67)

Φ22mm Panel Cut Out Diameter

The Front Shape (■):Flat
Terminal (◆):Tag

Operation type ( ):Momentary / Latching

Illumination (□): Power (C2)

LED Colour (▽): 

(●) : Brushed Steel (304) / Zn‐Al Alloy (Black)

Circuit Configuration (★): 1NO1NC

Max. Switch Rating: 5A / DC 250V

IP Rating: IP67 IK Rating: IK10

The Front Shape (■):Flat
Terminal (◆):Tag

Operation type ( ):Momentary / Latching

Φ22mm Panel Cut Out Diameter

LED Colour (▽): 

(●) : Brushed Steel (304) / Zn‐Al Alloy (Black)

Panel Cut Out Diameter 22mm 22mm

Switch Function Momentary / Latching Momentary / Latching

Contact Resistance ≤50mΩ ≤50mΩ

Insulation Resistance ≥1000mΩ ≥1000mΩ

Dielectric Intensity AC 2000V AC 2000V

About 2.5mm About 2.5mm

Operation Pressure 3 ~ 5N 3 ~ 5N

Operating Temperature

Mechanical Life 500,000 Cycles 500,000 Cycles

IP Rating IP67 IP67

IK10 IK10

M
at
e
ri
al

Silver Alloy Silver Alloy Silver Alloy

BS BS BS

BS BS BS

PBT PA66 PA66

Made to order Made to order Made to order

LE
D
 S
p
e
c Ring / Dot Ring / Dot Power (C2)

3V / 6V / 12V / 24V / 110V / 220V 3V / 6V / 12V / 24V / 110V / 220V 3V / 6V / 12V / 24V / 110V / 220V

40000 Hours 40000 Hours 40000 Hours

IK Rating
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Surface Finish

Surface Finish

1A /   AC 125V 5A /   AC 250V

‐20°C ~ +55°C ‐20°C ~ +55°C

0.5 ~ 10mm 1 ~ 8mm

5 ~ 14Nm 5 ~ 14Nm

Contact

Button

Body

Base

 RoHS

Type

Rated Voltage

Colour

Life

Specifications RJS103‐22LM‐F‐R‐XX‐BS‐XV‐67H RJS103‐22L‐F‐X‐X‐BS‐XV‐65H

LE
D
 S
p
e
c

RJS103‐22LM‐F‐R‐XX‐BS‐XV‐67H (1NO1NC) | (Momentary (Micro‐Travel)) | (Tag) | (Flat) | (Ring / Flame Ring) | (IP67)

Φ22mm Panel Cut Out Diameter

The Front Shape (■):Flat
Terminal (◆):Tag

Operation type ( ):Momentary (Micro‐Travel)

Illumination (□): Ring / Flame Ring

LED Colour (▽): 

(●) : Brushed Steel (316)

Circuit Configuration (★): 1NO1NC

Max. Switch Rating: 1A / DC 125V

IP Rating: IP67 IK Rating: IK00

RJS103‐22L‐F‐X‐X‐BS‐XV‐65H (1NO1NC) | (Momentary) | (Tag) | (Flat) | (Ring / Dot) | (IP65)

M
at
e
ri
al

Panel Thickness

Nut Torque

IP Rating

LED Colour (▽): 

(●) : Brushed Steel (316)

Circuit Configuration (★): 1NO1NC

Max. Switch Rating: 5A / DC 250V

IP Rating: IP65 ‐‐

Panel Cut Out Diameter 22mm 22mm

Switch Function Momentary (Micro‐Travel) Momentary

Circuit 1NO1NC 1NO1NC

The Front Shape Flat Flat

Terminal Type Tag Tag

Max. Switch Rating

Contact Resistance ≤30mΩ ≤50mΩ

Insulation Resistance ≥1000mΩ ≥1000mΩ

Dielectric Intensity AC 2000V AC 2000V

IK Rating ‐‐

Silver Alloy Silver Alloy

BS BS

BS PC

PA PA

Operating Distance About 0.5mm About 2.5mm

Operation Pressure About 15.0N 5.5 ~ 7N

Operating Temperature

Mechanical Life 1,000,000 Cycles 1,000,000 Cycles

Electrical Life 300,000 Cycles 50,000 Cycles

Made to order Made to order

Ring / Flame Ring Ring / Dot

3V / 6V / 12V / 24V / 110V / 220V 3V / 6V / 12V / 24V / 110V / 220V

40000 Hours 40000 Hours

IP67 IP65

Φ22mm Panel Cut Out Diameter

The Front Shape (■):Flat
Terminal (◆):Tag

Operation type ( ):Momentary

Illumination (□): Ring / Dot


