
METAL INSERTS SPHERE POWER CYLINDER POWER

SPHERICAL CONCAVE (FRONT A) 0.00 to 12.00D N/A

SPHERE/CYLINDER CONVEX (BACK B) 0.00 to 12.00D Up to -4.00D

ASPHERIC CONCAVE (FRONT A) 0.00 to 12.00D N/A

ASPHERIC CONVEX (BACK B) 0.00 to 12.00D N/A

ATORIC* CONVEX (BACK B) 0.00 to 12.00D Up to -4.00D

CUSTOM FRONT & BACK

Surface hardness Rockwell C 50/52.  Optical surface is precision diamond turned.

* Includes EyeView Technology

METAL INSERTS BASE CURVE
ADD POWER 

RANGE

PREVIEW 0.75-3.50D

PREVIEW SHORT 0.75-3.50D

PETITE PICO 0.75-3.50D

PETITE 0.75-3.50D

MIDI 0.75-3.50D

SELECT 0.75-3.50D

CONTOUR S 0.75-3.50D

REPRODUCTION OF EXISTING INSERTS

CUSTOM CONCAVE FRONT OR CONVEX BACK FOR SEMI-

FINISHED OR FINISHED INJECTION MOULD PRODUCTION

Surface hardness Rockwell C 50/52.  Optical surface is precision diamond turned.

* Progressive Metal Inserts can be produced in concave or convex form

SINGLE VISION

PROGRESSIVE INSERTS*

All Metal Inserts are made with nickel-plated stainless steel. 

Designed to customer's 

specific requirements

Designed to your specifications. 

Powers based on XYZ surface geometry.

Based on your own design

Designed to your specifications. 

Powers based on XYZ surface geometry.

All Metal Inserts are made with nickel-plated stainless steel. 


