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FINGERSTOCK

SPRING-LINE® Stainless Steel and Beryllium Copper
CompactPCI Gaskets

Contact Chomerics Applications Engineering Dept. for additional design information

FEATURES:
• Available in stainless steel or beryllium copper
• Easy installation and removal
• Individual fingers conform to mating surface
• Robust mounting for wiping applications
• Reduction in load during multi-card installation
• Parts can be cut to whole finger lengths

PART NO. 81-01-14440-2000ST (STAINLESS STEEL)*
PART NO. 81-01-14440-2000ST-3U
PART NO. 81-01-14440-2000ST-6U 

R 0.009
(0.23)
TYP.

0.04
(1.02)

0.200 (5.08) PITCH

0.20 MAX.
BOTH ENDS

0.180 (4.57) FINGER

0.186
(4.7)

16.000 (406) TYP.
9.000 (229) – 6U
3.600 (91) – 3U
MTL THICKNESS 0.002 (0.051)

AVAILABLE CONFIGURATIONS

MTL THICKNESS 0.002 (0.051)

PART NO. 81-01-14446-2000ST (STAINLESS STEEL)**
PART NO. 81-01-14446-2000ST-3U
PART NO. 81-01-14446-2000ST-6U

MTL THICKNESS 0.003 (0.076)

*Stainless steel versions offered unplated
**Part 81-01-14446-2000ST available only in stainless steel

PART NO. 81-01-14440-XXXX (BERYLLIUM-COPPER)
PART NO. 81-01-14440-XXXX-3U
PART NO. 81-01-14440-XXXX-6U 

Chomerics’ latest additions to the SPRING-LINE®

family of EMI fingerstock gaskets are developed 
for today’s high cycling and frequency CompactPCI
and VME applications. Available in two distinct 
configurations and materials.
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0.36 MAX.
BOTH ENDS

XXXX Finish
2000 Clean and Bright
4000 Bright Nickel
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