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TMAX Series Mechanic Truck Service Bodies Comparison Chart - November 2019

14,000 - 19,500 
GVWR

60” - 109” -
44” or 

52”
94” 22” 50” - 2,040 or 

2,140
EC3200, EC4000, EC5000, 

3315, 4421, 5521, 6521

14,000 - 19,500 
GVWR

84” - 133” 44” w/60” 
CS1V

44” or 
52”

94” 22” 50” 2,710 2,280 or 
2,400

EC3200, EC4000, EC5000, 
3315, 4421, 5521, 6521

16,000 - 19,5000 
GVWR

60” - 109” 44” w/60” 
CS1V 52” 94” 22” 50” 3,285 2,750

EC4000, EC5000, EC6000, 
4421, 5521, 6521, 

7621, 7630

16,000 - 19,5000 
GVWR

84” - 133” 44” w/60” 
CS1V 52” 94” 22” 50” 3,740 3,050

EC4000, EC5000, EC6000, 
4421, 5521, 6521, 

7621, 7630

Above 19,500 
GVWR

84” - 133” 60” 60” 94” 22” 50” 4,465 3,510 7621, 7630, 9621, 9630, 
10621, 10630, 12621, 12630

Above 19,500 
GVWR

120” - 169” 60” 60” 94” 22” 50” 4,985 3,780 7621, 7630, 9621, 9630, 
10621, 10630, 12621, 12630

33,000 GVWR 
and up

120” - 169” 60” - 96” 22” 50” / 52” 6,750 - 14530

46,000 GVWR 
and up

- 138” 210” 60” - 96” 22” 50” / 52” 7,495 - 14530

15,000 - 19,500 
GVWR

84” - 145” 44” - 96” 17” 75” / 78” 3,390 - EC4000, EC5000, EC6000, 
5521, 6521, 7621, 7630

15,000 - 19,500 
GVWR

108” - 169” 44” - 96” 17” 75” / 78” 3,665 - EC4000, EC5000, EC6000, 
5521, 6521, 7621, 7630

Cab to 
Trunnion

Applicable
Chassis

Cab to 
Axle 

Body 
Length Standard Body Height Body 

Width
Compartment 

Depth
Floor 
Width Crane Models

Steel Aluminum
Net Weight (lbs)*

Steel Aluminum

TMAX 30K-11

TMAX 1-9

TMAX 1-11

TMAX 2-11

TMAX 2-14

TMAX 3S-14

TMAX 3T

MAX
SeriesTMAX
Series

TM

TMAX 30K-9

TMAX LP-12

TMAX LP-14

- Comparison chart only shows standard bodies on price sheets.
* Weights based on heaviest standard on price sheets.

TMTM


