
Standard Sections
Flush Window Kit.
FRAME 70 x 95 mm
SASH 58 x 77mm
TRANSOM/MULLION 70 x 95 mm

Stormproof Window Kit.
FRAME 70 x 70 mm
SASH 58 x 77mm
TRANSOM/MULLION 70 x 70 mm

Cills.
PLANT ON / STUB 40 OR 80 MM
SUB 44 x 145/170 MM

Door Kits (Door thickness 44mm or 57mm).
Frame to fit 44mm door 70 x 70 mm
Frame to fit 57mm door 70 x 95 mm
HEAD 44/57mm x 120 mm
STILE 44/57mm x 120 mm
BOTTOM 44/57mm x 190 mm
MIDRAIL 44/57mm x 120 mm
SUB CILL 44 x 145 / 170 /190 mm

If you want different sections to standard sections, please let 
us know and we will do our best to make it happen.

Wide Choice of Timbers
Ready to assemble window component kits can be supplied in 
any hardwood or softwood timber you would like including:

STOCK TIMBERS

African Sapele Prime A Grade 
European Oak 

Engineered Redwood

Other timbers are available on request, please call to discuss.

ILLINGWORTH INGHAM
M/CR LTD

Kit Form 
Window And 
Door Systems

■■ Made to Measure
■■ Quick Turnaround
■■ No Waste
■■ Easy to Assemble
■■ Quality Machined Timbers

FROM THIS…

…TO THIS 

IN NO TIME!

Improve Your Turnover And 
Profitability – By Doing Less!
Illingworth Ingham (M/cr) Ltd’s ready to assemble window and 
door sets offer some great benefits to your business:

■■ �Precision quality CNC machining produces perfect joints 
whether mortice, tenor or comb joints

■■ �Made to your exact measurements, to the  millimetre, no 
opening adjustment or excessive packing required

■■ �Manufacturing time significantly reduced – savings of over 
50% on your labour costs are possible

■■ �Easy to assemble All components delivered ready cut to 
size, some additional machining may be required 

■■ �Quality machined timbers enables you to deliver a high 
quality product on time 

■■ Reduction in lead time, machining time and utility charges

■■ �Reduced storage requirements you only store timber  
that will be used

■■ �No timber waste or disposal costs all timber supplied  
will be used

Tel: 0161 872 1841   Fax: 0161 872 2501
office@iitimber.co.uk      www.iitimber.com



Kit Form
The Easy And 
Profitable Way Of 
Producing Timber 
Window And Doors.
Our revolutionary new modular 
window and door kits allow you 
to improve your turnover by 
doing less.

Especially produced for 
joiners, woodworking 
professional and timber 
workshops our quality window 
and door kits provide the 
required finished door or 
window components all ready 
for you to assemble.

We can accommodate both large and small runs for joinery 
experts and door manufacturers, dramatically decreasing 
timber costs, machining time and skill requirements. 

Our range of machined mouldings can be used to match 
existing woodwork for graded or listed properties, restoration 
work or for brand new doors or windows.

Cut to size and ready to assemble

Step 1	 Phone, Fax or Email to outline your requirements.
Step 2	� We will send you a template to complete to confirm 

window or door details - size and style etc.
Step 3	 Your quote will be produced within 24 hours.
Step 4	 Order confirmation.
Step 5	 Production.
Step 6	� Window or door kits despatched usually within  

3-5 working days, may be longer if a bespoke timber.
Step 7	�� You complete assembly. If using friction hinges and 

multi-point locks you just need to produce a rebate in 
the sash section. A spindle moulder or similar is ideal 
for this, but not essential.

	� If the frame is to accept transoms, mullions and door 
bottoms you just mortise to accept tenons to complete 
the assembly.

For more details or a competitive 
quote contact our sales hotline on  
0161 872 1841, fax 0161 872 2501 
or email office@iitimber.co.uk

You will be pleasantly surprised 
at the savings you make and the 
quality you receive!

Illingworth Ingham (M/cr) Ltd
Village Way
Trafford Park
Manchester
M17 1AD

www.iitimber.com

Production

Delivery

Template

The Finished Kit

How It Works
Company Name         Tel.         
Address           Email         
  

    
  Your Ref.         

  
    

            
    Postcode           

     
 

     
           

TIMBER   WIDTH HEIGHT 
 
  

 

        
SAPELE   1500 mm 1328 mm 428 

   
  

S'WOOD 
MULLION 

SPLIT 
TRANSOM 

SPLIT   
   

  
EUROAK   EVEN mm 428mm   

   
  

STYLE  NOTES 900 
   

  
STORM   Cill is 10mm wider on either side 

Dummy Sashes to non openers 
Drop = 428 

  
   

  
FLUSH    

   
  

SLIDERS     
   

  
CILL 

PROJECTION   
  

1500   
mm   

   
  

POC     MULLION 
 

TRANSOM CILL 
SUB    

   
  

NONE             
 Kit Form  

Casement Windows
Available in stormproof and flush designs.
Each easy to assemble casement window kit  can be used to 
produce flush or storm-proof windows and includes frame, 
transoms, mullions and sashes.
Plant-on or sub-cills can be provided on request.
Glazing beads can be purchased separately and can be 
provided seven days from order.
If using friction hinges and multi-point locks you just need to 
produce a rebate in the sash section. A spindle moulder or 
similar is ideal for this, but not essential.
If the frame is to accept transoms or mullions you just mortise 
to accept tenons to complete the assembly.
All grooves keyed for easy fitting of ironmongery.

Kit Form Doors
Whatever style of door you require – patio, bi-
fold, external or internal we can provide a door 
kit that is made to order to your required size.
Each easy to assemble door kit comes 
complete with frame and door.
Doors are available in a choice of 
thickness, 57mm or 44mm.
If using friction hinges and multi-point 
locks you just need to produce a rebate 
in the sash section. A spindle moulder or 
similar is ideal for this, but not essential.
If the frame is to accept a door bottom 
you just mortise to accept tenons to 
complete the assembly.


