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Bottom Trawl NetBottom Trawl Net

A two-panel, low-opening trawl which selectively 

catches cod and sole while allowing unwanted spe-

cies to pass overhead.  This net can be towed fast 

with a heavy footrope while maintaining continuous 

bottom contact.

Features:

 Two-bridle design for quick, easy handling and 

low maintenance.

 Low-stretch, high-strength riblines support co-

dend loads.

 Net may be !tted with varying footrope styles 

adjusted to particular !sh species and grounds.

 Constructed using high-grade polyethylene 

netting which allows for greater durability and 

strength.

Aleutian Cod Trawl

Size

Recommended 

Horse Power

Length
Maximum Design Dimensions                                                                                  

at Transducer

Headrope Footrope Width Height Width Height

HP ft ft fm fm m m

66/87 350 66.0 87.0 4.3 1.1 7.9 2.0

74/102 500 74.0 102.0 5.0 1.5 9.2 2.7

83/123 650 82.7 123.0 5.6 1.5 10.2 2.7

93/140 1200 93.0 140.0 6.4 1.7 11.7 3.0

108/166 1800 107.9 166.6 7.3 1.9 13.4 3.5

118/184 2000 118.7 183.3 8.0 2.0 14.6 3.7

132/201 2200 132.5 201.7 8.9 2.3 16.3 4.2

156/236 3500 156.2 236.3 11.6 2.7 21.2 5.0

* Other sizes and types of nets are also available


